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THE WORLD HAS CHOSEN PALAZZOLI

The globalisation process no longer allows for 
ÒMade in ItalyÓ to be the only mark of differentiation 
against the competition which is increasingly being 
offered at lower and lower prices. Palazzoli export 
trade model is not to pursue price as the only criteria 
for valuation, but to emphasise the installation 
and maintenance characteristics as well as the 
performance and life span of the product through 
engineering excellence.
In the Þeld of electromechanical industries, Palazzoli 
has consolidated its leading position in the electric 
market and has expanded its presence in the 
most important Countries with more than 100 local 
service facilities.

excellence

FROM ITALY

Stitech Co., Ltd    
Tel: 080-556-5553



FOR 110 YEARS

In support of this direction Palazzoli concluded 
in 2014 two important acquisitions in the UK, 
Lewden Electrical and CGD based in London and 
Kilmarnock (Scotland) respectively. 

The activity of the two Companies compliments the 
activity of Palazzoli which will beneÞt many of its 
chosen markets. 

This major strategic evolution is dedicated towards 
maintaining the values and successes of the 
Companies history and to continue to implement 
innovative products to meet and anticipate the 
changing needs of the market and customers.

Stitech Co., Ltd    
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Between the end of 1800 and the beginning of 1900 
Federico Palazzoli had given life to his own Company 
driven by his will and by ideas highly innovative for 
that age; the very same will and the very same ideas 
that continued later on feeding the achievement 
and development of the contemporary Palazzoli.

110 years have passed since the construction of 
the Þrst plant destined for the production of electric 
material (1904) through the launch in the market of 
solutions for industrial, naval installation, automation 
and ATEX: PalazzoliÕs life represents an illustrious 
aspect of the Italian industrial history.

PalazzoliÕs mission is to supply excellent electric 
equipment for the domestic and international 
markets.

FOR OVER 110 YEARS IN THE ENERGY INDUSTRY
Stitech Co., Ltd    

Tel: 080-556-5553
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PalazzoliÕs success is grounded in the quality of 
its products, quality guaranteed by strict tests 
and controls through the entire production and 
marketing line. The values and the Òsavoir faireÓ 
embraced by each department in PalazzoliÕs 
structure, are translated into products that often 
are taken as Òstate-of-the-artÓ reference point, are 
properly certiÞed by NotiÞed Laboratories and stand 
out for the duration and perfection of their functions.

Palazzoli has already exceeded the Kyoto Protocol 
objectives for the year 2020 and further respects 
the safety and health of its customers, protects the 
environment and makes an aware use of natural 
resources. These are the ideals that power on and 
fuel each and every day the PalazzoliÕs motor 
offering, always, leading electrotechnology systems.

LEADING ELECTROTECHNOLOGY SYSTEMS
Stitech Co., Ltd    

Tel: 080-556-5553
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1971
TAIS

1999
MULTIMAX

2000
ULYSSE

2001
RINO

2002
PRIMA

2003
ATEX

2004
ENERGYBOX

CAM ST

SUPERIOR PERFORMANCE AND SATISFACTION

Being oriented to success is the key element 
that ensures autonomy and proÞtable growth for 
the business. The reliability and faith placed by 
the customers in the performance of Palazzoli 
products is demonstrated by statements of esteem 
such as: ÒPalazzoli is safety, quality, but above all 
means professionalism, seriousness and respect 
to people; it is a great Company that offers 
high safety with its productsÓ and further more:  
ÒÉÉ by Palazzoli I have only received proofs, you 
are one of the most serious companiesÓ. 

CustomersÕ satisfaction advances the internal and 
external processes that aim at the continuous 
improvement strategy. 

Stitech Co., Ltd    
Tel: 080-556-5553
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2005
B-SMART

2008
MULTIPLAY

2009
TOPTER

2010
TUNNEL54

2012
UNIBOX

2013
TAISCUBE

2014
JANUS

2014
TUNNEL54

LEADERS OF THE FUTURE

Palazzoli is a dynamic Company that stands out in 
the market thanks to its commitment to innovation.
In time Palazzoli exceeded the competition because 
of the quality of its products and the standard of its 
services, consolidating the appreciation, esteem 
and faith that goes along with the Company.
Technological developments in the electrotechnical 
sector imposes on Palazzoli constant demands 
for research and design of products that achieve 
higher levels of performance and that meet the 
expectations of Installers and SpeciÞers. 
Every year Palazzoli invests huge resources of 
its turnover in research and development in 
order to build new products even to customerÕs 
speciÞcation.

Stitech Co., Ltd    
Tel: 080-556-5553
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INSTALLATION

ATEX

MARINE AND APPLICATIONS

AUTOMATION

Service sector 

Industry 

Construction 

Tunnel 

Mines

Combustible dust 

Conductive dust 

Gas 

Vapours 

Smoke

Ports 

Camping and caravan parks 

Urban areas 

Aboard ship 

Containers

Control 

Start 

Isolation 

Stop 

Emergency

SOLUTIONS FOR ALL APPLICATIONS
Stitech Co., Ltd    

Tel: 080-556-5553
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LloydÕs
Register

Spare parts Technical pages Dimensions Web and Software Sequential index
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CONNECTIONS
Connections for all applications

STANDARD

HEAVY DUTY

Stitech Co., Ltd    
Tel: 080-556-5553
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CONNECTIONS
Connections for all applications

HEAVY DUTY

STANDARD

CEE
high performance 
plugs and sockets

Page 32

CEE
plugs and sockets 
for extra-low voltage

Page 43

ALUPRES
plugs and sockets 

with ßat poles

Page 47

ALUMAX
connections 
for high amperage

Page 48

MULTIMAX
plugs and connectors

for quick mounting 

Page 14

MULTIMAX
plugs and sockets
for entertainment

Page 19

MULTIPLAY
multipliers and adaptors for 

temporary installations

Page 20

SPIN
domestic plugs 
and connectors in rubber

Page 21

topTER
panel mounted 

sockets

Page 22

topTER
wall mounted 
sockets

Page 31
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MULTIMAX series CEE series MULTIMAX series

page 16 page 17 page 36 page 36 page 36 page 36 page 19 page 19
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP44

Plugs
IP67

90¡
angled plugs

IP44

90¡
angled plugs

IP67

90¡ wall
mounted inlets 

IP44

90¡ wall
mounted inlets 

IP67

Plugs 
IP44

Connectors 
IP44

16

110
100Ö130

2P+! 4 700124 710124 475202 475203 476202 476203 705124 725124

3P+! 4 700134 475212 475213 476212 476213

3P+N+! 4 700144 475222 475223 476222 476223

230
200Ö250

2P+! 6 700126 710126 475302 475303 476302 476303 705126 725126

3P+! 9 700139 475312 475313 476312 476313

3P+N+! 9 700149 475322 475323 476322 476323

400
380Ö415

2P+! 9 700129 475402 475403 476402 476403

3P+! 6 700136 710136 475412 475413 476412 476413 705136 725136

3P+N+! 6 700146 710146 475422 475423 476422 476423 705146 725146

32

110
100Ö130

2P+! 4 700224 710224 476205 476206

3P+! 4 700234 476215 476216

3P+N+! 4 700244 476225 476226

230
200Ö250

2P+! 6 700226 710226 476305 476306 705226 725226

3P+! 9 700239 476315 476316

3P+N+! 9 700249 476325 476326

400
380Ö415

2P+! 9 700229 476405 476406

3P+! 6 700236 710236 476415 476416 705236 725236

3P+N+! 6 700246 710246 476425 476426 705246 725246

63

230 2P+! 6 710326

400
3P+! 6 710336

3P+N+! 6 710346

16A - 63A QUICK MOUNTING

MULTIMAX series topTER series

page 18 page 19 page 26 page 26 page 31 page 31 page 31 page 31
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Connectors
IP44

Connectors
IP67

Angled panel 
mounted sockets

IP44

Angled panel 
mounted sockets

IP66/IP67

Angled wall 
mounted sockets

IP44

Angled wall 
mounted sockets

IP66/IP67

90¡ wall
mounted sockets 

IP44

90¡ wall
mounted sockets

IP67

16

110
100Ö130

2P+! 4 720124 730124 488124 489124 438124 439124 508124 509124

3P+! 4 720134 488134 489134

3P+N+! 4 720144 488144 489144

230
200Ö250

2P+! 6 720126 730126 488126 489126 438126 439126 508126 509126

3P+! 9 720139 488139 489139

3P+N+! 9 720149 488149 489149

400
380Ö415

2P+! 9 720129 488129 489129

3P+! 6 720136 730136 488136 489136 438136 439136 508136 509136

3P+N+! 6 720146 730146 488146 489146 438146 439146 508146 509146

32

110
100Ö130

2P+! 4 720224 730224 488224 489224 438224 439224 508224 509224

3P+! 4 720234 488234 489234

3P+N+! 4 720244 488244 489244

230
200Ö250

2P+! 6 720226 730226 488226 489226 438226 439226 508226 509226

3P+! 9 720239 488239 489239

3P+N+! 9 720249 488249 489249

400
380Ö415

2P+! 9 720229 488229 489229

3P+! 6 720236 730236 488236 489236 438236 439236 508236 509236

3P+N+! 6 720246 730246 488246 489246 438246 439246 508246 509246

380/440 2P+! 3 489233 439233

63 400
380Ö415

2P+! 6 730326 489326 509326

3P+! 6 730336 489336 509336

3P+N+! 6 730346 489346 509346

Stitech Co., Ltd    
Tel: 080-556-5553
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16A - 125A EXTRA-LOW VOLTAGE

CEE series

page 43 page 43 page 44 page 45 page 45 page 46 page 46 page 46 page 45
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP44

Plugs
IP67

90¡ wall 
mounted inlets 

IP44

Connectors
IP44

Connectors
IP67

Straight
sockets

IP44

Angled
sockets

IP44

Straight
sockets

IP67

90¡ wall
mounted sockets 

IP44

16

20Ö25
2P   Ð 477002 477003 476002 473002 473003 471032 471062 471003 471002

3P Ð 477062 477063 476012 473062 473063 471042 471072 471063 471012

40Ö50
2P 12 477102 477103 476102 473102 473103 471132 471162 471103 471102

3P 12 477112 477113 476112 473112 473113 471142 471172 471113 471112

20Ö25
40Ö50

2P 4 477012 477013 476042 473012 473013 471051 471111 471013 471011

3P 4 477122 477123 476142 473122 473123 471022 471122 471123 471151

2P 10 477602 477603 476602 473602 473603 471632 471662 471603 471602

32

20Ö25
2P Ð 477005 477006 476005 473005 473006 471035 471065 471007 471005

3P Ð 477065 477066 476015 473065 473066 471045 471075 471067 471015

40Ö50
2P 12 477105 477106 476105 473105 473106 471135 471165 471107 471105

3P 12 477115 477116 476115 473115 473116 471145 471175 471117 471115

20Ö25
40Ö50

2P 4 477015 477016 476045 473015 473016 471108 471058 471017 471018

3P 4 477175 477176 476145 473125 473126 471118 471059 471177 471019

2P 10 477605 477606 476605 473605 473606 471635 471665 471607 471605

High currents

page 44 page 45 page 46 page 46
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP67

Connectors
IP67

Angled panel 
mounted sockets

IP67

Straight panel 
mounted sockets

IP67

63 48
2P 1 477951 473951 473961 473971

3P 1 477952 473952 473962 473972

125 48 3P 1 477955 473955 473965 473975

Twin cable

page 44 page 45
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP67

Connectors
IP67

32 48 2P 12 477107 473107

63 48 2P 1 477901 473901
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16A Ð 32A HEAVY DUTY AND SPECIAL APPLICATIONS

MULTIMAX series CEE series

page 17 page 18 page 34 page 35 page 38 page 40 page 41 page 39
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP44

Connectors
IP44

Plugs
IP44

Plugs
IP67

Connectors
IP67

Straight panel 
mounted sockets 

IP44

Angled panel 
mounted sockets

IP67

90¡ wall
mounted sockets

IP44

16

110
100Ö130

2P+! 4 477202 477203 473203 431611 471263 471262

3P+! 4 477212 477213 473213 441611 471273 471272

3P+N+! 4 477222 477223 473223 451611 471223 471222

230
200Ö250

2P+! 6 477302 477303 473303 431622 471363 471362

3P+! 9 477312 477313 473313 441622 471373 471372

3P+N+! 9 477322 477323 473323 451622 471333 471332

400
380Ö415

2P+! 9 477402 477403 473403 431638 471463 471462

3P+! 6 477412 477413 473413 441638 471473 471472

3P+N+! 6 477422 477423 473423 451638 471483 471482

500
480Ö500

2P+! 7 700127 720127 477273 473503 471553 471552

3P+! 7 700137 720137 477513 473513 441650 471573 471572

3P+N+! 7 700147 720147 477523 473523 471563 471562

690
600Ö690

3P+! 5 700135 720135 477514 477513 471515

3P+N+! 5 700145 720145 477524 477523 471525

> 50
for insul. trans.

2P+! 12 701122 721122 477823 473823 471853 471852

3P+! 12 701132 721132 477833 473833 471863 471862

> 50

2P+! 10 700120 720120 477763 473763 471763 471762

3P+! 10 700130 720130 477773 473773 471773 471772

3P+N+! 10 700140 720140 477713 473713 471713 471712

> 50

2P+! 2 700122 720122 477783 473783 471783 471782

3P+! 2 700132 720132 477793 473793 471793 471792

3P+N+! 2 700142 720142 477293 473723 471723 471722

440Ö460
3P+! 11 700131 720131 477453 473463 471583 471582

3P+N+! 11 700141 720141 477533 473533 471593 471592

> 50Ö250 2P+! 3 700123 720123 477673 473673 471673 471672

> 250 2P+! 8 700128 720128 477813 473813 471803 471802

32

110
100Ö130

2P+! 4 477205 477206 473206 433211 471267 471266

3P+! 4 477215 477216 473216 443211 471277 471276

3P+N+! 4 477225 477226 473226 453211 471287 471286

230
200Ö250

2P+! 6 477305 477306 473306 433222 471367 471366

3P+! 9 477315 477316 473316 443222 471377 471376

3P+N+! 9 477325 477326 473326 453222 471387 471386

400
380Ö415

2P+! 9 477405 477406 473406 433238 471467 471466

3P+! 6 477415 477416 473416 443238 471477 471476

3P+N+! 6 477425 477426 473426 453238 471487 471486

500
480Ö500

2P+! 7 700227 720227 477556 473506 471556 471555

3P+! 7 700237 720237 477516 473516 443250 471577 471576

3P+N+! 7 700247 720247 477526 473526 471567 471566

690
600Ö690

3P+! 5 700235 720235 477518 473518 471518

3P+N+! 5 700245 720245 477528 473528 471528

> 50
for insul. trans.

2P+! 12 701222 721222 477826 473826 471857 471856

3P+! 12 701232 721232 477836 473836 471867 471866

> 50

2P+! 10 700220 720220 477706 473706 471767 471766

3P+! 10 700230 720230 477716 473716 471717 471716

3P+N+! 10 700240 720240 477276 473776 471777 471776

> 50

2P+! 2 700222 720222 477726 473726 471787 471786

3P+! 2 700232 720232 477736 473736 471737 471736

3P+N+! 2 700242 720242 477296 473796 471797 471796

440Ö460
3P+! 11 700231 720231 477456 473466 471587 471586

3P+N+! 11 700241 720241 477536 473536 471597 471596

> 50Ö250 2P+! 3 700223 720223 477676

380/440
3P+! 3 700233 720233 477486 473486 471437 471436

3P+N+! 3 700243 720243 477586 473496 471447 471446

> 250 2P+! 8 700228 720228 477816 473816 471806 471805

Stitech Co., Ltd    
Tel: 080-556-5553



13

63A Ð 400A HEAVY DUTY AND SPECIAL APPLICATIONS

ALUMAX series

page 51 page 51 page 51 page 51 
Rated
current

(A)

N. 
Poles

N.
pilot 

contacts

Plugs
IP67

Connectors
IP67

Inlets
IP67

Sockets
IP67

250 3P+! 2 750530 760530 751530 761530

3P+N+! 750550 760550 751550 761550

320 3P+N+! 2 750650

400 3P+N+! 750750

ALUPRES series

page 47 page 47
Rated
current

(A)

Rated
voltage

(V)

N. poles Plug
IP55

Socket
IP55

250 500
480Ö500

3P+! 427019 421029

CEE series

page 35 page 37 page 37 page 38 page 40 page 41 page 39
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Plugs
IP67

Straight
inlets
IP67

90¡ wall
mounted inlets

IP67

Connectors
IP67

Straight panel 
mounted sockets

IP67

Angled panel 
mounted sockets

IP67

90¡ wall
mounted sockets

IP67

63

110
100Ö130

2P+! 4 477207 476207 473207 436311 536311

3P+! 4 477217 476217 473217 446311 546311

3P+N+! 4 477227 476227 473227 456311 556311

230
200Ö250

2P+! 6 477307 476307 473307 436322 536322

3P+! 9 477317 476317 473317 446322 546322

3P+N+! 9 477327 476327 473327 456322 556322

400
380Ö415

2P+! 9 477407 476407 473407 436338 536338

3P+! 6 477417 746338 744338 346338 446338 546338 444338

3P+N+! 6 477427 756338 754338 356338 456338 556338 454338

500
480Ö500

3P+! 7 477517 476517 346350 446350 546350

3P+N+! 7 477527 476527 356350 456350 556350

690
3P+! 5 477519 476519 473519 476518 471519

3P+N+! 5 477529 476529 473529 476528 471529

> 50
for insul. trans.

2P+! 12 477827 476827 473827 436312 536312

3P+! 12 477367 476837 473837 446312 546312

440Ö460
3P+! 11 477457 476457 473467 446344 546344

3P+N+! 11 477537 476537 473537 456344 556344

> 50Ö250 2P+! 3 477677

125

110
100Ö130

3P+! 4 477218 476218 473218 449311 549311

3P+N+! 4 477228 476228 473228 459311 559311

230
200Ö250

3P+! 9 477318 476318 473318 449322 549322

3P+N+! 9 477328 476328 473328 459322 559322

400
380Ö415

3P+! 6 249538 749538 747538 349538 449538 549538 447538

3P+N+! 6 259538 759538 757538 359538 459538 559538 457538

500
480Ö500

3P+! 7 249550 749550 349550 449550 549550

3P+N+! 7 259550 759550 359550 459550 559550

690
3P+! 5 477520 476520 473520 476521 471520

3P+N+! 5 477530 476530 473530 476531 471531

> 50
for insul. trans.

3P+! 12 477368 476838 473838 449312 549312

440Ö460
3P+! 11 477458 476458 473468 449344 549344

3P+N+! 11 477538 476538 473538 459344 559344
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MULTIMAX series
Plugs and connectors for quick mounting

Thermoplastic 
standard uses

Suitable for standard uses. The black versions are suitable for TV/ Film or photographic backgrounds or in theatres.

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

The body is Þxed to the grip through integrated plastic 
elements.  
This system, patented by Palazzoli, by avoiding use of 
metal components reduces risk of loosening or oxidation.

The special hooks with a particular inverse grip system is 
an effective way against ripping the cable from the plug, 
under strain, they oppose the same force on the cable in 
the opposite direction.

The Multimax plug grip has a cable gland automatic hold 
integrated system that prevents accidental loosening of 
the cable. The cable gland can be easily unblocked by 
raising the holding component.

The black colour series has been specially designed to 
bring all the Multimax beneÞts to the entertainment, TV 
and Film industry.

Plugs and connectors for quick mounting

Thermoplastic 
standard uses

3 international 
patents 
3 times faster to 
connect

Design Plus Award 
Frankfurt

MULTIMAX series
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Plugs
with cable gland  
for quick mounting 
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 700124 10

110V ! 3P+! 4 700134 5

110V ! 3P+N+! 4 700144 5

230V ! 2P+! 6 700126 10

230V ! 3P+! 9 700139 5

230V ! 3P+N+! 9 700149 5

400V ! 2P+! 9 700129 5

400V ! 3P+! 6 700136 10

400V ! 3P+N+! 6 700146 10

32 110V ! 2P+! 4 700224 5

110V ! 3P+! 4 700234 5

110V ! 3P+N+! 4 700244 5

230V ! 2P+! 6 700226 5

230V ! 3P+! 9 700239 5

230V ! 3P+N+! 9 700249 5

400V ! 2P+! 9 700229 5

400V ! 3P+! 6 700236 5

400V ! 3P+N+! 6 700246 5

Characteristics: all products are packed separately.

Cable speciÞcations:

Rated
current

(A)

Poles Entry cable
diameters

(mm)

Entry cable
sections
(mm2)

16 2P+! 8 - 13

3P+! 8,5 - 14 1 - 6

3P+N+! 10 - 15,5

32 2P+! 11 - 17,5

3P+! 12 - 19,5 2,5 - 10

3P+N+! 14 - 21,5

63 2P+! 16 - 26

3P+! 18,5 - 29 4 - 25

3P+N+! 20 - 31,5

Conformity to 
standards

IEC/EN 60309-1
IEC/EN 60309-2

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529) 
IP44 Ð IP67

Grip
colour

RAL7042 (standard)
RAL7021 (black)

Contacts
material

Brass (IP44) 
Nickeled brass (IP67)

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C

Self-extinguishing
grade (as per UL94) V2

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 
IK08

Rated
current 16A Ð 32A Ð 63A

Rated
voltage 50V - 690V

Rated
frequency 0-500Hz

Rated
insulation voltage 690V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

MULTIMAX series
Plugs and connectors for quick mounting

Multimax plugs and connectors are particularly 
indicated for sequential operations thanks to the 
quickness and ease of the wiring and mounting.
In the IP44 version, they are equipped with a cable 
gland with radial clamping and an impossible to lose 
gasket that make them more safe than the standard 
sockets of the same category.

Thermoplastic 
standard uses

Dimensions at page 392

Stitech Co., Ltd    
Tel: 080-556-5553
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Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 500V ! 2P+! 7 700127 5

50-60Hz 500V ! 3P+! 7 700137 5

50-60Hz 500V ! 3P+N+! 7 700147 5

50-60Hz 600Ö690V ! 3P+! 5 700135 5

50-60Hz 600Ö690V ! 3P+N+! 5 700145 5

50-60Hz >50V �4 ! 2P+! 12 701122 5

50-60Hz >50V �4 ! 3P+! 12 701132 5

100-300Hz >50V ! 2P+! 10 700120 5

100-300Hz >50V ! 3P+! 10 700130 5

100-300Hz >50V ! 3P+N+! 10 700140 5

>300-500Hz >50V ! 2P+! 2 700122 5

>300-500Hz >50V ! 3P+! 2 700132 5

>300-500Hz >50V ! 3P+N+! 2 700142 5

60Hz 440Ö460V ! 3P+! 11 700131 5

60Hz 440-460V ! 3P+N+! 11 700141 5

DC >50Ö250V ! 2P+! 3 700123 5

DC >250V ! 2P+! 8 700128 5

32 50-60Hz 500V ! 2P+! 7 700227 5

50-60Hz 500V ! 3P+! 7 700237 5

50-60Hz 500V ! 3P+N+! 7 700247 5

50-60Hz 600Ö690V ! 3P+! 5 700235 5

50-60Hz 600Ö690V ! 3P+N+! 5 700245 5

50-60Hz >50V �4 ! 2P+! 12 701222 5

50-60Hz >50V �4 ! 3P+! 12 701232 5

100-300Hz >50V ! 2P+! 10 700220 5

100-300Hz >50V ! 3P+! 10 700230 5

100-300Hz >50V ! 3P+N+! 10 700240 5

>300-500Hz >50V ! 2P+! 2 700222 5

>300-500Hz >50V ! 3P+! 2 700232 5

>300-500Hz >50V ! 3P+N+! 2 700242 5

60Hz 440Ö460V ! 3P+! 11 700231 5

60Hz 440-460V ! 3P+N+! 11 700241 5

DC >50Ö250V ! 2P+! 3 700223 5

50/60Hz 380/440V ! 3P+! 3 700233 5

50/60Hz 380-440V ! 3P+N+! 3 700243 5

DC >250V ! 2P+! 8 700228 5

�4 For insulation transformer.
 
Characteristics: all products are packed separately.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 710124 10

230V ! 2P+! 6 710126 10

400V ! 3P+! 6 710136 10

400V ! 3P+N+! 6 710146 10

32 110V ! 2P+! 4 710224 6

230V ! 2P+! 6 710226 6

400V ! 3P+! 6 710236 6

400V ! 3P+N+! 6 710246 6

Characteristics: all products are packed separately.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 230V ! 2P+! 6 710326 2

400V ! 3P+! 6 710336 2

400V ! 3P+N+! 6 710346 2

Characteristics: all products are packed separately.

Plugs
with cable gland  
for quick mounting 
50-60Hz IP67

Plugs
with cable gland  
for quick mounting 
50-60Hz IP67

Plugs
with cable gland  
for quick mounting 
IP44

MULTIMAX series
Plugs and connectors for quick mounting

Thermoplastic 
standard uses

Dimensions at page 392 Technical data at page 16
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Stitech Co., Ltd    
Tel: 080-556-5553
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Connectors
with cable gland  
for quick mounting 
50-60Hz IP44

Connectors 
with cable gland  
for quick mounting 
IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 720124 5

110V ! 3P+! 4 720134 5

110V ! 3P+N+! 4 720144 5

230V ! 2P+! 6 720126 10

230V ! 3P+! 9 720139 5

230V ! 3P+N+! 9 720149 5

400V ! 2P+! 9 720129 5

400V ! 3P+! 6 720136 10

400V ! 3P+N+! 6 720146 5

32 110V ! 2P+! 4 720224 5

110V ! 3P+! 4 720234 5

110V ! 3P+N+! 4 720244 5

230V ! 2P+! 6 720226 5

230V ! 3P+! 9 720239 5

230V ! 3P+N+! 9 720249 5

400V ! 2P+! 9 720229 5

400V ! 3P+! 6 720236 5

400V ! 3P+N+! 6 720246 5

Characteristics: all products are packed separately.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 500V ! 2P+! 7 720127 5

50-60Hz 500V ! 3P+! 7 720137 5

50-60Hz 500V ! 3P+N+! 7 720147 5

50-60Hz 600Ö690V ! 3P+! 5 720135 5

50-60Hz 600Ö690V ! 3P+N+! 5 720145 5

50-60Hz >50V �4 ! 2P+! 12 721122 5

50-60Hz >50V �4 ! 3P+! 12 721132 5

100-300Hz >50V ! 2P+! 10 720120 5

100-300Hz >50V ! 3P+! 10 720130 5

100-300Hz >50V ! 3P+N+! 10 720140 5

>300-500Hz >50V ! 2P+! 2 720122 5

>300-500Hz >50V ! 3P+! 2 720132 5

>300-500Hz >50V ! 3P+N+! 2 720142 5

60Hz 440Ö460V ! 3P+! 11 720131 5

60Hz 440Ö460V ! 3P+N+! 11 720141 5

DC >50Ö250V ! 2P+! 3 720123 5

DC >250V ! 2P+! 8 720128 5

32 50-60Hz 500V ! 2P+! 7 720227 5

50-60Hz 500V ! 3P+! 7 720237 5

50-60Hz 500V ! 3P+N+! 7 720247 5

50-60Hz 600Ö690V ! 3P+! 5 720235 5

50-60Hz 600Ö690V ! 3P+N+! 5 720245 5

50-60Hz >50V �4 ! 2P+! 12 721222 5

50-60Hz >50V �4 ! 3P+! 12 721232 5

100-300Hz >50V ! 2P+! 10 720220 5

100-300Hz >50V ! 3P+! 10 720230 5

100-300Hz >50V ! 3P+N+! 10 720240 5

>300-500Hz >50V ! 2P+! 2 720222 5

>300-500Hz >50V ! 3P+! 2 720232 5

>300-500Hz >50V ! 3P+N+! 2 720242 5

60Hz 440Ö460V ! 3P+! 11 720231 5

60Hz 440Ö460V ! 3P+N+! 11 720241 5

DC >50Ö250V ! 2P+! 3 720223 5

50/60Hz 380/440V ! 3P+! 3 720233 5

50/60Hz 380/440V ! 3P+N+! 3 720243 5

DC >250V ! 2P+! 8 720228 5

�4 For insulation transformer.
 
Characteristics: all products are packed separately.

MULTIMAX series
Plugs and connectors for quick mounting

Thermoplastic 
standard uses

Dimensions at page 392 Technical data at page 16

Stitech Co., Ltd    
Tel: 080-556-5553
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Connectors
with cable gland  
for quick mounting 
50-60Hz IP67

Connectors
with cable gland  
for quick mounting 
50-60Hz IP67

Connectors
with cable gland  
for quick mounting 
in black colour 
50-60Hz IP44

Plugs
with cable gland  
for quick mounting 
in black colour
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 705124 10

230V ! 2P+! 6 705126 10

400V ! 3P+! 6 705136 10

400V ! 3P+N+! 6 705146 10

32 230V ! 2P+! 6 705226 5

400V ! 3P+! 6 705236 5

400V ! 3P+N+! 6 705246 5

Characteristics: all products are packed separately.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 725124 10

230V ! 2P+! 6 725126 10

400V ! 3P+! 6 725136 10

400V ! 3P+N+! 6 725146 10

32 230V ! 2P+! 6 725226 5

400V ! 3P+! 6 725236 5

400V ! 3P+N+! 6 725246 5

Characteristics: all products are packed separately.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 230V ! 2P+! 6 730326 2

400V ! 3P+! 6 730336 2

400V ! 3P+N+! 6 730346 2

Characteristics: all products are packed separately. Complete with pilot contact.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 730124 10

230V ! 2P+! 6 730126 10

400V ! 3P+! 6 730136 10

400V ! 3P+N+! 6 730146 10

32 110V ! 2P+! 4 730224 6

230V ! 2P+! 6 730226 6

400V ! 3P+! 6 730236 6

400V ! 3P+N+! 6 730246 6

Characteristics: all products are packed separately.

MULTIMAX series
Plugs and connectors for quick mounting

Thermoplastic 
standard uses

Dimensions at page 392 Technical data at page 16
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Tel: 080-556-5553
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Multipliers
with 2 outlets
and 16A industrial plug
50-60Hz IP67

Plug adaptors
with 16A industrial plug 
and domestic sockets 
50-60Hz IP20

Plug adaptor
with domestic plug 
and industrial socket 
50-60Hz IP20

Multipliers
with 3 outlets
and 16A/32A industrial plug
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 752126 1

400V ! 3P+! 6 752136 1

400V ! 3P+N+! 6 752146 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 753126 1

400V ! 3P+! 6 753136 1

400V ! 3P+N+! 6 753146 1

32 400V ! 3P+! 6 753236 1

Rated
current

(A)

Rated
voltage

Poles h.
ref.

Domestic 
plug side

Palazzoli
code

Pack 
Q.ty

16 230V 2P+! 6
2 sockets 2P+!  10/16A

type P17/11
1 sockets 2P+!  10/16A

740002 10

16 230V 2P+! 6 type P17/11
+ schuko P30 740001 10

13 250V 2P+! 6 standard
BS1363-1995 740003 10

Rated
current

(A)

Rated
voltage

Poles h.
ref.

Domestic 
plug side

Palazzoli
code

Pack 
Q.ty

16 230V 2P+! 6 2P+!  16A S17 740101 10

Conformity to 
standards

IEC/EN 60309-1
IEC/EN 60309-2

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529)

IP67 (multipliers) 
IP20 (adaptors)

Grip
colour RAL7042

Contacts
material Nickeled brass

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C

Self-extinguishing
grade (as per UL94) V2

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 
IK08

Rated
current 16A Ð 32A

Rated
voltage 230V-400V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

MULTIPLAY series
Multipliers and adaptors for temporary installations

Dimensions at page 392

Thermoplastic 
standard uses

Stitech Co., Ltd    
Tel: 080-556-5553
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Technical accessories:

page 181

Conformity to 
standards CEI 23-50

Material Rubber Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529) 
IP20 Ð IP44

Colour RAL5015

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C (device)

Self-extinguishing
grade (as per UL94) V2

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 

IK10 (Rubber)
IK08 (Technopolymer)

Rated
current 16A

Rated
voltage 250V

Rated
frequency 50-60Hz

Rated
insulation voltage 500V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

Rated
current

(A)

Rated
voltage

Poles Type Palazzoli
code

Pack 
Q.ty

16 250V 2P+! S30 437012 10

Characteristics: cable entry hole ¯ 11.5 mm. IP44 with plug inserted.

Rated
current

(A)

Rated
voltage

Poles Type Palazzoli
code

Pack 
Q.ty

16 250V 2P+! S30 437022 10

Characteristics: cable entry hole ¯ 11.5 mm. IP44 with plug inserted.

Rated
current

(A)

Rated
voltage

Poles Type Palazzoli
code

Pack 
Q.ty

16 250V 2P+! S30 433052 10

Characteristics: cable entry hole ¯ 11.5 mm. IP44 with plug inserted.

Rated
current

(A)

Rated
voltage

Poles Type Palazzoli
code

Pack 
Q.ty

16 250V 2P+! S30 437152 10

Characteristics: cable entry hole ¯ 11.5 mm. IP44 with code 590021

Schuko  plug
in rubber
IP44

Schuko  plug
in thermoplastic 
IP20 

Schuko  plug
in rubber 90¡ angled
IP44

Schuko  connector
in rubber 
IP44

SPIN series
Domestic plugs and connectors in rubber

Dimensions at page 393

Thermoplastic 
standard uses
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Tel: 080-556-5553
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topTER series
Panel mounted sockets 

Suitable for hypermarkets, hotels, schools, ofÞces, hospitals, kitchens, trade fairs and production areas.

Thermoplastic 
standard uses

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

topTER series
Panel mounted sockets 

The ßange has been reinforced with strengthening ribs on 
the back in order to allow a better grip and resistance to 
mechanical stress.  
The IP rating is preserved over time.

All industrial sockets can be equipped with an auxiliary 
contact  that allows for remote signalling of plug 
connection for industrial automation applications, or 
in any situation where you may need an additional 
electrical protection.

topTER system gives you the possibility to complete your 
plant with domoTER domestic socket series that can 
be installed using a watertight cover, even with plug 
connected. 

A wide range of boxes and boards provides the ideal 
solution for any requirement.

Simple to select 
and easy to install

Thermoplastic 
standard uses
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Stitech Co., Ltd    
Tel: 080-556-5553
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16A - 32A IP44 16A - 32A IP66/IP67 63A

Page 26 Page 26 Page 26

Page 29 Page 29 Page 28 Page 28

Page 27 Page 27 Page 27

Domestic Extra-low voltage International

Page 167 Page 46 Page 27

topTER series Thermoplastic 
standard uses

Easy Composer software allows for an easy combining of customized units.
It is available on www.palazzoli.com or directly from the QR Code.

Panel mounted sockets 

Stitech Co., Ltd    
Tel: 080-556-5553



25

Cable speciÞcations:

Rated
current

(A)

Poles Wall mounted 
socket entry 
threading

Wall mounted socket 
entry cable diameters

(mm)

Entry cable
sections
(mm2)

2P+!

14-1816 3P+! M25 1 - 2,5

3P+N+!

2P+!

14-1832 3P+! M25 2,5 - 6

3P+N+!

2P+!

24-2863 3P+! M40 4 - 25

3P+N+!

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529)
IP44 Ð IP66/IP67

Colour RAL7035

Contacts
material Nickeled brass

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C (sockets) 
650¡C (boxes and boards)

Self-extinguishing
grade (as per UL94)

V2 (sockets)
HB (boxes)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK08

Rated 
current 16A Ð 32A Ð 63A

Rated
voltage 110V-440V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

topTER low voltage industrial sockets are a 
range of panel mounted moulded products 
for standard uses, from 16A to 63A, in 
compliance with the IEC/EN 60309-1 and  
IEC/EN 60309-2 standards, available in IP44 
and IP66/IP67 versions.
The socket ßange has been equipped with 
strengthening rib on the back and the  
IP66/IP67 socket sealing gasket is made of 
non-ageing elastomer.
The auxiliary contact signalling the plug 
insertion makes it ideal to be used in industrial 
automation applications with monitoring 
auxiliary circuits.
The range is completed by boxes up to 3 
sockets, modular boards, and a series of wall 
mounted 15¡ or 90¡ angled sockets.

topTER series Thermoplastic 
standard uses

Panel mounted sockets 
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Panel mounted sockets 
15¡  angled
50-60Hz IP66/IP67

Panel mounted sockets 
15¡  angled
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Flange
dimensions

(mm)

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V 65 x 83 ! 2P+! 4 488124 1

110V 65 x 83 ! 3P+! 4 488134 1

110V 88 x 100 ! 3P+N+! 4 488144 1

230V 65 x 83 ! 2P+! 6 488126 10

230V 65 x 83 ! 3P+! 9 488139 1

230V 88 x 100 ! 3P+N+! 9 488149 1

400V 65 x 83 ! 2P+! 9 488129 1

400V 65 x 83 ! 3P+! 6 488136 10

400V 88 x 100 ! 3P+N+! 6 488146 10

32 110V 88 x 100 ! 2P+! 4 488224 1

110V 88 x 100 ! 3P+! 4 488234 1

110V 88 x 100 ! 3P+N+! 4 488244 1

230V 88 x 100 ! 2P+! 6 488226 5

230V 88 x 100 ! 3P+! 9 488239 1

230V 88 x 100 ! 3P+N+! 9 488249 1

400V 88 x 100 ! 2P+! 9 488229 1

400V 88 x 100 ! 3P+! 6 488236 5

400V 88 x100 ! 3P+N+! 6 488246 5

Characteristics: settings for 1 auxiliary plug inserted signal contact, reinforced ßanges with 
stiffening ribs.

Rated
current

(A)

Rated
voltage

Flange
dimensions

(mm)

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V 65 x 83 ! 2P+! 4 489124 1

110V 65 x 83 ! 3P+! 4 489134 1

110V 88 x 100 ! 3P+N+! 4 489144 1

230V 65 x 83 ! 2P+! 6 489126 10

230V 65 x 83 ! 3P+! 9 489139 1

230V 88 x 100 ! 3P+N+! 9 489149 1

400V 65 x 83 ! 2P+! 9 489129 1

400V 65 x 83 ! 3P+! 6 489136 10

400V 88 x 100 ! 3P+N+! 6 489146 10

32 110V 88 x 100 ! 2P+! 4 489224 1

110V 88 x 100 ! 3P+! 4 489234 1

110V 88 x 100 ! 3P+N+! 4 489244 1

230V 88 x 100 ! 2P+! 6 489226 5

230V 88 x 100 ! 3P+! 9 489239 1

230V 88 x 100 ! 3P+N+! 9 489249 1

400V 88 x 100 ! 2P+! 9 489229 1

400V 88 x 100 ! 3P+! 6 489236 5

400V 88 x 100 ! 3P+N+! 6 489246 5

380/440V 88 x 100 ! 3P+! 3 489233 1

Characteristics: settings for 1 auxiliary plug inserted signal contact, reinforced ßanges with 
stiffening ribs.

Rated
current

(A)

Rated
voltage

Flange
dimensions

(mm)

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 230V 100x100 ! 2P+! 6 489326 2

400V 100x100 ! 3P+! 6 489336 2

400V 100x100 ! 3P+N+! 6 489346 2

Panel mounted sockets 
15¡  angled
50-60Hz IP66/IP67

topTER series

Dimensions at page 394 Technical data at page 25

Thermoplastic 
standard uses

Technical accessories:

page 72

Technical accessories:

page 29 page 63 page 79

Technical accessories:

page 29 page 63 page 79

Panel mounted sockets 

Stitech Co., Ltd    
Tel: 080-556-5553
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Recommended uses of code 579860 cap with topTER boards:

International domestic  
sockets, panel mounted, 
dimensions 50x50
IP54

Flange
for mounting 
of 1 international
domestic socket,  dim. 50x50
IP54

Flange
dimensions

(mm)

Installable
sockets

Fastening
hole centres

(mm)

Palazzoli
code

Pack 
Q.ty

65x83 panel mounted with 50x50 ßange 38x38 579848 1

Equipment included: bag of 4 stainless steel screws for fastening to distribution board.

Flange
for mounting of  
an extra-low voltage socket
in a topTER distribution board
IP66/IP67

Flange
dimensions

(mm)

Installable
sockets

Fastening
hole centres

(mm)

Palazzoli
code

Pack 
Q.ty

88x100 CEE for extra-low voltage 41x41 579849 1

Equipment included: bag of 4 stainless steel screws for fastening to distribution board.

Rated
current

(A)

Rated
voltage

(V)

Standard Flange
dimensions

(mm)

Nation Palazzoli
code

Pack 
Q.ty

16 250 DIN49440 50x50 Germany 579845 10

16 250 DIN49440 50x50 Ita/Pol/Hun 579830 10

13 250 BS1363 50x50 UK 579831 10

16 250 CEE 7/V 50x50 Bel/Fra/Czech rep. 579832 10

Characteristics: code 579830 with shuttered receptacles.

Schuko socket 
type  P17/P30 with cap for
mounting in distribution board
IP55

Universal cap
for mounting domoTER 
sockets in a topTER 
distribution board
IP55

Watertight cap for
plugged-in use of domestic  
sockets in a distribution board 
IP66 

Description Flange
dimensions

(mm)

Pitch Type Palazzoli
code

Pack 
Q.ty

Flange with domestic 
sockets 2P+!
10/16A 230V

65 x 83 19 P17/P30 579840 5

Notes: product code 579840 can be obtained from code 579847 + code 630052.

Flange
dimensions

(mm)

N.
installable
modules

Palazzoli
code

Pack 
Q.ty

65 x 83 2 579847 10

Flange
dimensions

(mm)

N.
installable
modules

Palazzoli
code

Pack 
Q.ty

65 x 83 2 579860 1

topTER series

Dimensions at page 393 Technical data at page 25

Thermoplastic 
standard uses

Technical accessories:

page 167 page 63 page 79

Technical accessories:

page 63 page 79

Technical accessories:

page 46 page 46

Panel mounted sockets 

C
O

N
N

E
C

T
IO

N
S

Stitech Co., Ltd    
Tel: 080-556-5553



28

EN 50022 rail kit
for topTER distribution boards

N.
EN 50022
modules

For boards
with code

Palazzoli
code

Pack 
Q.ty

10 579742 - 579824 579852 1

16 579743 - 579826 579853 1

22 579744 - 579828 579854 1

Equipment included: adjustable supports, 2 wire clamps and Þxing screws.
Characteristics: allows the mounting of EN 50022 modules behind the socket-outlet 
compartments.

Distribution boards 
with  transparent window
for topTER devices 
IP66

Distribution boards 
with  transparent window
for topTER devices
and one 63A socket
IP66 

Technical accessories:

page 157

Technical accessories:

page 157

topTER series 

Dimensions at page 394 Technical data at page 25

Thermoplastic 
standard uses

Shape N.
total

sockets

Max with
65x83
ßange

Max with
88x100
ßange

Power
dissipation

(W)

Palazzoli
code

Pack 
Q.ty

5 
m

od
ul

es

2 2 2 22 579822 1

5 
m

od
ul

es

3 3 1 22 579823 1

10
 m

od
ul

es

4 4 4 40 579824 1

16
 m

od
ul

es

6 6 6 56 579826 1

22
 m

od
ul

es

8 8 8 70 579828 1

Equipment included: EN 50022 rail kit with adjustable supports. 
Cable holders. 
Double insulation screw caps. Hinge kit for door opening. 
N. 1 closing ßange code 579824 
N. 2 closing ßanges code 579826 
N. 2 closing ßanges code 579828
Characteristics: padlockable modular door. 
Suitable for horizontal and vertical assembly. 
Suitable for temporary mounting.

Shape N.
total

sockets

Max with
65x83
ßange

Max with
88x100
ßange

Max with
100x100

ßange

Power
dissipation

(W)

Palazzoli
code

Pack 
Q.ty

10
 m

od
ul

es

3 2 1 1 40 579863 1

16
 m

od
ul

es

5 4 2 1 56 579865 1

Equipment included: EN 50022 rail kit with adjustable supports. 
Cable holders. Double insulation screw caps. Hinge kit for door opening. 
N. 1 closing ßange code 579865
Characteristics: padlockable modular door. 
Suitable for horizontal and vertical assembly. 
Suitable for temporary mounting.
Notes:  other combinations available at page 123

Spare parts at page 356

Panel mounted sockets 

Stitech Co., Ltd    
Tel: 080-556-5553
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Back boxes
for wall mounting
1 topTER device 
IP66/IP67 

Closing  ßange
IP66/IP67 

Equipotential bars
for earth connection

Back box
for wall mounting
3 topTER devices 
IP55

Back box
for wall mounting 
2 topTER devices
IP55

Entry
tipe

Dimensions 
(mm)

For ßange with 
dimensions

Palazzoli
code

Pack 
Q.ty

M25 84 x 100 65 x 83 579750 1

M25 106 x 128 88 x 100 579751 1

Equipment included: cable glands. Stainless steel screws for Þxing the sockets. Frame for 
compact sockets.

Dimensions 
(mm)

N.
total

devices

Max with
65x83
ßange

Max with
88x100
ßange

Palazzoli
code

Pack 
Q.ty

116x291 3 3 1 579703 1

Equipment included: stainless steel screws for Þxing the sockets. Frame for compact 
sockets.

Dimensions 
(mm)

N.
total

devices

Max with
65x83
ßange

Max with
88x100
ßange

Palazzoli
code

Pack 
Q.ty

103x206 2 2 1 579702 1

Equipment included: stainless steel screws for Þxing the sockets. Frame for compact 
sockets.

Flange
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

88x100 579842 1

Uses: unused socket housings can be closed off.

N.
holes

Connection
type

Palazzoli
code

Pack 
Q.ty

4 M5 screws for wire end up to 25mmq 579013 1

10 M5 screws for wire end up to 25mmq 579014 1

Equipment included: connection screws and Þxing supports.

Auxiliary contact NO+NC
for plug insertion signal

For
sockets

Palazzoli
code

Pack 
Q.ty

topTER sockets and interlocked 579850 1

Equipment included: adaptor for mounting on Þxed socket-outlets.

topTER series

C
O

N
N

E
C

T
IO

N
S

Technical accessories:

page 157

Dimensions at page 395 Technical data at page 25

Thermoplastic 
standard uses

Panel mounted sockets 

Stitech Co., Ltd    
Tel: 080-556-5553
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Transportation handles

Coupling Þtting
with Pg threading 
for topTER distribution boards 
IP66

Pair of stainless steel  plates 
for wall mounting 
of topTER distribution boards 

Universal support
for topTER distribution boards

Modular covers

Panel mounted sockets
15¡ angled, 
with  mini-ßange
50-60Hz IP44

PANEL MOUNTED COMPACT SOCKETS

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 579012 10

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 570010 1

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 579011 1

N.
modules

EN 50022

For boards
with code

Palazzoli
code

Pack 
Q.ty

2 all the topTER, PRIMA, ULYSSE and TAIS boards579904 20

Uses: allows the unused modules to be covered they ensure the IP40 protection rating.

Pg Mounting
holes
(mm)

For cables
¯ (mm)

Palazzoli
code

Pack 
Q.ty

21 29 17 580250 1

Rated
current

(A)

Rated
voltage

Flange
dimensions

(mm)

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V 60 x 60 ! 2P+! 4 488114 10

230V 60 x 60 ! 2P+! 6 488116 10

Dimensions at page 394 Technical data at page 25

Thermoplastic 
standard uses

Panel mounted sockets 

topTER series Stitech Co., Ltd    
Tel: 080-556-5553
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Wall mounted sockets 
15¡  angled 
50-60Hz IP44

Wall mounted sockets 
90¡ angled
50-60Hz IP44

Wall mounted sockets 
90¡ angled
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 438124 1

230V ! 2P+! 6 438126 1

400V ! 3P+! 6 438136 1

400V ! 3P+N+! 6 438146 1

32 110V ! 2P+! 4 438224 1

230V ! 2P+! 6 438226 1

400V ! 3P+! 6 438236 1

400V ! 3P+N+! 6 438246 1

Equipment included: stepped glands.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 439124 1

230V ! 2P+! 6 439126 1

400V ! 3P+! 6 439136 1

400V ! 3P+N+! 6 439146 1

32 110V ! 2P+! 4 439224 1

230V ! 2P+! 6 439226 1

400V ! 3P+! 6 439236 1

400V ! 3P+N+! 6 439246 1

380/440V ! 3P+! 3 439233 1

Equipment included: cable glands.  

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 508124 1

230V ! 2P+! 6 508126 1

400V ! 3P+! 6 508136 1

400V ! 3P+N+! 6 508146 1

32 110V ! 2P+! 4 508224 1

230V ! 2P+! 6 508226 1

400V ! 3P+! 6 508236 1

400V ! 3P+N+! 6 508246 1

Equipment included: stepped glands.
Characteristics: codes 508124 and 508126 with M20 entry.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 509124 1

230V ! 2P+! 6 509126 1

400V ! 3P+! 6 509136 1

400V ! 3P+N+! 6 509146 1

32 110V ! 2P+! 4 509224 1

230V ! 2P+! 6 509226 1

400V ! 3P+! 6 509236 1

400V ! 3P+N+! 6 509246 1

63 230V ! 2P+! 6 509326 1

400V ! 3P+! 6 509336 1

400V ! 3P+N+! 6 509346 1

Equipment included: cable glands. 
Characteristics: 63A sockets are equipped with 1 x M40 cable gland for top entry 
and 2 x M32 cable glands for bottom entry.

entry
M25

entry
M25

entry
M25

entry
M25

entry
M25

entry
M25

entry
M25

entry
M25

entry
M40

Dimensions at page 395 Technical data at page 25

Technical accessories:

page 29

Thermoplastic 
standard uses

Wall mounted sockets

Wall mounted sockets 
15¡  angled 
50-60Hz IP66/IP67

topTER series

C
O

N
N

E
C

T
IO

N
S

Stitech Co., Ltd    
Tel: 080-556-5553
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CEE series
High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Suitable for frequent use with presence of impact, vibration or risk of crushing.

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

CEE series
High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

The thickened walls 
and the quality of the 
material protect from 
crushing

CEE series plugs and sockets are made of high 
performance insulating material resistant to accidental 
crushing, typical risks of areas such as mines or building 
sites.  

63A and 125A plugs and sockets have a contact holder 
insert made of thermosetting (GRP) so they are suitable 
even for the most demanding environments.

The Easy Contact system consisting of a multi-lamellar 
crown in silver-plated copper facilitates connection and 
disconnection operations time after time and in the most 
demanding harsh environments. 

All components resist at 850¡C in the Glow Wire Test and 
allow to use CEE products in places with major Þre hazard 
where the abnormal heat generated by extreme use 
conditions can damage less performing products.

C
O

N
N

E
C

T
IO

N
S

Stitech Co., Ltd    
Tel: 080-556-5553
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v

Plugs
with cable gland 
for heavy duty 
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ ! 4 477202 1

110V ! 3P+ ! 4 477212 1

110V ! 3P+N+ ! 4 477222 1

230V ! 2P+ ! 6 477302 10

230V ! 3P+ ! 9 477312 1

230V ! 3P+N+ ! 9 477322 1

400V ! 2P+ ! 9 477402 1

400V ! 3P+ ! 6 477412 10

400V ! 3P+N+ ! 6 477422 10

32 110V ! 2P+ ! 4 477205 1

110V ! 3P+ ! 4 477215 1

110V ! 3P+N+ ! 4 477225 1

230V ! 2P+ ! 6 477305 1

230V ! 3P+ ! 9 477315 1

230V ! 3P+N+ ! 9 477325 1

400V ! 2P+ ! 9 477405 1

400V ! 3P+ ! 6 477415�� 10

400V ! 3P+N+ ! 6 477425 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Conformity to 
standards

IEC/EN 60309-1
IEC/EN 60309-2

Body
material

Thickened wall 
technopolymer

Protection rating 
(IP as per 

IEC/EN 60529) 
IP44 Ð IP67

Grip
colour RAL7042

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C (grip) 
850¡C (16A/32A contact 
holder insert) 
960¡C (63A/125A contact 
holder insert) 

Self-extinguishing
grade (as per UL94)

V2 (grip) 
V2 (16A/32A contact holder 
insert) 
V0 (63A/125A contact holder 
insert) 

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 
IK08

Rated
current 16A Ð 32A Ð 63A Ð 125A

Rated
voltage 50V - 690V

Rated
frequency 0-500Hz

Rated insulation
voltage 690V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

Dimensions at page 396

Cable speciÞcations:

Rated
current

(A)

Poles Entry cable
diameters

(mm)

Entry cable
section
(mm2)

16 2P+! 7 - 14

3P+!
8 - 15,5

1 - 4

3P+N+!

32 2P+!

10,5 - 21,53P+! 2,5 - 10

3P+N+!

63 2P+!

16 - 31,53P+! 4 - 16

3P+N+!

125 3P+!
24,5 - 45 6 - 50

3P+N+!

CEE plugs and sockets are particularly indicated for 
mines and building sites thanks to their thick walls.
The rounded contacts with easy insertion allow their 
frequent use even in harsh conditions.

CEE series Stitech Co., Ltd    
Tel: 080-556-5553
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Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+ ! 4 477207�� 1

50-60Hz 110V ! 3P+ ! 4 477217�� 1

50-60Hz 110V ! 3P+N+ ! 4 477227�� 1

50-60Hz 230V ! 2P+ ! 6 477307���) 1

50-60Hz 230V ! 3P+ ! 9 477317���) 1

50-60Hz 230V ! 3P+N+ ! 9 477327���) 1

50-60Hz 400V ! 2P+ ! 9 477407���) 1

50-60Hz 400V ! 3P+ ! 6 477417���) 1

50-60Hz 400V ! 3P+N+ ! 6 477427���) 1

50-60Hz 500V ! 3P+ ! 7 477517���) 1

50-60Hz 500V ! 3P+N+ ! 7 477527���) 1

50-60Hz 690V ! 3P+ ! 5 477519���) 1

50-60Hz 690V ! 3P+N+ ! 5 477529���) 1

50-60Hz >50V �4�� ! 2P+ ! 12 477827���) 1

50-60Hz >50V �4�� ! 3P+ ! 12 477367���) 1

DC >50Ö250V ! 2P+ ! 3 477677�� 1

60Hz 440Ö460V ! 3P+ ! 11 477457�� 1

60Hz 440-460V ! 3P+N+ ! 11 477537�� 1

125 50-60Hz 110V ! 3P+ ! 4 477218�� 1

50-60Hz 110V ! 3P+N+ ! 4 477228�� 1

50-60Hz 230V ! 3P+ ! 9 477318���) 1

50-60Hz 230V ! 3P+N+ ! 9 477328���) 1

50-60Hz 400V ! 3P+ ! 6 249538���) 1

50-60Hz 400V ! 3P+N+ ! 6 259538���) 1

50-60Hz 500V ! 3P+ ! 7 249550���) 1

50-60Hz 500V ! 3P+N+ ! 7 259550���) 1

50-60Hz 690V ! 3P+ ! 5 477520���) 1

50-60Hz 690V ! 3P+N+ ! 5 477530���) 1

50-60Hz >50V �4 ! 3P+ ! 12 477368�� 1

60Hz 440Ö460V ! 3P+ ! 11 477458�� 1

60Hz 440Ö460V ! 3P+N+ ! 11 477538�� 1

�4 For insulation transformer.

Plugs
with cable gland 
for heavy duty 
IP67

Plugs
with cable gland 
for heavy duty 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+ ! 4 477203 1

50-60Hz 110V ! 3P+ ! 4 477213 1

50-60Hz 110V ! 3P+N+ ! 4 477223 1

50-60Hz 230V ! 2P+ ! 6 477303 10

50-60Hz 230V ! 3P+ ! 9 477313 1

50-60Hz 230V ! 3P+N+ ! 9 477323 1

50-60Hz 400V ! 2P+ ! 9 477403 1

50-60Hz 400V ! 3P+ ! 6 477413 10

50-60Hz 400V ! 3P+N+ ! 6 477423 10

50-60Hz 500V ! 2P+ ! 7 477273 1

50-60Hz 500V ! 3P+ ! 7 477513���) 1

50-60Hz 500V ! 3P+N+ ! 7 477523���) 1

50-60Hz 690V ! 3P+ ! 5 477514���) 1

50-60Hz 690V ! 3P+N+ ! 5 477524���) 1

50-60Hz >50V �4�� ! 2P+ ! 12 477823���) 1

50-60Hz >50V �4�� ! 3P+ ! 12 477833 1

100-300Hz >50V ! 2P+ ! 10 477763���) 1

100-300Hz >50V ! 3P+ ! 10 477773���) 1

100-300Hz >50V ! 3P+N+ ! 10 477713���) 1

>300-500Hz >50V ! 2P+ ! 2 477783 1

>300-500Hz >50V ! 3P+ ! 2 477793 1

>300-500Hz >50V ! 3P+N+ ! 2 477293 1

60Hz 440Ö460V ! 3P+ ! 11 477453 1

60Hz 440-460V ! 3P+N+ ! 11 477533�� 1

DC >50Ö250V ! 2P+ ! 3 477673�� 1

DC >250V ! 2P+ ! 8 477813�� 1

32 50-60Hz 110V ! 2P+ ! 4 477206���) 1

50-60Hz 110V ! 3P+ ! 4 477216���) 1

50-60Hz 110V ! 3P+N+ ! 4 477226�� 1

50-60Hz 230V ! 2P+ ! 6 477306���) 1

50-60Hz 230V ! 3P+ ! 9 477316���) 1

50-60Hz 230V ! 3P+N+ ! 9 477326���) 1

50-60Hz 400V ! 2P+ ! 9 477406���) 1

50-60Hz 400V ! 3P+ ! 6 477416���) 5

50-60Hz 400V ! 3P+N+ ! 6 477426���) 5

50-60Hz 500V ! 2P+! 7 477556�� 1

50-60Hz 500V ! 3P+ ! 7 477516���) 1

50-60Hz 500V ! 3P+N+ ! 7 477526���) 1

50-60Hz 690V ! 3P+ ! 5 477518���) 1

50-60Hz 690V ! 3P+N+ ! 5 477528���) 1

50-60Hz >50V �4�� ! 2P+ ! 12 477826�� 1

50-60Hz >50V �4�� ! 3P+ ! 12 477836�� 1

100-300Hz >50V ! 2P+ ! 10 477706���) 1

100-300Hz >50V ! 3P+ ! 10 477716���) 1

100-300Hz >50V ! 3P+N+ ! 10 477276���) 1

>300-500Hz >50V ! 2P+ ! 2 477726�� 1

>300-500Hz >50V ! 3P+ ! 2 477736�� 1

>300-500Hz >50V ! 3P+N+ ! 2 477296�� 1

60Hz 440Ö460V ! 3P+ ! 11 477456�� 1

60Hz 440-460V ! 3P+N+ ! 11 477536�� 1

DC >50Ö250V ! 2P+ ! 3 477676�� 1

50/60Hz 380/440V ! 3P+ ! 3 477486���) 1

50/60Hz 380-440V ! 3P+N+ ! 3 477586�� 1

DC >250V ! 2P+ ! 8 477816�� 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396 Technical data at page 34

CEE series
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Stitech Co., Ltd    
Tel: 080-556-5553
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Wall mounted inlets
90¡  angled, for heavy duty
50-60Hz IP67

Plugs
90¡ angled,
with cable gland 
for heavy duty 
50-60Hz IP67

Plugs
90¡ angled,
with cable gland 
for heavy duty 
50-60Hz IP44

Wall mounted inlets
90¡  angled, for heavy duty
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ ! 4 475202���) 1

110V ! 3P+ ! 4 475212���) 1

110V ! 3P+N+ ! 4 475222�� 1

230V ! 2P+ ! 6 475302���) 1

230V ! 3P+ ! 9 475312���) 1

230V ! 3P+N+ ! 9 475322�� 1

400V ! 2P+ ! 9 475402���) 1

400V ! 3P+ ! 6 475412���) 1

400V ! 3P+N+ ! 6 475422���) 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ ! 4 476202���) 1

110V ! 3P+ ! 4 476212���) 1

110V ! 3P+N+ ! 4 476222���) 1

230V ! 2P+ ! 6 476302���) 1

230V ! 3P+ ! 9 476312���) 1

230V ! 3P+N+ ! 9 476322���) 1

400V ! 2P+ ! 9 476402���) 1

400V ! 3P+ ! 6 476412���) 1

400V ! 3P+N+ ! 6 476422���) 1

32 110V ! 2P+ ! 4 476205�� 1

110V ! 3P+ ! 4 476215�� 1

110V ! 3P+N+ ! 4 476225�� 1

230V ! 2P+ ! 6 476305���) 1

230V ! 3P+ ! 9 476315���) 1

230V ! 3P+N+ ! 9 476325�� 1

400V ! 2P+ ! 9 476405�� 1

400V ! 3P+ ! 6 476415���) 1

400V ! 3P+N+ ! 6 476425���) 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ ! 4 476203���) 1

110V ! 3P+ ! 4 476213���) 1

110V ! 3P+N+ ! 4 476223�� 1

230V ! 2P+ ! 6 476303���) 10

230V ! 3P+ ! 9 476313���) 1

230V ! 3P+N+ ! 9 476323�� 1

400V ! 2P+ ! 9 476403���) 1

400V ! 3P+ ! 6 476413���) 1

400V ! 3P+N+ ! 6 476423���) 1

32 110V ! 2P+ ! 4 476206�� 1

110V ! 3P+ ! 4 476216�� 1

110V ! 3P+N+ ! 4 476226�� 1

230V ! 2P+ ! 6 476306���) 1

230V ! 3P+ ! 9 476316���) 1

230V ! 3P+N+ ! 9 476326�� 1

400V ! 2P+ ! 9 476406�� 1

400V ! 3P+ ! 6 476416���) 1

400V ! 3P+N+ ! 6 476426���) 1

380/440V ! 3P+ ! 3 476486���) 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ ! 4 475203���) 1

110V ! 3P+ ! 4 475213�� 1

110V ! 3P+N+ ! 4 475223�� 1

230V ! 2P+ ! 6 475303���) 1

230V ! 3P+ ! 9 475313���) 1

230V ! 3P+N+ ! 9 475323�� 1

400V ! 2P+ ! 9 475403���) 1

400V ! 3P+ ! 6 475413���) 1

400V ! 3P+N+ ! 6 475423���) 1

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396-397 Technical data at page 34

CEE series Stitech Co., Ltd    
Tel: 080-556-5553
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Wall mounted inlets 
90¡ angled, for heavy duty
50-60Hz IP67

Panel mounted inlets
straight, for heavy duty
IP67

Caps  for IEC EN 60309-2 
industrial plugs 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+ ! 4 476207�� 1

50-60Hz 110V ! 3P+ ! 4 476217�� 1

50-60Hz 110V ! 3P+N+ ! 4 476227�� 1

50-60Hz 230V ! 2P+ ! 6 476307���) 1

50-60Hz 230V ! 3P+ ! 9 476317���) 1

50-60Hz 230V ! 3P+N+ ! 9 476327�� 1

50-60Hz 400V ! 2P+ ! 9 476407�� 1

50-60Hz 400V ! 3P+ ! 6 746338���) 1

50-60Hz 400V ! 3P+N+ ! 6 756338���) 1

50-60Hz 500V ! 3P+ ! 7 476517���) 1

50-60Hz 500V ! 3P+N+ ! 7 476527���) 1

50-60Hz 690V ! 3P+ ! 5 476519���) 1

50-60Hz 690V ! 3P+N+ ! 5 476529���) 1

50-60Hz >50V �4�� ! 2P+ ! 12 476827�� 1

50-60Hz >50V �4�� ! 3P+ ! 12 476837�� 1

60Hz 440Ö460V ! 3P+ ! 11 476457�� 1

60Hz 440-460V ! 3P+N+ ! 11 476537�� 1

125 50-60Hz 110V ! 3P+ ! 4 476218�� 1

50-60Hz 110V ! 3P+N+ ! 4 476228�� 1

50-60Hz 230V ! 3P+ ! 9 476318�� 1

50-60Hz 230V ! 3P+N+ ! 9 476328�� 1

50-60Hz 400V ! 3P+ ! 6 749538���) 1

50-60Hz 400V ! 3P+N+ ! 6 759538���) 1

50-60Hz 500V ! 3P+ ! 7 749550���) 1

50-60Hz 500V ! 3P+N+ ! 7 759550���) 1

50-60Hz 690V ! 3P+ ! 5 476520���) 1

50-60Hz 690V ! 3P+N+ ! 5 476530���) 1

50-60Hz >50V �4�� ! 3P+ ! 12 476838 1

60Hz 440Ö460V ! 3P+ ! 11 476458�� 1

60Hz 440-460V ! 3P+N+ ! 11 476538 1

�4��For insulation transformer.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+ ! 6 744338 1

400V ! 3P+N+ ! 6 754338 1

125 400V ! 3P+ ! 6 747538 1

400V ! 3P+N+ ! 6 757538 1

Equipment included: M40 cable glands.
Characteristics: box with blind walls. 
Notes: other inlet conÞgurations available by using technical accessories at page 42.

Rated
current

(A)

Poles Palazzoli
code

Pack 
Q.ty

16A 2P+ ! 476903 1

3P+ ! 476913 1

3P+N+ ! 476923 10

32A 2P+ !  / 3P+ ! 476905 10

3P+N+ ! 476925 10

63A 2P+ !  / 3P+ !  / 3P+N+ ! 476907 1

125A 2P+ !  / 3P+ !  / 3P+N+ ! 476909 1

Characteristics: provides protection rating to IP67 when the plug is not in use.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 397 Technical data at page 34

Technical accessories:

TAIS GRANDE

page 147
ALUPRES

page 153 page 79

Technical accessories:

page 102

CEE series
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Stitech Co., Ltd    
Tel: 080-556-5553
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Connectors
with cable gland 
for heavy duty 
IP67

Connectors
with cable gland 
for heavy duty 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 473203�� 1

50-60Hz 110V ! 3P+! 4 473213�� 1

50-60Hz 110V ! 3P+N+! 4 473223�� 1

50-60Hz 230V ! 2P+! 6 473303�� 10

50-60Hz 230V ! 3P+! 9 473313�� 1

50-60Hz 230V ! 3P+N+! 9 473323�� 1

50-60Hz 400V ! 2P+! 9 473403�� 1

50-60Hz 400V ! 3P+! 6 473413�� 10

50-60Hz 400V ! 3P+N+! 6 473423�� 1

50-60Hz 500V ! 2P+! 7 473503�� 1

50-60Hz 500V ! 3P+! 7 473513�� 1

50-60Hz 500V ! 3P+N+! 7 473523�� 1

50-60Hz 690V ! 3P+! 5 473514�� 1

50-60Hz 690V ! 3P+N+! 5 473524�� 1

50-60Hz >50V �4�� ! 2P+! 12 473823�� 1

50-60Hz >50V �4�� ! 3P+! 12 473833�� 1

100-300Hz >50V ! 2P+! 10 473763�� 1

100-300Hz >50V ! 3P+! 10 473773�� 1

100-300Hz >50V ! 3P+N+! 10 473713�� 1

>300-500Hz >50V ! 2P+! 2 473783�� 1

>300-500Hz >50V ! 3P+! 2 473793�� 1

>300-500Hz >50V ! 3P+N+! 2 473723�� 1

60Hz 440Ö460V ! 3P+! 11 473463�� 1

60Hz 440-460V ! 3P+N+! 11 473533�� 1

DC >50Ö250V ! 2P+! 3 473673�� 1

DC >250V ! 2P+! 8 473813�� 1

32 50-60Hz 110V ! 2P+! 4 473206�� 1

50-60Hz 110V ! 3P+! 4 473216�� 1

50-60Hz 110V ! 3P+N+! 4 473226�� 1

50-60Hz 230V ! 2P+! 6 473306�� 1

50-60Hz 230V ! 3P+! 9 473316�� 1

50-60Hz 230V ! 3P+N+! 9 473326�� 1

50-60Hz 400V ! 2P+! 9 473406�� 1

50-60Hz 400V ! 3P+! 6 473416�� 5

50-60Hz 400V ! 3P+N+! 6 473426�� 5

50-60Hz 500V ! 2P+! 7 473506�� 1

50-60Hz 500V ! 3P+! 7 473516�� 1

50-60Hz 500V ! 3P+N+! 7 473526�� 1

50-60Hz 690V ! 3P+! 5 473518�� 1

50-60Hz 690V ! 3P+N+! 5 473528�� 1

50-60Hz >50V �4�� ! 2P+! 12 473826�� 1

50-60Hz >50V �4�� ! 3P+! 12 473836�� 1

100-300Hz >50V ! 2P+! 10 473706�� 1

100-300Hz >50V ! 3P+! 10 473716�� 1

100-300Hz >50V ! 3P+N+! 10 473776�� 1

>300-500Hz >50V ! 2P+! 2 473726�� 1

>300-500Hz >50V ! 3P+! 2 473736�� 1

>300-500Hz >50V ! 3P+N+! 2 473796�� 1

60Hz 440Ö460V ! 3P+! 11 473466�� 1

60Hz 440-460V ! 3P+N+! 11 473536�� 5

50/60Hz 380/440V ! 3P+! 3 473486�� 1

50/60Hz 380-440V ! 3P+N+! 3 473496�� 1

DC >250V ! 2P+! 8 473816�� 1

�4 For insulation transformer.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+! 4 473207�� 1

50-60Hz 110V ! 3P+! 4 473217�� 1

50-60Hz 110V ! 3P+N+! 4 473227�� 1

50-60Hz 230V ! 2P+! 6 473307�� 1

50-60Hz 230V ! 3P+! 9 473317�� 1

50-60Hz 230V ! 3P+N+! 9 473327�� 1

50-60Hz 400V ! 2P+! 9 473407�� 1

50-60Hz 400V ! 3P+! 6 346338�� 1

50-60Hz 400V ! 3P+N+! 6 356338�� 1

50-60Hz 500V ! 3P+! 7 346350�� 1

50-60Hz 500V ! 3P+N+! 7 356350�� 1

50-60Hz 690V ! 3P+! 5 473519�� 1

50-60Hz 690V ! 3P+N+! 5 473529�� 1

50-60Hz >50V �4�� ! 2P+! 12 473827�� 1

50-60Hz >50V �4�� ! 3P+! 12 473837�� 1

60Hz 440Ö460V ! 3P+! 11 473467�� 1

60Hz 440-460V ! 3P+N+! 11 473537�� 1

125 50-60Hz 110V ! 3P+! 4 473218�� 1

50-60Hz 110V ! 3P+N+! 4 473228�� 1

50-60Hz 230V ! 3P+! 9 473318�� 1

50-60Hz 230V ! 3P+N+! 9 473328�� 1

50-60Hz 400V ! 3P+! 6 349538�� 1

50-60Hz 400V ! 3P+N+! 6 359538�� 1

50-60Hz 500V ! 3P+! 7 349550�� 1

50-60Hz 500V ! 3P+N+! 7 359550�� 1

50-60Hz 690V ! 3P+! 5 473520�� 1

50-60Hz 690V ! 3P+N+! 5 473530�� 1

50-60Hz >50V �4 ! 3P+! 12 473838�� 1

60Hz 440Ö460V ! 3P+! 11 473468�� 1

60Hz 440Ö460V ! 3P+N+! 11 473538�� 1

�4 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 396 Technical data at page 34

CEE series Stitech Co., Ltd    
Tel: 080-556-5553
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EASY CONTACT

Wall mounted sockets 
90¡ angled, for heavy duty
50-60Hz IP67

Wall mounted sockets 
90¡ angled, for heavy duty
IP44

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 471262�� 1

50-60Hz 110V ! 3P+! 4 471272�� 1

50-60Hz 110V ! 3P+N+! 4 471222�� 1

50-60Hz 230V ! 2P+! 6 471362�� 10

50-60Hz 230V ! 3P+! 9 471372�� 1

50-60Hz 230V ! 3P+N+! 9 471332�� 1

50-60Hz 400V ! 2P+! 9 471462�� 1

50-60Hz 400V ! 3P+! 6 471472�� 10

50-60Hz 400V ! 3P+N+! 6 471482�� 5

50-60Hz 500V ! 2P+! 7 471552�� 1

50-60Hz 500V ! 3P+! 7 471572�� 1

50-60Hz 500V ! 3P+N+! 7 471562�� 1

50-60Hz >50V �4�� ! 2P+! 12 471852�� 1

50-60Hz >50V �4�� ! 3P+! 12 471862�� 1

100-300Hz >50V ! 2P+! 10 471762�� 1

100-300Hz >50V ! 3P+! 10 471772�� 1

100-300Hz >50V ! 3P+N+! 10 471712�� 1

>300-500Hz >50V ! 2P+! 2 471782�� 1

>300-500Hz >50V ! 3P+! 2 471792�� 1

>300-500Hz >50V ! 3P+N+! 2 471722�� 1

60Hz 440Ö460V ! 3P+! 11 471582�� 1

60Hz 440-460V ! 3P+N+! 11 471592�� 1

DC >50Ö250V ! 2P+! 3 471672�� 1

DC >250V ! 2P+! 8 471802�� 1

32 50-60Hz 110V ! 2P+! 4 471266�� 1

50-60Hz 110V ! 3P+! 4 471276�� 1

50-60Hz 110V ! 3P+N+! 4 471286�� 1

50-60Hz 230V ! 2P+! 6 471366�� 1

50-60Hz 230V ! 3P+! 9 471376�� 1

50-60Hz 230V ! 3P+N+! 9 471386�� 1

50-60Hz 400V ! 2P+! 9 471466�� 1

50-60Hz 400V ! 3P+! 6 471476�� 1

50-60Hz 400V ! 3P+N+! 6 471486�� 1

50-60Hz 500V ! 2P+! 7 471555�� 1

50-60Hz 500V ! 3P+! 7 471576�� 1

50-60Hz 500V ! 3P+N+! 7 471566�� 1

50-60Hz >50V �4�� ! 2P+! 12 471856�� 1

50-60Hz >50V �4�� ! 3P+! 12 471866�� 1

100-300Hz >50V ! 2P+! 10 471766�� 1

100-300Hz >50V ! 3P+! 10 471716�� 1

100-300Hz >50V ! 3P+N+! 10 471776�� 1

>300-500Hz >50V ! 2P+! 2 471786�� 1

>300-500Hz >50V ! 3P+! 2 471736�� 1

>300-500Hz >50V ! 3P+N+! 2 471796�� 1

60Hz 440Ö460V ! 3P+! 11 471586�� 1

60Hz 440-460V ! 3P+N+! 11 471596�� 1

50/60Hz 380/440V ! 3P+! 3 471436�� 1

50/60Hz 380-440V ! 3P+N+! 3 471446�� 1

DC >250V ! 2P+! 8 471805�� 1

�4 For insulation transformer.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+! 6 444338 1

400V ! 3P+N+! 6 454338 1

125 400V ! 3P+! 6 447538 1

400V ! 3P+N+! 6 457538 1

Equipment included: M40 cable glands.
Characteristics: box with blind walls.  
Notes: other socket conÞgurations available by using technical accessories at page 42.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 397-398 Technical data at page 34

Technical accessories:

page 102

The multi-lamellar crown  in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

CEE series

C
O

N
N

E
C

T
IO

N
S

Stitech Co., Ltd    
Tel: 080-556-5553
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Panel mounted sockets 
straight,  for heavy duty
IP67

Panel mounted sockets 
straight,  for heavy duty
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 431611�� 1

110V ! 3P+! 4 441611�� 1

110V ! 3P+N+! 4 451611�� 1

230V ! 2P+! 6 431622�� 10

230V ! 3P+! 9 441622�� 1

230V ! 3P+N+! 9 451622�� 1

400V ! 2P+! 9 431638�� 1

400V ! 3P+! 6 441638�� 1

400V ! 3P+N+! 6 451638�� 1

500V ! 3P+! 7 441650�� 1

32 110V ! 2P+! 4 433211�� 1

110V ! 3P+! 4 443211�� 1

110V ! 3P+N+! 4 453211�� 1

230V ! 2P+! 6 433222�� 1

230V ! 3P+! 9 443222�� 1

230V ! 3P+N+! 9 453222�� 1

400V ! 2P+! 9 433238�� 1

400V ! 3P+! 6 443238�� 1

400V ! 3P+N+! 6 453238�� 1

500V ! 3P+! 7 443250�� 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+! 4 436311�� 1

50-60Hz 110V ! 3P+! 4 446311�� 1

50-60Hz 110V ! 3P+N+! 4 456311�� 1

50-60Hz 230V ! 2P+! 6 436322�� 1

50-60Hz 230V ! 3P+! 9 446322�� 1

50-60Hz 230V ! 3P+N+! 9 456322�� 1

50-60Hz 400V ! 2P+! 9 436338�� 1

50-60Hz 400V ! 3P+! 6 446338�� 1

50-60Hz 400V ! 3P+N+! 6 456338�� 1

50-60Hz 500V ! 3P+! 7 446350�� 1

50-60Hz 500V ! 3P+N+! 7 456350�� 1

50-60Hz 690V ! 3P+! 5 476518�� 1

50-60Hz 690V ! 3P+N+! 5 476528�� 1

50-60Hz >50V �4�� ! 2P+! 12 436312�� 1

50-60Hz >50V �4�� ! 3P+! 12 446312�� 1

60Hz 440Ö460V ! 3P+! 11 446344�� 1

60Hz 440Ö460V ! 3P+N+! 11 456344�� 1

125 50-60Hz 110V ! 3P+! 4 449311�� 1

50-60Hz 110V ! 3P+N+! 4 459311�� 1

50-60Hz 230V ! 3P+! 9 449322�� 1

50-60Hz 230V ! 3P+N+! 9 459322�� 1

50-60Hz 400V ! 3P+! 6 449538�� 1

50-60Hz 400V ! 3P+N+! 6 459538�� 1

50-60Hz 500V ! 3P+! 7 449550�� 1

50-60Hz 500V ! 3P+N+! 7 459550�� 1

50-60Hz 690V ! 3P+! 5 476521�� 1

50-60Hz 690V ! 3P+N+! 5 476531�� 1

50-60Hz >50V �4�� ! 3P+! 12 449312�� 1

60Hz 440Ö460V ! 3P+! 11 449344�� 1

60Hz 440Ö460V ! 3P+N+! 11 459344�� 1

�4 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 398 Technical data at page 34

Technical accessories:

TAIS GRANDE

page 147
ALUPRES

page 153 page 79

CEE series Stitech Co., Ltd    
Tel: 080-556-5553
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EASY CONTACT

Panel mounted sockets 
15¡  angled, for heavy duty
IP67

Panel mounted sockets 
15¡  angled, for heavy duty
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 471263�� 1

50-60Hz 110V ! 3P+! 4 471273�� 1

50-60Hz 110V ! 3P+N+! 4 471223�� 1

50-60Hz 230V ! 2P+! 6 471363�� 10

50-60Hz 230V ! 3P+! 9 471373�� 1

50-60Hz 230V ! 3P+N+! 9 471333�� 1

50-60Hz 400V ! 2P+! 9 471463�� 1

50-60Hz 400V ! 3P+! 6 471473�� 1

50-60Hz 400V ! 3P+N+! 6 471483�� 1

50-60Hz 500V ! 2P+! 7 471553�� 1

50-60Hz 500V ! 3P+! 7 471573�� 1

50-60Hz 500V ! 3P+N+! 7 471563�� 1

50-60Hz 690V ! 3P+! 5 471515�� 1

50-60Hz 690V ! 3P+N+! 5 471525�� 1

50-60Hz >50V �4�� ! 2P+! 12 471853�� 1

50-60Hz >50V �4�� ! 3P+! 12 471863�� 1

100-300Hz >50V ! 2P+! 10 471763�� 1

100-300Hz >50V ! 3P+! 10 471773�� 1

100-300Hz >50V ! 3P+N+! 10 471713�� 1

>300-500Hz >50V ! 2P+! 2 471783�� 1

>300-500Hz >50V ! 3P+! 2 471793�� 1

>300-500Hz >50V ! 3P+N+! 2 471723�� 1

60Hz 440Ö460V ! 3P+! 11 471583�� 1

60Hz 440Ö460V ! 3P+N+! 11 471593�� 1

DC >50Ö250V ! 2P+! 3 471673�� 1

DC >250V ! 2P+! 8 471803�� 1

32 50-60Hz 110V ! 2P+! 4 471267�� 1

50-60Hz 110V ! 3P+! 4 471277�� 1

50-60Hz 110V ! 3P+N+! 4 471287�� 1

50-60Hz 230V ! 2P+! 6 471367�� 1

50-60Hz 230V ! 3P+! 9 471377�� 1

50-60Hz 230V ! 3P+N+! 9 471387�� 1

50-60Hz 400V ! 2P+! 9 471467�� 1

50-60Hz 400V ! 3P+! 6 471477�� 1

50-60Hz 400V ! 3P+N+! 6 471487�� 1

50-60Hz 500V ! 2P+! 7 471556�� 1

50-60Hz 500V ! 3P+! 7 471577�� 1

50-60Hz 500V ! 3P+N+! 7 471567�� 1

50-60Hz 690V ! 3P+! 5 471518�� 1

50-60Hz 690V ! 3P+N+! 5 471528�� 1

50-60Hz >50V �4�� ! 2P+! 12 471857�� 1

50-60Hz >50V �4�� ! 3P+! 12 471867�� 1

100-300Hz >50V ! 2P+! 10 471767�� 1

100-300Hz >50V ! 3P+! 10 471717�� 1

100-300Hz >50V ! 3P+N+! 10 471777�� 1

>300-500Hz >50V ! 2P+! 2 471787�� 1

>300-500Hz >50V ! 3P+! 2 471737�� 1

>300-500Hz >50V ! 3P+N+! 2 471797�� 1

50/60Hz 380/440V ! 3P+! 3 471437�� 1

50/60Hz 380/440V ! 3P+N+! 3 471447�� 1

60Hz 440Ö460V ! 3P+! 11 471587�� 1

60Hz 440Ö460V ! 3P+N+! 11 471597�� 1

DC >250V ! 2P+! 8 471806�� 1

�4 For insulation transformer.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+! 4 536311�� 1

50-60Hz 110V ! 3P+! 4 546311�� 1

50-60Hz 110V ! 3P+N+! 4 556311�� 1

50-60Hz 230V ! 2P+! 6 536322�� 1

50-60Hz 230V ! 3P+! 9 546322�� 1

50-60Hz 230V ! 3P+N+! 9 556322�� 1

50-60Hz 400V ! 2P+! 9 536338�� 1

50-60Hz 400V ! 3P+! 6 546338�� 1

50-60Hz 400V ! 3P+N+! 6 556338�� 1

50-60Hz 500V ! 3P+! 7 546350�� 1

50-60Hz 500V ! 3P+N+! 7 556350�� 1

50-60Hz 690V ! 3P+! 5 471519�� 1

50-60Hz 690V ! 3P+N+! 5 471529�� 1

50-60Hz >50V �4�� ! 2P+! 12 536312�� 1

50-60Hz >50V �4�� ! 3P+! 12 546312�� 1

60Hz 440Ö460V ! 3P+! 11 546344�� 1

60Hz 440Ö460V ! 3P+N+! 11 556344�� 1

125 50-60Hz 110V ! 3P+! 4 549311�� 1

50-60Hz 110V ! 3P+N+! 4 559311�� 1

50-60Hz 230V ! 3P+! 9 549322�� 1

50-60Hz 230V ! 3P+N+! 9 559322�� 1

50-60Hz 400V ! 3P+! 6 549538�� 1

50-60Hz 400V ! 3P+N+! 6 559538�� 1

50-60Hz 500V ! 3P+! 7 549550�� 1

50-60Hz 500V ! 3P+N+! 7 559550�� 1

50-60Hz 690V ! 3P+! 5 471520�� 1

50-60Hz 690V ! 3P+N+! 5 471531�� 1

50-60Hz >50V �4 ! 3P+! 12 549312�� 1

60Hz 440Ö460V ! 3P+! 11 549344�� 1

60Hz 440Ö460V ! 3P+N+! 11 559344�� 1

�4 For insulation transformer.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 398 Technical data at page 34

The multi-lamellar crown  in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

CEE series

C
O
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C
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IO
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S

Stitech Co., Ltd    
Tel: 080-556-5553
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Supports
for 90¡ angled mounting of 
straight sockets and plugs 
IP67

Back box
for wall mounting of straight  
sockets and inlets supports 
IP67

Back box
for panel mounting of straight  
sockets and inlets supports 
IP67

Supports
for 90¡ angled mounting of 
straight sockets and plugs 
IP65

Support base 
dimensions 

(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 63A/125A Thermoplastic 501580 1

Equipment included: stainless steel screws. Adapting ßange for 63A inlet and outlets.

Box
dimensions

(mm)

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 Thermosetting (GRP) 471469 1

Equipment included: M40 cable gland.

High performance plugs and sockets

Reinforced thermoplastic 
heavy duty

Dimensions at page 399 Technical data at page 34

Technical accessories:

page 102

Technical accessories:

page 40 page 37                                     

Technical accessories:

page 40 page 37                                     

CEE series

Support base 
dimensions 

(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

125x185 63A Thermosetting (GRP) 471479 2

Equipment included: stainless steel screws.

Dimensions 
(mm)

Installable
inlet/sockets

Manufacture
material

Palazzoli
code

Pack 
Q.ty

141x141x153 63A/125A Thermoplastic 575500 1

Equipment included: adapting ßange for 63A inlet and outlets.

Stitech Co., Ltd    
Tel: 080-556-5553
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v

Plugs
with cable gland 
for extra-low voltage 
IP44

Plugs
with cable gland 
for extra-low voltage 
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 477002�� 10

50-60Hz 24V ! 3P - 477062�� 1

50-60Hz 42V ù 2P 12 477102�� 1

50-60Hz 42V ù 3P 12 477112�� 1

100-200Hz 24-42V ! 2P 4 477012�� 1

100-200Hz 24-42V ! 3P 4 477122�� 1

DC 24-42V ù 2P 10 477602��    1

32 50-60Hz 24V ! 2P - 477005�� 1

50-60Hz 24V ! 3P - 477065�� 1

50-60Hz 42V ù 2P 12 477105�� 1

50-60Hz 42V ù 3P 12 477115�� 1

100-200Hz 24-42V ! 2P 4 477015�� 1

100-200Hz 24-42V ! 3P 4 477175�� 1

DC 24-42V ù 2P 10 477605�� 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 477003�� 1

50-60Hz 24V ! 3P - 477063�� 1

50-60Hz 42V ù 2P 12 477103�� 1

50-60Hz 42V ù 3P 12 477113�� 1

100-200Hz 24-42V ! 2P 4 477013�� 1

100-200Hz 24-42V ! 3P 4 477123�� 1

DC 24-42V ù 2P 10 477603�� 1

32 50-60Hz 24V ! 2P - 477006�� 1

50-60Hz 24V ! 3P - 477066�� 1

50-60Hz 42V ù 2P 12 477106�� 1

50-60Hz 42V ù 3P 12 477116�� 1

100-200Hz 24-42V ! 2P 4 477016�� 1

100-200Hz 24-42V ! 3P 4 477176�� 1

DC 24-42V ù 2P 10 477606�� 1

Plugs and sockets for extra-low voltage

Reinforced thermoplastic 
heavy duty

Conformity to 
standards

IEC/EN 60309-1
IEC/EN 60309-2

Material Thickened wall 
technopolymer 

Protection rating 
(IP as per 

IEC/EN 60529)
IP44 Ð IP67

Grip
colour RAL7042

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

850¡C (grip) 
850¡C (16A/32A contact 
holder insert) 
960¡C (63A/125A contact 
holder insert) 

Self-extinguishing
grade (as per UL94)

V2 (grip) 
V2 (16A/32A contact holder 
insert) 
V0 (63A/125A contact holder 
insert) 

Resistance to impacts 
(IK rating as per 

IEC/EN 62262) 
IK08

Rated
current 16A Ð 32A Ð 63A Ð 125A

Rated
voltage 24V - 50V

Rated
frequency 0-200Hz

Rated
insulation voltage 690V

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

Dimensions at page 399

Cable speciÞcations:

Rated
current

(A)

Poles Entry cable
diameters

(mm)

Entry cable
section
(mm2)

16 2P

10,5 - 21,5 1 - 2,5
3P

32 2P

3P

63 2P
16 - 31,5 2 - 4

3P

125 3P 24,5 - 45 10 - 14

CEE series
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Stitech Co., Ltd    
Tel: 080-556-5553
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Twin cable dimensions

Wall mounted inlets 
90¡ angled, 
for extra-low voltage 
IP44 

Plugs
with cable gland, 
for twin cable, 
for extra-low voltage
50-60Hz IP67

Plugs
with cable gland, 
for high currents,  
for extra-low voltage
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 48V ! 2P 1 477951���) 1

48V ! 3P 1 477952���) 1

125 48V ! 3P 1 477955���) 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 48V ù 2P 12 477107���) 1

63 48V ! 2P 1 477901���) 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 476002�� 1

50-60Hz 24V ! 3P - 476012�� 1

50-60Hz 42V ù 2P 12 476102�� 1

50-60Hz 42V ù 3P 12 476112�� 1

100-200Hz 24-42V ! 2P 4 476042�� 1

100-200Hz 24-42V ! 3P 4 476142�� 1

DC 24-42V ù 2P 10 476602�� 1

32 50-60Hz 24V ! 2P - 476005�� 1

50-60Hz 24V ! 3P - 476015�� 1

50-60Hz 42V ù 2P 12 476105�� 1

50-60Hz 42V ù 3P 12 476115�� 1

100-200Hz 24-42V ! 2P 4 476045�� 1

100-200Hz 24-42V ! 3P 4 476145�� 1

DC 24-42V ù 2P 10 476605�� 1

Equipment included: cable gland Pg 21

6 mm2 cable section
for 32A plugs

25 mm2 cable section
for 63A plugs

Plugs and sockets for extra-low voltage

Reinforced thermoplastic 
heavy duty

Dimensions at page 399 Technical data at page 43

CEE series Stitech Co., Ltd    
Tel: 080-556-5553



45

Wall mounted inlets 
90¡ angled  
for extra-low voltage 
IP44

Connectors
with cable gland,  
for extra-low voltage 
IP44

Connectors
with cable gland,  
for extra-low voltage 
IP67

Connectors  
with cable gland,  for twin 
cable, for extra-low voltage
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 48V ! 2P 12 473107 1

63 48V ! 2P 1 473901 1

Connectors  
with cable gland, for high 
currents, for extra-low voltage
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 48V ! 2P 1 473951 1

48V ! 3P 1 473952 1

125 48V ! 3P 1 473955 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 473002�� 1

50-60Hz 24V ! 3P - 473062�� 1

50-60Hz 42V ù 2P 12 473102�� 1

50-60Hz 42V ù 3P 12 473112�� 1

100-200Hz 24-42V ! 2P 4 473012�� 1

100-200Hz 24-42V ! 3P 4 473122�� 1

DC 24-42V ù 2P 10 473602�� 1

32 50-60Hz 24V ! 2P - 473005�� 1

50-60Hz 24V ! 3P - 473065�� 1

50-60Hz 42V ù 2P 12 473105�� 1

50-60Hz 42V ù 3P 12 473115�� 1

100-200Hz 24-42V ! 2P 4 473015�� 1

100-200Hz 24-42V ! 3P 4 473125�� 1

DC 24-42V ù 2P 10 473605�� 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 473003�� 1

50-60Hz 24V ! 3P - 473063�� 1

50-60Hz 42V ù 2P 12 473103�� 1

50-60Hz 42V ù 3P 12 473113�� 1

100-200Hz 24-42V ! 2P 4 473013�� 1

100-200Hz 24-42V ! 3P 4 473123�� 1

DC 24-42V ù 2P 10 473603�� 1

32 50-60Hz 24V ! 2P - 473006�� 1

50-60Hz 24V ! 3P - 473066�� 1

50-60Hz 42V ù 2P 12 473106�� 1

50-60Hz 42V ù 3P 12 473116�� 1

100-200Hz 24-42V ! 2P 4 473016�� 1

100-200Hz 24-42V ! 3P 4 473126�� 1

DC 24-42V ù 2P 10 473606�� 1

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 471002�� 1

50-60Hz 24V ! 3P - 471012�� 1

50-60Hz 42V ù 2P 12 471102�� 1

50-60Hz 42V ù 3P 12 471112�� 1

100-200Hz 24-42V ! 2P 4 471011�� 1

100-200Hz 24-42V ! 3P 4 471151�� 1

DC 24-42V ù 2P 10 471602�� 1

32 50-60Hz 24V ! 2P - 471005�� 1

50-60Hz 24V ! 3P - 471015�� 1

50-60Hz 42V ù 2P 12 471105�� 1

50-60Hz 42V ù 3P 12 471115�� 1

100-200Hz 24-42V ! 2P 4 471018�� 1

100-200Hz 24-42V ! 3P 4 471019�� 1

DC 24-42V ù 2P 10 471605�� 1

Equipment included: cable gland Pg 21.

Plugs and sockets for extra-low voltage

Reinforced thermoplastic 
heavy duty

Dimensions at page 399-400 Technical data at page 43

CEE series
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Stitech Co., Ltd    
Tel: 080-556-5553
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Panel mounted sockets 
20¡ angled,
for extra-low voltage
IP44 

Panel mounted sockets 
15¡ angled, for high currents 
for extra-low voltage
50-60Hz IP67

Panel mounted sockets 
straight for extra-low voltage
IP44 

Panel mounted sockets 
straight for extra-low voltage
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 471032�� 1

50-60Hz 24V ! 3P - 471042�� 1

50-60Hz 42V ù 2P 12 471132�� 1

50-60Hz 42V ù 3P 12 471142�� 1

100-200Hz 24-42V ! 2P 4 471051�� 1

100-200Hz 24-42V ! 3P 4 471022�� 1

DC 24-42V ù 2P 10 471632�� 1

32 50-60Hz 24V ! 2P - 471035�� 1

50-60Hz 24V ! 3P - 471045�� 1

50-60Hz 42V ù 2P 12 471135�� 1

50-60Hz 42V ù 3P 12 471145�� 1

100-200Hz 24-42V ! 2P 4 471108�� 1

100-200Hz 24-42V ! 3P 4 471118�� 1

DC 24-42V ù 2P 10 471635�� 1
Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 471062�� 1

50-60Hz 24V ! 3P - 471072�� 1

50-60Hz 42V ù 2P 12 471162�� 1

50-60Hz 42V ù 3P 12 471172�� 1

100-200Hz 24-42V ! 2P 4 471111�� 1

100-200Hz 24-42V ! 3P 4 471122�� 1

DC 24-42V ù 2P 10 471662�� 1

32 50-60Hz 24V ! 2P - 471065�� 1

50-60Hz 24V ! 3P - 471075�� 1

50-60Hz 42V ù 2P 12 471165�� 1

50-60Hz 42V ù 3P 12 471175�� 1

100-200Hz 24-42V ! 2P 4 471058�� 1

100-200Hz 24-42V ! 3P 4 471059�� 1

DC 24-42V ù 2P 10 471665�� 1
Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 24V ! 2P - 471003�� 1

50-60Hz 24V ! 3P - 471063�� 1

50-60Hz 42V ù 2P 12 471103�� 1

50-60Hz 42V ù 3P 12 471113�� 1

100-200Hz 24-42V ! 2P 4 471013�� 1

100-200Hz 24-42V ! 3P 4 471123�� 1

DC 24-42V ù 2P 10 471603�� 1

32 50-60Hz 24V ! 2P - 471007�� 1

50-60Hz 24V ! 3P - 471067�� 1

50-60Hz 42V ù 2P 12 471107�� 1

50-60Hz 42V ù 3P 12 471117�� 1

100-200Hz 24-42V ! 2P 4 471017�� 1

100-200Hz 24-42V ! 3P 4 471177�� 1

DC 24-42V ù 2P 10 471607�� 1

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 48V ! 2P 1 473961�� 1

48V ! 3P 1 473962�� 1

125 48V ! 3P 1 473965�� 1

Panel mounted sockets 
straight, for high currents 
for extra-low voltage
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 48V ! 2P 1 473971�� 1

48V ! 3P 1 473972 1

125 48V ! 3P 1 ��473975 1

Plugs and sockets for extra-low voltage

Reinforced thermoplastic 
heavy duty

Dimensions at page 400 Technical data at page 43

CEE series Stitech Co., Ltd    
Tel: 080-556-5553
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Plug
in aluminium alloy 
with cable gland,  
with ßat poles
50-60Hz IP55

Wall mounted socket
in aluminium alloy 
with ßat poles
50-60Hz IP55

Rated
current

(A)

Rated
voltage

Poles Palazzoli
code

Pack 
Q.ty

250 500V 3P+! 427019 1

Rated
current

(A)

Rated
voltage

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

250 500V 3P+! F5 421029 1

Cable speciÞcations:

Rated
current

(A)

Poles Entry cable
diameters

(mm)

Entry cable
section
(mm2)

250 3P+! 39,5 - 49,5 70 - 150  

ALUPRES series
Plugs and sockets with ßat poles

Aluminium 
high resistance 

Conformity to 
standards IEC/EN 60309-1

Rated
current 250A

Rated
voltage 500V

Rated
frequency 50-60Hz

Rated insulation 
voltage 500V

Material Aluminium alloy

Surface
treatment

Passivation with
ßuoro-zirconium

Painting Hot polymerized non-toxic 
polyester 

Protection rating 
(IP as per 

IEC/EN 60529) 
IP55

Colour
RAL5012 (plug and socket 
cover) 
RAL7035 (socket base)

Resistance to 
impacts (IK rating as 

per IEC/EN 62262)
IK10

Storage
temperature -50¡C - +80¡C

Operating
temperature -40¡C - +70¡C

Dimensions at page 401

Technical accessories:

page 110

Technical accessories:

page 149
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Stitech Co., Ltd    
Tel: 080-556-5553
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ALUMAX series
Connections for high amperages

Aluminium 
high resistance 

Suitable for powering heavy loads in extreme environments such as industrial ports, mines, hangars, tunnels and railways.

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

The socket with electrical interlock guarantees maximum 
safety during connection and disconnection operations, 
by eliminating power to the connection.

The particular shape of the plug and receptacle allows 
for easy coupling which is also facilitated by the multi-
lamellar Easy Contact technology.

Standard 250A versions are equipped with screw terminals 
that grant maximum versatility.

The wall mounted socket is supplied with a customizable 
blind entry ßange.

ALUMAX series
Connections for high amperages

Aluminium 
high resistance 

Reliability and 
safety for heavy 
loads
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Stitech Co., Ltd    
Tel: 080-556-5553
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Conformity
to standards IEC/EN 60309-1

Material Aluminium alloy

Surface
treatment Anti-corrosion passivation

Protection rating 
(IP as per 

IEC/EN 60529)
IP67

Colour Natural

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK10

Rated
current 250A - 400A

Rated
voltage Fino a 1000V

Rated
frequency 50-60Hz

Rated
insulation voltage 3.3 KV

Mobile connection
cable entry diameter 42mm Ö 62mm

Contact
clamping range 50mm 2 Ö 70mm 2

Pilot
contacts 2

Pilot
contact sections

10mm 2 (3P+ ! )
6mm 2 (3P+N+ ! )

Operating
temperature -25¡C - +50¡C

ALUMAX series low voltage connections are a 
range of mobile or ßush mounted products in 
aluminium alloy for heavy duty uses, from 250A 
to 400A, with IP67 protection rating, which can 
be used with voltage up to 1000V.
The body in aluminium alloy is treated with 
passivation to improve the resistance to 
chemical agents.
The coupling system of plug and receptacle is 
equipped with the technology of Easy Contact 
to allow the best performance in time for the 
electric contact and to facilitate connection 
and disconnection operations.
Each connection is equipped with a double 
pilot contact.

ALUMAX series
Connections for high amperages

Aluminium 
high resistance 

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Stitech Co., Ltd    
Tel: 080-556-5553
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Rated
current

(A)

Poles N. pilot
contacts
(mm2)

Palazzoli
code

Pack 
Q.ty

250 3P+! 2x10 750530 1

3P+N+! 2x6 750550 1

320 3P+N+! 2x6 750650 1

400 3P+N+! 2x6 750750 1

Note: can be ordered up to 630A upon request.

Rated
current

(A)

Poles N. pilot
contacts
(mm2)

Palazzoli
code

Pack 
Q.ty

250 3P+! 2x10 751530 1

3P+N+! 2x6 751550 1

Note: can be ordered up to 630A upon request.

Rated
current

(A)

Poles N. pilot
contacts
(mm2)

Palazzoli
code

Pack 
Q.ty

250 3P+! 2x10 761530 1

3P+N+! 2x6 761550 1

Note: can be ordered up to 630A upon request.

Rated
current

(A)

Poles N. pilot
contacts
(mm2)

Palazzoli
code

Pack 
Q.ty

250 3P+! 2x10 760530 1

3P+N+! 2x6 760550 1

Note: can be ordered up to 630A upon request.

Plugs
in aluminium alloy 
with cable clamps,  
for high amperages
50-60Hz IP67

Panel mounted inlets
straight, in aluminium alloy, 
for high amperages 
50-60Hz IP67

Panel mounted sockets
straight, in aluminium 
alloy, for high amperages
50-60Hz IP67

Connectors in aluminium 
alloy with cable clamps,  
for high amperages 
50-60Hz IP67

ALUMAX series
Connections for high amperages

Aluminium 
high resistance 

Dimensions at page 401 Technical data at page 50

Technical accessories:

page 117
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INTERLOCKED SOCKETS
Safe current

STANDARD

HEAVY DUTY

Stitech Co., Ltd    
Tel: 080-556-5553
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STANDARD

PRIMA
compact horizontal 
interlocked sockets 

Page 58

topTER
vertical interlocked
sockets

Page 66

TER
vertical interlocked
sockets with EN 50022 rail

Page 78

ULYSSE
pre-wired quick assembly 

interlocked sockets in 
thermosetting (GRP)

Page 80

WHITE ULYSSE
pre-wired quick assembly 
interlocked sockets in white 
thermosetting (GRP) 

Page 88

TAIS
interlocked sockets with 

increased security in 
thermosetting (GRP)

Page 90

ALUPRES
interlocked sockets

with high resistance
in aluminium alloy

Page 104

ALUMAX
sockets with
electrical interlock
for high amperages

Page 116

INTERLOCKED SOCKETS
Safe current

IN
T

E
R

LO
C

K
E

D
 

S
O

C
K

E
T

S

HEAVY DUTY

In many cases it is mandatory by law, in any case it is highly rec ommended to install interlocked 
sockets in all the public places, or in those where there are m any operators.

Stitech Co., Ltd    
Tel: 080-556-5553
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EXTRA-LOW 
VOLTAGE

PRIMA series topTER series

 
page 63 page 71

Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Self-protected
with transformer 

150VA 
IP55

Self-protected
with transformer 

150VA 
IP66/IP67

16 230/24 2P   Ð 496024 490024

SWITCHED SOCKETS IN THERMOPLASTIC WITH MECHANICAL INTERLOCK
FROM 16A TO 63A

PRIMA series topTER series

page 62 page 62 page 62 page 63 page 70 page 70 page 71 page 71 page 77 page 77
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Direct
connection

IP44

With
fuses
IP44

Direct
connection

IP55

With
fuses
IP55

Direct
connection

IP44

With
fuses
IP44

Direct 
connection
IP66/IP67

With
fuses

IP66/IP67

Direct 
connection

IP65

With
fuses
IP65

16

110
100Ö130

2P+! 4 493124 494124 495124 496124 492124 190124 491124 490124

3P+! 4 495134 496134 491134 490134

3P+N+! 4 495144 496144 491144 490144

230
200Ö250

2P+! 6 493126 494126 495126 496126 492126 190126 491126 490126

3P+! 9 495139 496139 491139 490139

3P+N+! 9 495149 496149 491149 490149

400
380Ö415

2P+! 9 495129 496129 491129 490129

3P+! 6 493136 494136 495136 496136 492136 190136 491136 490136

3P+N+! 6 493146 494146 495146 496146 492146 190146 491146 490146

32

110
100Ö130

2P+! 4 495224 496224 491224 490224

3P+! 4 495234 496234 491234 490234

3P+N+! 4 495244 496244 491244 490244

230
200Ö250

2P+! 6 493226 494226 495226 496226 492226 190226 491226 490226

3P+! 9 495239 496239 491239 490239

3P+N+! 9 495249 496249 491249 490249

400
380Ö415

2P+! 9 495229 496229 491229 490229

3P+! 6 493236 494236 495236 496236 492236 190236 491236 490236

3P+N+! 6 493246 494246 495246 496246 492246 190246 491246 490246

380Ö440 3P+! 3 495233 496233 491233 490233

63

110
100Ö130

2P+! 4 481324 480324

3P+! 4 481334 480334

3P+N+! 4 481344 480344

230
200Ö250

2P+! 6 481326 480326

3P+! 9 481339 480339

3P+N+! 9 481349 480349

400
380Ö415

2P+! 9 481329 480329

3P+! 6 481336 480336

3P+N+! 6 481346 480346

Stitech Co., Ltd    
Tel: 080-556-5553
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ULYSSE series

 
page 87 page 88

Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Self-protected
with transformer

150VA 
IP66/IP67

Self-protected
with transformer

150VA 
IP66/IP67

16 230/24 2P   Ð 409873 429873

EXTRA-LOW 
VOLTAGE

SWITCHED SOCKETS IN THERMOSETTING (GRP) WITH MECHANICAL INTERLOCK
FROM 16A TO 63A

ULYSSE series

page 84 page 85 page 86 page 86 page 88
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

With
fuses

IP66/IP67

With
MCB

IP66/IP67

With
EN 50022 rail

IP66/IP67

Direct
connection
IP66/IP67

With
fuses

IP66/IP67

16

110
100Ö130

2P+! 4 400124 403124

3P+! 4 400134 403134

3P+N+! 4 400144 403144

230
200Ö250

2P+! 6 400126 403126 406126 408126 420126

3P+! 9 400139 403139

3P+N+! 9 400149 403149

400
380Ö415

2P+! 9 400129 403129

3P+! 6 400136 403136 406136 408136 420136

3P+N+! 6 400146 403146 406146 408146 420146

32

110
100Ö130

2P+! 4 400224 403224

3P+! 4 400234 403234

3P+N+! 4 400244 403244

230
200Ö250

2P+! 6 400226 403226 406226 408226 420226

3P+! 9 400239 403239

3P+N+! 9 400249 403249

400
380Ö415

2P+! 9 400229 403229

3P+! 6 400236 403236 406236 408236 420236

3P+N+! 6 400246 403246 406246 408246 420246

380Ö440 3P+! 3 400233 403233 406233 408233

63

110
100Ö130

2P+! 4 400324 403324

3P+! 4 400334 403334

3P+N+! 4 400344 403344

230
200Ö250

2P+! 6 400326 403326 406326 408326

3P+! 9 400339 403339

3P+N+! 9 400349 403349

400
380Ö415

2P+! 9 400329 403329

3P+! 6 400336 403336 406336 408336

3P+N+! 6 400346 403346 406346 408346
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Stitech Co., Ltd    
Tel: 080-556-5553
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TAIS series

page 95 page 95 page 96 page 96 page 96 page 97 page 100 page 100
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

With
fuses 

IP66/IP67

With
fuses
IP67

Direct
connection
IP66/IP67

Direct
connection

IP67

With
MCB
IP67

With
EN 50022 rail

IP67

With electrical 
interlock

IP65

With electrical 
interlock
and RCD

IP65

16

110
100Ö130

2P+! 4 472610 467124 474210

3P+! 4 472710 474310

3P+N+! 4 472810 474410

230
200Ö250

2P+! 6 472620 470126 467126 474220 472020

3P+! 9 472720 474320

3P+N+! 9 472820 474420

400
380Ö415

2P+! 9 472630 474230

3P+! 6 472730 470136 467136 474330 472130

3P+N+! 6 472830 470146 467146 474430 472240

32

110
100Ö130

2P+! 4 468224 472611 474611

3P+! 4 468234 472711 474711

3P+N+! 4 472811 474811

230
200Ö250

2P+! 6 468226 472621 469226 470226 474621 472021

3P+! 9 468239 472721 474721

3P+N+! 9 472821 474821

400
380Ö415

2P+! 9 468226 472631 474631

3P+! 6 468236 472731 469236 470236 474731 472131

3P+N+! 6 472831 470246 474831 472241

380Ö440 3P+N+! 3 468233 472771 469233 470233 474771 472133

63

110
100Ö130

2P+! 4 472612 474612

3P+! 4 472712 474712

3P+N+! 4 472812 474812

230
200Ö250

2P+! 6 472622 470326 474622 472022

3P+! 9 472722 474722

3P+N+! 9 472822 474822

400
380Ö415

2P+! 9 472632 474632

3P+! 6 472732 470336 474732 472132 478336 476336

3P+N+! 6 472832 470346 474832 472242 478346 476346

500
480Ö500

3P+! 7 478337 476337

3P+N+! 7 478347 476347

125

400
380Ö415

3P+! 6 478436 476436

3P+N+! 6 478446 476446

500
480Ö500

3P+! 7 478437 476437

3P+N+! 7 478447 476447

SWITCHED SOCKETS IN ALUMINIUM ALLOY WITH MECHANICAL INTERLOCK
FROM 16A TO 125A

EXTRA-LOW 
VOLTAGE TAIS series

 
page 97 page 97 page 100

Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

Self-protected
with transformer 

150VA 
IP67

With transformer
and fuses

144VA 
IP67

With transformer
and fuses 

750VA 
IP67

16
230/24

2P   Ð
469873 471873

400/24 471893

32
230/48

2P   Ð
471819

400/48 471839

Stitech Co., Ltd    
Tel: 080-556-5553
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SWITCHED SOCKETS IN ALUMINIUM ALLOY WITH MECHANICAL INTERLOCK
FROM 16A TO 500A

ALUPRES series

 
page 112 page 112

Rated
current

(A)

Rated
voltage

(V)

N. 
poles

h.
ref.

With transformer 
and fuses

144VA
IP67

With transformer
and fuses

720VA
 IP65

16
230/24

2P   Ð
471812

400/24 471832

32
230/48

2P   Ð
471818

400/48 471838

EXTRA-LOW 
VOLTAGE

HIGH 
AMPERAGES

ALUPRES series ALUMAX  series

page 110 page 117
Rated
current

(A)

Rated
voltage

(V)

N. poles N. 
pilot 

contacts

With fuses 
IP55

With MCB
IP65

250

500 3P+! 0 422039

400
3P+! 2 480530

3P+N+! 2  480550

500
3P+! 2 480531

3P+N+! 2 480551

320
400 3P+N+! 2 480650

500 3P+N+! 2 480651

400
400 3P+N+! 2 480750

500 3P+N+! 2 480751

500 500 3P+! 0 422079

ALUPRES series

page 109 page 112 page 110 page 112 page 111 page 111
Rated
current

(A)

Rated
voltage

(V)

N. poles h. 
ref.

With
fuses
IP67

Direct
connection

IP67

With
MCB
IP67

With
EN 50022 rail

IP67

With electrical 
interlock

IP55

With electrical 
interlock
and RCD

IP55

16

110
100Ö130

2P+! 4 472233 474633
3P+! 4 472243 474643

3P+N+! 4 472253 474653

230
200Ö250

2P+! 6 472333 466126 474733 472623
3P+! 9 472343 474743

3P+N+! 9 472353 474753

400
380Ö415

2P+! 9 472433 474833
3P+! 6 472443 466136 474843 472733

3P+N+! 6 472453 466146 474853 472843

32

110
100Ö130

2P+! 4 472236 474236
3P+! 4 472246 474246

3P+N+! 4 472256 474256

230
200Ö250

2P+! 6 472336 460226 474336 472624
3P+! 9 472346 474346

3P+N+! 9 472356 474356

400
380Ö415

2P+! 9 472436 474436
3P+! 6 472446 460236 474446 472734

3P+N+! 6 472456 460246 474456 472844

380Ö440 3P+! 3 472486 474486 472735

63

110
100Ö130

2P+! 4 472237 474237
3P+! 4 472247 474247

3P+N+! 4 472257 474257

230
200Ö250

2P+! 6 472337 474337
3P+! 9 472347 474347 472027

3P+N+! 9 472357 474357

400
380Ö415

2P+! 9 472437 474437
3P+! 6 472447 460336 474447 472137 475336 473336

3P+N+! 6 472457 460346 474457 472647 475346 473346

500
480Ö500

3P+! 7 475337 473337
3P+N+! 7 475347 473347

125

110
100Ö130

3P+! 4 472248
3P+N+! 4 472258

230
200Ö250

3P+! 9 472348
3P+N+! 9 472358

400
380Ö415

3P+! 6 472418 460436 472648 475436 473436
3P+N+! 6 472428 460446 472649 475446 473446

500
480Ö500

3P+! 7 475437 473437
3P+N+! 7 475447 473447
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Thermoplastic 
standard uses

PRIMA series
Compact horizontal interlocked sockets

Suitable for use in the service sector, such as kitchens, restaurants, hypermarkets, hotels, ofÞces, hospitals, medicals and 
public entertainment places.

Stitech Co., Ltd    
Tel: 080-556-5553
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F U S E 
G UA R D

THE ADVANTAGES

Thermoplastic 
standard uses

PRIMA series
Compact horizontal interlocked sockets

PRIMA is the only system of interlocked sockets with 
fuses that can not be accessed directly from the front. 
This characteristic makes them particularly suitable 
for installing in public places, preventing unauthorised 
interference.  

The plug-in special system allows to comfortably wire your 
unit before installing the switched socket into the board. 
Maintenance is easy thanks to the total absence of 
annoying detachable cables. 

PRIMA is the only system of horizontal shaped sockets 
containing absolute safety technologies, such as the 
metallic interlock system and the rear panel isolator switc h 
with AC3-AC23A category guaranteed at rated current.

The aesthetical design ensures PRIMA the possibility to 
be installed in all areas. The rounded shape, the reduced 
projection (only 6 cm) and the absence of dust and dirt 
collection features facilitate the socket cleaning. 

One dimension for 
all versions

IN
T

E
R

LO
C

K
E

D
 

S
O

C
K

E
T

S

Stitech Co., Ltd    
Tel: 080-556-5553



60

Direct Fuses Transformer

Page 62 Page 62 Page 63

Page 64 Page 64 Page 64 Page 64 Page 65

Page 65 Page 63

16A - 32A

Page 26 Page 27 Page 27 Page 27

International Extra-low voltage

Page 167 Page 27 Page 46

Easy Composer software allows for an easy combining of customized units. 
It is available on www.palazzoli.com or directly from the QR Code.

Thermoplastic 
standard uses

PRIMA series
Compact horizontal interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529)
IP44 Ð IP55

Colour RAL7035

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

960¡C (switch)
850¡C (contact holder insert) 
650¡C (socket body)

Self-extinguishing
grade (as per UL94)

V0 (switch) 
V2 (contact holder insert) 
HB (socket body)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK08

Rated 
current 16A Ð 32A

Rated
voltage 24V - 440V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class II e

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

PRIMA series low voltage switched sockets with 
mechanical interlock are a range of moulded 
products for standard uses, in compliance 
with the IEC/EN 60309-1, IEC/EN 60309-2 and 
IEC/EN 60309-4 standards.
The system contains 16A and 32A versions, 
with or without fuses, with IP44 and IP55 
protection rating and a version with a 24V 
safety transformer. 
The fused sockets are equipped with the Òfuse 
guardÓ system that allows for immediately 
identifying, through a warning light, the circuit 
phase ÒdisconnectedÓ. The fuses are located 
in the back part of the socket, to avoid 
interference by unauthorized people.
The interlock system is made of steel and the 
isolator switch is certiÞed with the AC3-AC23A 
category at rated current.
The range is completed by wall or ßush 
mounted boxes and modular boards.

 

Rated operating current - isolator 
switch: 16A 32A

Thermal current Ith A 16 32

AC21A
415V

A 16 32
500V

AC22A
415V

A 16 32
500V

AC23A

230V

A 16 32400V

500V

AC23A

230V

kW

4,5 8,5

400V 7,5 15

500V 8,5 17

AC3

230V

kW

4,5 8,5

400V 7,5 15

500V 8,5 17

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Thermoplastic 
standard uses

Terminal speciÞcations: 16A 32A

Entry diameters mm2 1 - 10

Entry sections Nm 2

PRIMA series
Compact horizontal interlocked sockets
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Switched sockets  
with mechanical interlock  
and fuse-holder , 
for ßush mounting 
50-60Hz IP44

Switched sockets
with mechanical interlock ,
for ßush mounting 
50-60Hz IP55

Switched sockets
with mechanical interlock ,
for ßush mounting 
50-60Hz IP44

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ 6 493124 1

230V ! 2P+! 6 493126 1

400V ! 3P+! 6 493136 1

400V ! 3P+N+! 6 493146 1

32 230V ! 2P+! 6 493226 1

400V ! 3P+! 6 493236 1

400V ! 3P+N+! 6 493246 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or 
box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. 

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 495124 * 1

110V ! 3P+! 4 495134 1

110V ! 3P+N+! 4 495144 1

230V ! 2P+! 6 495126* 1

230V ! 3P+! 9 495139 1

230V ! 3P+N+! 9 495149 1

400V ! 2P+! 9 495129 1

400V ! 3P+! 6 495136* 1

400V ! 3P+N+! 6 495146* 1

32 110V ! 2P+! 4 495224* 1

110V ! 3P+! 4 495234 1

110V ! 3P+N+! 4 495244 1

230V ! 2P+! 6 495226* 1

230V ! 3P+! 9 495239 1

230V ! 3P+N+! 9 495249 1

400V ! 2P+! 9 495229 1

400V ! 3P+! 6 495236* 1

400V ! 3P+N+! 6 495246* 1

380/440V ! 3P+! 3 495233* 1

* These sockets can be supplied also in HD Heavy Duty wall mounted version.
For the Code Number you simply have to change the preÞx 495xxx with 498xxx (ex. from 
495124 to 498124). For the bottom box see page 64.

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.  
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. 

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+ 6 494124 1

230V ! 2P+! 6 494126 1

400V ! 3P+! 6 494136 1

400V ! 3P+N+! 6 494146 1

32 230V ! 2P+! 6 494226 1

400V ! 3P+! 6 494236 1

400V ! 3P+N+! 6 494246 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.  
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. Fuses 
not included.  Plug - in feature (socket automatically ÒconnectsÓ with terminal block on 
assembly).

Dimensions at page 402 Technical data at page 61

Thermoplastic 
standard uses

Technical accessories:

page 16

Technical accessories:

page 17

PRIMA series
Compact horizontal interlocked sockets

fuses
10,3x38

fuses
10,3x38

Stitech Co., Ltd    
Tel: 080-556-5553
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fuses
10,3x38

fuses
10,3x38

CUSTOMIZED SOLUTIONS

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 496124 1

110V ! 3P+! 4 496134 1

110V ! 3P+N+! 4 496144 1

230V ! 2P+! 6 496126 1

230V ! 3P+! 9 496139 1

230V ! 3P+N+! 9 496149 1

400V ! 2P+! 9 496129 1

400V ! 3P+! 6 496136 1

400V ! 3P+N+! 6 496146 1

32 110V ! 2P+! 4 496224 1

110V ! 3P+! 4 496234 1

110V ! 3P+N+! 4 496244 1

230V ! 2P+! 6 496226 1

230V ! 3P+! 9 496239 1

230V ! 3P+N+! 9 496249 1

400V ! 2P+! 9 496229 1

400V ! 3P+! 6 496236 1

400V ! 3P+N+! 6 496246 1

380/440V ! 3P+! 3 496233 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. Fuses 
not included. Plug - in feature (socket automatically ÒconnectsÓ with terminal block on 
assembly).

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16 230/24V~ 2P 150 496024 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: transformer with built-in thermal protection, enabled by a plug-activated 
bipolar microswitch.

Switched sockets
with mechanical interlock  
and fuse-holder , 
for ßush mounting
50-60Hz IP55

Socket
with safety transformer  (SELV), 
for ßush mounting 
50-60Hz IP55

Flange
for mounting  
2 topTER sockets or caps 
in a PRIMA distribution board
IP55 

Dimensions at page 402 Technical data at page 61

N.
total

devices

Max with
65x83
ßange

Max with
88x100
ßange

Palazzoli
code

Pack 
Q.ty

2 2 1 579718 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or 
box. Finishing frame for compact sockets.

Thermoplastic 
standard uses

With additional 
control unit 

using code 579612

Flush-mounted 
with frame 

using code 579582

With panel mounted sockets 
using ßange code 579718  

and topTER sockets

With sockets 
for signasl using 

spacing kits code 579591

Technical accessories:

page 26 page 27 page 27

Technical accessories:

page 17

Technical accessories:

page 43

PRIMA series
Compact horizontal interlocked sockets
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Shape N.
installable

sockets

Power 
dissipation 

(W)

External
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

9 
m

od
ul

es

2 36 212x414 579620 1

bl
in

d

2 36 212x414 579621 1

9+
9 

m
od

ul
es

2 50 424x280 579602 1

9+
9 

m
od

ul
es

4 70 424x410 579640 1

9 
m

od
ul

es

4 70 424x410 579641 1

bl
in

d

4 70 424x410 579642 1

Equipment included: screwcaps for double insulation.
N.1 closing ßange code 579620, 579621, 579602. 
N.2 closing ßanges code 579640, 579641, 579642.

Bottom box
for wall mounting
IP55 

Bottom box
for ßush mounting
IP55 

Bottom box
for panel mounting
IP55 

Distribution boards
for PRIMA devices 
IP55

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

103x206 PRIMA interlocked socket 579500* 1

* This box can be supplied also in HD Heavy Duty version.
The Code Number is 579700.

Equipment included: screwcaps for double insulation.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

132,5x235,5 PRIMA interlocked socket 579510 1

Equipment included: spacing kit. 
Characteristics: symetrical design and does not need an "UP-DOWN" direction for  
installation. For use with interlocked socket-outlets with fuses, it is necessary to fasten the 
box so that it is even with the wall. For the PRIMA series, the use of the appropriate kit code 
579590 allows you to gain an extra 3 mm in depth.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115x240 PRIMA interlocked socket 575501 1
 
Uses: allows the assembly of ßush-mounting sockets on distribution boards
made of sheet metal, wood, plasterboard or insulating material.

Dimensions at page 402 Technical data at page 61

Thermoplastic 
standard uses

Spare parts at page 356

Technical accessories:

page 157

Technical accessories:

page 157

PRIMA series
Compact horizontal interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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Control unit
for modular devices 
IP55

Closing ßange
IP55 

Coupling Þtting
with Pg threading
for PRIMA and topTER 
distribution boards 
IP66 

Finishing frames
for ßush mounting of 
PRIMA distribution boards 
 

Spacing kit
for distribution board  
with 4 sockets

Dimensions 
(mm)

Palazzoli
code

Pack 
Q.ty

206x103 579901 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board.
Uses: enables unused housings of all PRIMA series ßanged distribution boards to be 
closed.

For boards
with code

Palazzoli
code

Pack 
Q.ty

579620 and 579621 579582 1

579640, 579641 and 579642 579584 1

Description Palazzoli
code

Pack 
Q.ty

A horizontal divider and a vertical divider
with friction installation

579591 1

Description Power
dissipation

(W)

Dimensions 
(mm)

Palazzoli
code

Pack 
Q.ty

With transparent window 9 modules 36 212x174579612 1

Equipment included: n. 2 modular covers code 579904. Screwcaps for double insulation.

Pg Mounting
hole
(mm)

For cables 
¯

(mm)

Palazzoli
code

Pack 
Q.ty

21 29 17 580250 1

Dimensions at page 416 Technical data at page 61

9 
m

od
ul

es

Thermoplastic 
standard uses

PRIMA series
Compact horizontal interlocked sockets
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topTER series
Vertical interlocked sockets

Suitable for use in hypermarkets, hospitals, hotels, kitchens, trade fairs, small workshops and in general all those places where 
accidental disruption to the electrical supply is damaging.

Thermoplastic 
standard uses

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

topTER series
Vertical interlocked sockets

The socket insert is integrated inside the body, therefore 
there are no screws which can become weak points.

The fuse-holder base is protected by a lid with an 
ergonomic opening mechanism and unbreakable 
buttons. When the lid closes, it automatically guides the 
fuse boxes into closed and secure contact position.

The high visibility operation, patented by Palazzoli, allows 
even non-expert users to immediately understand the 
switch status. 

The auxiliary contact allows a remote signalling of plug 
insertion for industrial automation applications, or in any 
situation where you may need an additional electrical 
protection.

IP66/IP67 double 
protection rating 
defends from dust 
and water, either 
by powerful water 
jet or in temporary 
immersion

Thermoplastic 
standard uses
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Direct Fuses Transformer Domestic 63A

page 70 page 71 page 71 page 72 page 77

page 74 page 73 page 77 page 77

page 72 page 72 page 72 page 72

16A - 32A

page 26 page 27 page 27 page 27 page 26

Extra-low voltage International

page 167 page 46 page 27

Easy Composer software allows for an easy combining of customized units. 
It is available on www.palazzoli.com or directly from the QR Code.

Thermoplastic 
standard uses

topTER series
Vertical interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553



69

Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529)
IP44 Ð IP66/IP67

Colour RAL7035

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

960¡C (switch) 
850¡C (contact holder insert) 
650¡C (socket body)

Self-extinguishing
grade (as per UL94)

V0 (switch) 
V2 (contact holder insert) 
HB (socket body)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK08

Rated
current 16A Ð 32A

Rated
voltage 24V - 440V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class II e

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

topTER series low voltage switched sockets with 
mechanical interlock are a range of moulded 
products for standard uses, in compliance 
with the IEC/EN 60309-1, IEC/EN 60309-2 and 
IEC/EN 60309-4 norms.
The system contains 16A and 32A versions, 
with or without fuses, with IP44 and IP66/IP67 
protection rating and a version with a 24V 
safety transformer. 
Moreover, it can be perfectly coordinated with 
topTER 63A series products for solutions with 
higher amperages.
The interlock system is made of high quality 
reinforced technopolymer and the isolator 
switch is certiÞed with the AC3-AC23A category 
at rated current.
Sockets with fuses can be purchased with 
the Òfuse guardÓ, a system which allows for 
immediate identiÞcation of the fuse to be 
replaced. Fuses are located in the front part of 
the body, behind an unbreakable transparent 
lid which also guarantees the perfect closing 
of the fuse holders.
The range is completed by boxes and boards 
which, thanks to the modularity of the system 
allows to mix and match, not only interlocked 
sockets but also industrial or domestic sockets 
and other devices. 

Rated operating current - isolator 
switch: 16A 32A

Thermal current Ith A 16 32

AC21A A 16 32

AC22A A 16 32

AC23A A 16 32

AC23A

230V

kW

4,5 8,5

400V 7,5 15

500V 8,5 17

AC3

230V

kW

4,5 8,5

400V 7,5 15

500V 8,5 17

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Thermoplastic 
standard uses

Terminal speciÞcations: 16A 32A

Entry diameters mm2 1 - 10

Entry sections Nm 2

topTER series
Vertical interlocked sockets
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Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 492124 1

230V ! 2P+! 6 492126 1

400V ! 3P+! 6 492136 1

400V ! 3P+N+! 6 492146 1

32 230V ! 2P+! 6 492226 1

400V ! 3P+! 6 492236 1

400V ! 3P+N+! 6 492246 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. Facility for 2 
x auxiliary contacts for signalling the plug insertion.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 190124 1

230V ! 2P+! 6 190126 1

400V ! 3P+! 6 190136 1

400V ! 3P+N+! 6 190146 1

32 230V ! 2P+! 6 190226 1

400V ! 3P+! 6 190236 1

400V ! 3P+N+! 6 190246 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock.
Facility for 2 x auxiliary contacts for signalling the plug insertion.
Fuses not included.

Switched sockets
with mechanical interlock  
and fuse-holder ,
for ßush mounting 
50-60Hz IP44

Switched sockets
with mechanical interlock ,
for ßush mounting 
50-60Hz IP44

fuses
10,3x38

fuses
10,3x38

Technical accessories:

page 16 page 29

Technical accessories:

page 16 page 29

Thermoplastic 
standard uses

Dimensions at page 403 Technical data at page 69

EASY COMPOSER

1. Select the socket type 2. Compose your board 3. Download the certiÞcates

Software for easy combining of customized units.

It is available on www.palazzoli.com

topTER series
Vertical interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 491124* 1

110V ! 3P+! 4 491134 1

110V ! 3P+N+! 4 491144 1

230V ! 2P+! 6 491126* 1

230V ! 3P+! 9 491139 1

230V ! 3P+N+! 9 491149 1

400V ! 2P+! 9 491129 1

400V ! 3P+! 6 491136* 1

400V ! 3P+N+! 6 491146* 1

32 110V ! 2P+! 4 491224* 1

110V ! 3P+! 4 491234 1

110V ! 3P+N+! 4 491244 1

230V ! 2P+! 6 491226* 1

230V ! 3P+! 9 491239 1

230V ! 3P+N+! 9 491249 1

400V ! 2P+! 9 491229 1

400V ! 3P+! 6 491236* 1

400V ! 3P+N+! 6 491246* 1

380/400V ! 3P+! 3 491233* 1

* these sockets can be supplied also in HD Heavy Duty wall mounted version.
For the Code Number you simply have to change the preÞx 491xxx with 891xxx (ex. from 
491124 to 891124). For the bottom box see page 74.

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock. Facility for 2 
x auxiliary contacts for signalling the plug insertion.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 490124 1

110V ! 3P+! 4 490134 1

110V ! 3P+N+! 4 490144 1

230V ! 2P+! 6 490126 1

230V ! 3P+! 9 490139 1

230V ! 3P+N+! 9 490149 1

400V ! 2P+! 9 490129 1

400V ! 3P+! 6 490136 1

400V ! 3P+N+! 6 490146 1

32 110V ! 2P+! 4 490224 1

110V ! 3P+! 4 490234 1

110V ! 3P+N+! 4 490244 1

230V ! 2P+! 6 490226 1

230V ! 3P+! 9 490239 1

230V ! 3P+N+! 9 490249 1

400V ! 2P+! 9 490229 1

400V ! 3P+! 6 490236 1

400V ! 3P+N+! 6 490246 1

380/400V ! 3P+! 3 490233 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock.
Facility for 2 x auxiliary contacts for signalling the plug insertion.
Fuses not included.

Switched sockets
with mechanical interlock ,
for ßush mounting 
50-60Hz IP66/IP67

Switched sockets
with mechanical interlock  
and fuse-holder ,
for ßush mounting 
50-60Hz IP66/IP67

fuses
10,3x38

fuses
10,3x38

Technical accessories:

page 17 page 29

Technical accessories:

page 17 page 29

Socket
with safety  transformer  (SELV),
for ßush mounting 
50-60Hz IP66/IP67

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16 230/24V 2P 150 490024 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: transformer with built-in thermal protection, enabled by a plug-activated 
bipolar microswitch.

Technical accessories:

page 43

Thermoplastic 
standard uses

Dimensions at page 403 Technical data at page 69 Spare parts at page 358

topTER series
Vertical interlocked sockets
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Dimensions 
(mm)

63A socket
ßange dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

103 x 230 100 x 100 579717 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board.

Flange for mounting
2 sockets or 2 caps  
in a distribution board 
for topTER switched sockets 
IP66/IP67

Flange for mounting  
one 63A socket  
in a distribution board 
for topTER switched sockets 
IP66/IP67

Flange for mounting
3 international sockets
in a distribution board 
for topTER switched sockets 
IP65

Closing ßange
for distribution boards for 
topTER switched sockets 
IP66/IP67 

Switched sockets
with mechanical interlock,
fuse-holder and LED 
indicator, for ßush mounting
50-60Hz IP66/IP67

Schuko sockets
type P17/P30,  with watertight 
cap for plug-in 
IP55

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

103 x 230 International 579716 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board.

Dimensions 
(mm)

Palazzoli
code

Pack 
Q.ty

103 x 230 579713 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board.

Description Flange
dimensions

(mm)

Pins Pitch Type Palazzoli
code

Pack 
Q.ty

Flange with 1 domestic 
socket 2P+!  

10/16A P30/P17 230V
103x230 ¯ 4/4,8 19 P30/P17579715 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 499126 1

400V ! 3P+! 6 499136 1

400V ! 3P+N+! 6 499146 1

32 230V ! 2P+! 6 499226 1

400V ! 3P+! 6 499236 1

400V ! 3P+N+! 6 499246 1

Equipment included: 4 x stainless steel screws for fastening to the distribution board or box.
Characteristics: lockable handle in 0 or 1 position with max. ¯ 3mm padlock.
Facility for 2 x auxilliary contacts for signalling the plug insertion.
Fuses not included.

fuses
10,3x38

fuses
10,3x38

Technical accessories:

page 27

Technical accessories:

page 17 page 29

Dimensions at page 403-404 Technical data at page 69

Technical accessories:

page 26

Technical accessories:

page 26 page 27 page 27

Dimensions 
(mm)

N.
total

devices

Max with
65x83
ßange

Max with
88x100
ßange

Palazzoli
code

Pack 
Q.ty

103 x 230 2 2 1 579714 1

Equipment included: 1 x adapting ßange for compact sockets, 1 x closing ßange 65 x 83 
mm. 4 x stainless steel screws for fastening to the distribution board.

Thermoplastic 
standard uses

topTER series
Vertical interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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5 
m

od
ul

es

Shape N.
installable

sockets

Power 
dissipation 

(W)

External
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

10
 m

od
ul

es

2 40 239x456 579742 1

16
 m

od
ul

es

3 56 350x456 579743 1

22
 m

od
ul

es

4 70 461x456 579744 1

Equipment included: EN 50022 rail kit with adjustable supports. Cable holders. Double 
insulation screw caps. Hinge kit for door opening.  1 x closing ßange for socket - outlets 
579743 and 579744.
Characteristics: padlockable modular door. Suitable for horizontal and vertical assembly. 
Suitable for temporary mounting.

Shape N.
installable

sockets

Power 
dissipation 

(W)

External
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

1 22 122x395 579721 1

2 40 250x395 579722 1

3 56 380x395 579723 1

Distribution boards  
with  transparent window for
topTER switched sockets 
IP66

Distribution boards 
with  transparent window for
1 topTER switched socket 
IP66

Distribution boards
with blind cover  for 
topTER switched sockets 
IP66 

Covers with transparent 
window and EN 50022 rail 
for topTER distribution boards 
with blind cover 

Control units
for modular devices with 
padlockable window

N.
installable

sockets

Power
dissipation

(W)

External
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

1 22 122x395 579741 1

Characteristics: padlockable modular window.

N.
EN 50022
modules

For boards
with code

Protection
rating

Palazzoli
code

Pack 
Q.ty

5 579721 IP65 579451 1

12 579722 IP55 579452 1

18 579723 IP55 579453 1

Characteristics: padlockable modular window.

External
dimensions

(mm) 

N.
EN 50022
modules

Power
dissipation

(W)

Protection
rating

Palazzoli
code

Pack 
Q.ty

122x158 5 20 IP65 579708 1

250x158 12 40 IP55 579709 1

Dimensions at page 403-416 Technical data at page 69

Technical accessories:

page 157

Technical accessories:

page 157

Thermoplastic 
standard uses

topTER series
Vertical interlocked sockets
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Set of 50 screws
for tamper-proof protection 

Bottom box
for wall mounting
IP66/IP67 

Box  for panel mounting
with cover
IP56

Bottom box
for ßush mounting
IP55 

Control unit
for panel mounting 
IP56

Bottom box
for panel mounting 
IP66/IP67 

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

108 x 260 topTER interlocked sockets 579710* 1

* This box can be supplied also in HD Heavy Duty version.
The Code Number is 579720. 

Equipment included: screwcaps for double insulation.

Internal
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

236x145x76 575505 1

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

131 x 258 topTER interlocked sockets 579712 1

Characteristics: symmetrical design and does not need an "up-down" direction for 
installation.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115 x 270 topTER interlocked sockets 579711 1

Equipment included: screwcaps for double insulation.
Uses: can be mounted on panels made of sheet metal, wood, plasterboard or insulating 
material

For socket type Palazzoli
code

Pack 
Q.ty

topTER fused interlocked sockets 579855 1

Dimensions at page 404 Technical data at page 69

Technical accessories:

page 157

Thermoplastic 
standard uses

External
dimensions

(mm) 

N.
EN 50022
modules

Power
dissipation

(W)

Palazzoli
code

Pack 
Q.ty

284x172 12 40 575506 1

Equipment included: n. 2 modular covers code 579904.

topTER series
Vertical interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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Equipotential bars
for earth connection

Modular
covers

Coupling Þtting
with Pg threading 
for topTER distribution boards 
IP66 

Transportation
handles

Pair of stainless steel plates 
for wall mounting 
of topTER distribution boards 

Universal support 
for topTER distribution boards 
 

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 579012 10

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 570010 1

N.
EN 50022
modules

For boards
with code

Palazzoli
code

Pack 
Q.ty

2 all topTER, PRIMA, ULYSSE and TAIS boards579904 20

Uses: allows the unused modules to be covered, they ensure the IP40 protection rating.

N.
holes

Connecton
type

Palazzoli
code

Pack 
Q.ty

4 M5 screws for wire end up to 25mmq 579013 1

10 M5 screws for wire end up to 25mmq 579014 1

Equipment included: connection screws and Þxing supports.
Characteristics: suitable for topTER distribution boards with 239x456 and larger 
dimensions.

For boards
with code

Palazzoli
code

Pack 
Q.ty

all the topTER boards 579011 1

Pg Mounting
holes
(mm)

For cables
¯

(mm)

Palazzoli
code

Pack 
Q.ty

21 29 21 580250 1

Auxiliary contact NO+NC
for plug insertion signal

For socket type Palazzoli
code

Pack 
Q.ty

industrial and interlocked sockets 579850 1

Notes: topTER interlocked sockets set for 2 auxiliary contacts.

Technical data at page 69

Thermoplastic 
standard uses

topTER series
Vertical interlocked sockets
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Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body
material Technopolymer

Protection rating 
(IP as per 

IEC/EN 60529)
IP65

Colour RAL7035

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

960¡C (switch) 
850¡C (contact holder insert) 
850¡C (socket body)

Self-extinguishing
grade (as per UL94)

V0 (switch) 
V2 (contact holder insert) 
V2 (socket body)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK08

Rated
current 63A

Rated
voltage 110V - 400V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class II e

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

topTER 63A series low voltage switched 
sockets with mechanical interlock are a 
range of moulded products for standard 
uses, in compliance with the IEC/EN 60309-1,  
IEC/EN 60309-2 and IEC/EN 60309-4 standards.
The system, with or without fuses, with IP65 
protection rating, can be perfectly coordinated 
with topTER 16A and 32A products.
Sockets are equipped with the Easy Contact 
receptacles to allow the best performance in 
time for the electric contact and to facilitate 
connection and disconnection operations.
Fuses are located in ceramic housings in the 
frontal part of the socket behind a moulded lid. 
The interlock system is made of steel and the 
isolator switch is certiÞed with the AC3-AC23A 
category at rated current.
The range is completed by boxes and modular 
boards coordinated with those of the topTER 
series for 16A and 32A.

Rated operating current - isolator switch: 63A

Thermal current Ith A 63

AC21A A 63

AC22A A 63

AC23A A 63

AC23A

230V

kW

12

400V 21

500V 28

AC3

230V

kW

10

400V 17

500V 22

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Thermoplastic 
standard uses

Terminal speciÞcations: 63A

Entry diameters mm2 10 - 35

Entry sections Nm 3

topTER series
Vertical interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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EASY CONTACT

Thermoplastic 
standard uses

Dimensions at page 404 Technical data at page 76

Switched sockets
with mechanical interlock  
and fuse-holder ,
for ßush mounting 
50-60Hz IP65

Bottom box
for wall mounting 
of one 63A switched socket 
IP55

Distribution  board 
with  blind cover for 
one 63A switched socket 
IP65

Distribution  board 
with  trasparent window for
one 63A switched socket 
IP65

Switched sockets  
with  mechanical  interlock,
for ßush mounting 
50-60Hz IP65

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 110V ! 2P+! 4 481324 1

110V ! 3P+! 4 481334 1

110V ! 3P+N+! 4 481344 1

230V ! 2P+! 6 481326 1

230V ! 3P+! 9 481339 1

230V ! 3P+N+! 9 481349 1

400V ! 2P+! 9 481329 1

400V ! 3P+! 6 481336 1

400V ! 3P+N+! 6 481346 1

Equipment included: 6 x stainless steel screws for fastening to the distribution board or box.
Characteristics: padlockable handle.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 110V ! 2P+! 4 480324 1

110V ! 3P+! 4 480334 1

110V ! 3P+N+! 4 480344 1

230V ! 2P+! 6 480326 1

230V ! 3P+! 9 480339 1

230V ! 3P+N+! 9 480349 1

400V ! 2P+! 9 480329 1

400V ! 3P+! 6 480336 1

400V ! 3P+N+! 6 480346 1

Equipment included: 6 x stainless steel screws for fastening to the distribution board or box.
Characteristics: padlockable handle. Fuses not included.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115x290 63A topTER interlocked sockets 579400 1

Equipment included: screwcaps for double insulation.

N.
installable

sockets

Power
dissipation

(W)

Dimensions
(mm)

Palazzoli
code

Pack 
Q.ty

1 22 122x452 579421 1

Equipment included: screwcaps for double insulation.

N.
installable

sockets

N.
EN 50022
modules

Power
dissipation

(W)

External
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

1 5 22 122x452 579631 1��

Equipment included: screwcaps for double insulation. Modular covers.
Characteristics: padlockable modular window

fuses
D02

Technical accessories:

page 157

Technical accessories:

page 17

The multi-lamellar crown  in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

topTER series
Vertical interlocked sockets
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Switched sockets  
with mechanical interlock 
and fuse-holder, for ßush 
mounting 
50-60Hz IP55

Distribution boards   
with transparent window for  
TER switched sockets 
IP55

Switched sockets  
with mechanical interlock 
and EN 50022 rail, for ßush 
mounting 
50-60Hz IP55 

Socket
with safety transformer (SELV), 
for ßush mounting 
50-60Hz IP55 

Distribution boards  
with blind cover for  
TER switched sockets 
IP55

Rated
current

(A)

Frequency Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 230/24V~ 2P 150 480024 1

Equipment included: 6 stainless steel screws for fastening to the distribution board or box.

N.
installable

sockets

Power
dissipation

(W)

Dimensions
(mm)

Protection
rating

Palazzoli
code

Pack 
Q.ty

1 22 122x452 IP65 579421 1

2 40 250x452 IP55 579422 1

3 56 380x452 IP55 579423 1

Equipment included: screwcaps for double insulation.

N.
installable

sockets

N.
EN 50022
modules

Power
dissipation

(W)

External
dimensions

(mm)

Protection
rating

Palazzoli
code

Pack 
Q.ty

1 5 22 122x452 IP65 579631 ��1

2 12 40 250x452 IP55 579622 1

3 18 56 380x452 IP55 579623 1

Equipment included: screwcaps for double insulation.
Characteristics: padlockable modular window

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 480124 1

230V ! 2P+! 6 480126 1

400V ! 3P+! 6 480136 1

400V ! 3P+N+! 6 480146 1

32 110V ! 2P+! 4 480224 1

230V ! 2P+! 6 480226 1

400V ! 3P+! 6 480236 1

400V ! 3P+N+! 6 480246 1

380/440V ! 3P+! 3 480233 1

Equipment included: 6 stainless steel screws for fastening to the distribution board or box.
Characteristics: padlockable handle. Fuses not included

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 483126 1

400V ! 3P+! 6 483136 1

400V ! 3P+N+! 6 483146 1

32 230V ! 2P+! 6 483226 1

400V ! 3P+! 6 483236 1

400V ! 3P+N+! 6 483246 1

Equipment included: 6 stainless steel screws for fastening to the distribution board or box.
Characteristics: padlockable handle.

fuses
10,3x38

3 modules

3 modules

fuses
10,3x38

Vertical interlocked sockets with EN 50022 rail

Thermoplastic 
standard uses

Dimensions at page 404

Technical accessories:

page 157

TER series Stitech Co., Ltd    
Tel: 080-556-5553
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Flange 
for mounting 2 sockets or  
2 caps in a distribution board 
for TER switched sockets 
IP55 

Flange
for mounting 1 CEE 63A 
socket or inlet in a distribution 
board for TER switched 
sockets 
IP55 

Closing ßange
IP55 

Bottom box 
for wall mounting 
IP55 

Bottom box 
for ßush mounting 
IP55 

Bottom box 
for panel mounting 
IP55 

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115x290
63A with and without

fuseholder base
579400 1

Equipment included: screwcaps for double insulation.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

145x320 IP55 with fuseholder base 16/32A 579211 1

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

150x300  IP55 63A with and 
without fuseholder base 575502 1

 
Equipment included: screwcaps for double insulation.
Uses: for mounting of panels made of sheet metal, wood, plasterboard or insulating 
material.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115x290 interlocked with
fuse holder base 579902 1

 
Equipment included: 6 x stainless steel screws for fastening to the distribution board or box.

Dimensions 
(mm)

For socket type Palazzoli
code

Pack 
Q.ty

115x290 63A CEE  series 579910 1

Equipment included: 6 x stainless steel screws for fastening to the distribution board or box.

Vertical interlocked sockets with EN 50022 rail

Dimensions 
(mm)

N.
total

devices

Max with
65x83
ßange

Max with
88x100
ßange

Palazzoli
code

Pack 
Q.ty

115x290 2 2 2 579719 1

Equipment included:  x Þnishing frame for mounting compact socket-outlets, 
1 x 65 x 83 mm blind ßange. 
6 x stainless steel screws for fastening to the distribution board or box.

Thermoplastic 
standard uses

Dimensions at page 404

Technical accessories:

page 40 page  37

Technical accessories:

page 157

Technical accessories:

page 26 page 27 page 27

TER series
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ULYSSE series Thermosetting (GRP) 
heavy duty

Pre-wired quick assembly interlocked sockets

Suitable for  wine cellars, touristic port quays, plants, warehouses, garages, car parking, buildings and rooms with vapour 
generator. The white version is particularly suitable for food processing industries and medical areas.

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

ULYSSE series Thermosetting (GRP) 
heavy duty

Pre-wired quick assembly interlocked sockets

Pre-wired sockets and easy clipping mounting plates 
make ULYSSE heavy duty interlocked sockets quick to 
install.

With just a few codes you can realize endless solutions. 
Even the 63A socket is perfectly modular and this allows to 
keep the quick installation and aesthetic appearance.  

Design and expertise created a new kind of operation 
with semi spherical shape, easy to handle even with 
gloves on and padlockable in 0 and 1 positions.

ULYSSE is the only heavy duty interlocked socket with a 
white version, especially designed for food processing 
industries and medical areas, or to be used coordinated 
with topTER series. 

You can save up 
to 30% of time 
while installing, 
thanks to 
mounting with only 
two screws and 
pre-wired sockets
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17
5

17
5

415001 415002 425001 425002

415101 415102 425101 425102

125

125 125

50
0

250

250 250

250 375 500

415901 415902 415902 415903 415904

415001
415101

425001
425101

415001
415101

425001
425101

415002 o 415102

425002 o 425102

415002 o 415102

425002 o 425102

415002 o 415102

425002 o 425102

415002 o 415102

425002 o 425102

415002 o 415102

425002 o 425102

M125

5M 12M

M125 M125M125 M125 M125M125 M125M250 M250

5M 12M

Thermosetting (GRP) 
heavy duty

Easy Composer software allows for an easy combining of customized units. 
It is available on www.palazzoli.com or directly from the QR Code.

Fuses
16A-32A-63A

MCB
16A-32A-63A

Direct
16A-32A-63A

EN 50022 rail
16A-32A-63A

Transformer Fuses
16A-32A

Transformer

Page 84 Page 85 Page 86 Page 86 Page 87 Page 88 Page 88

Page 87 Page 89 Page 88

Page 89 Page 89

COMPOSITIONS

ULYSSE series
Pre-wired quick assembly interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body
material Thermosetting (GRP)

Protection rating 
(IP as per 

IEC/EN 60529)
IP66/IP67

Colour RAL5015 (cover) 
RAL7035 (base)

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

960¡C

Self-extinguishing
grade (as per UL94) V0

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK10

Rated
current 16A Ð 32A Ð 63A

Rated
voltage 24V - 500V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class II e

Storage
temperature -50¡C - +80¡C

Operating
temperature -25¡C - +50¡C

ULYSSE series low voltage switched sockets 
with mechanical interlock are a range of 
products in thermosetting (GRP) for heavy duty 
uses, in compliance with the IEC/EN 60309-1, 
IEC/EN 60309-2 and IEC/EN 60309-4 standards.
The system contains versions from 16A up to 
63A, with or without fuses, with MCB integrated 
or with an EN 50022 rail that can be Þtted with 
modular devices. 
All sockets have an IP66/IP67 protection rating 
and can be combined in compositions thanks 
to the boxes with blind cover or transparent 
window. The system is completely modular, all 
the sockets are pre-wired and can be snap 
mounted guaranteeing the coupling without 
any Þttings.
The versions above 32A are equipped with 
the Easy Contact receptacles to allow the 
best performance in time for the electric 
contact and to facilitate connection and 
disconnection operations. The protections are 
located in the frontal part of the body, behind 
a lid made of thermosetting (GRP).
The interlock system is made of steel and the 
isolator switch is certiÞed with the AC3-AC23A 
category at rated current.
The range is completed by a white version, 
especially designed for food processing 
industries and medical areas, or to use in 
coordination with the topTER series.

Rated operating current - isolator 
switch: 16A 32A 63A

Thermal current Ith A 16 32 63

AC21A
415V

A 16 32 63
500V

AC22A
415V

A 16 32 63
500V

AC23A

230V

A 16 32 63400V

500V

AC23A

230V

kW

4,5 8,5 20

400V 7,5 15 34

500V 8,5 17 44

AC3

230V

kW

4,5 8,5 18

400V 7,5 15 31

500V 8,5 17 40

Thermosetting (GRP) 
heavy duty

Pre-wiring data: 16A 32A 63A

Cable section mm2 2,5 6 10

Cable length cm 40 40 40

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance

ULYSSE series
Pre-wired quick assembly interlocked sockets
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Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 50-60Hz 110V ! 2P+! 4 400224 1

50-60Hz 110V ! 3P+! 4 400234 1

50-60Hz 110V ! 3P+N+! 4 400244 1

50-60Hz 230V ! 2P+! 6 400226 1

50-60Hz 230V ! 3P+! 9 400239 1

50-60Hz 230V ! 3P+N+! 9 400249 1

50-60Hz 400V ! 2P+! 9 400229 1

50-60Hz 400V ! 3P+! 6 400236 1

50-60Hz 400V ! 3P+N+! 6 400246 1

50-60Hz 500V ! 3P+! 7 400237 1

50-60Hz 500V ! 3P+N+! 7 400247 1

50-60Hz >50V �4�� ! 2P+! 12 401222 1

50-60Hz >50V �4�� ! 3P+! 12 401232 1

100-300Hz >50V ! 2P+! 10 400220 1

100-300Hz >50V ! 3P+! 10 400230 1

100-300Hz >50V ! 3P+N+! 10 400240 1

>300-500Hz >50V ! 2P+! 2 400222 1

>300-500Hz >50V ! 3P+! 2 400232 1

>300-500Hz >50V ! 3P+N+! 2 400242 1

60Hz 440Ö460V ! 3P+! 11 400231 1

60Hz 440-460V ! 3P+N+! 11 400241 1

DC >50Ö250V ! 2P+! 3 400223 1

50/60Hz 380/440V ! 3P+! 3 400233 1

50/60Hz 380/440V ! 3P+N+! 3 400243 1

�4��For insulation transformer.
 
Equipment included: all the sockets are pre-wired with peeled numbered cables. 
Characteristics:  fuses not included. Padlockable handle.

Switched sockets
in thermosetting (GRP) with 
mechanical interlock and  
fuse-holder, for wall mounting
IP66/IP67 

Switched sockets
in thermosetting (GRP) with 
mechanical interlock and  
fuse-holder, for wall mounting
IP66/IP67 

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 400124 1

50-60Hz 110V ! 3P+! 4 400134 1

50-60Hz 110V ! 3P+N+! 4 400144 1

50-60Hz 230V ! 2P+! 6 400126 1

50-60Hz 230V ! 3P+! 9 400139 1

50-60Hz 230V ! 3P+N+! 9 400149 1

50-60Hz 400V ! 2P+! 9 400129 1

50-60Hz 400V ! 3P+! 6 400136 1

50-60Hz 400V ! 3P+N+! 6 400146 1

50-60Hz 500V ! 3P+! 7 400137 1

50-60Hz 500V ! 3P+N+! 7 400147 1

50-60Hz >50V �4�� ! 2P+! 12 401122 1

50-60Hz >50V �4�� ! 3P+! 12 401132 1

100-300Hz >50V ! 2P+! 10 400120 1

100-300Hz >50V ! 3P+! 10 400130 1

100-300Hz >50V ! 3P+N+! 10 400140 1

>300-500Hz >50V ! 2P+! 2 400122 1

>300-500Hz >50V ! 3P+! 2 400132 1

>300-500Hz >50V ! 3P+N+! 2 400142 1

60Hz 440Ö460V ! 3P+! 11 400131 1

60Hz 440Ö460V ! 3P+N+! 11 400141 1

DC >50Ö250V ! 2P+! 3 400123 1

�4��For insulation transformer.

Equipment included: all the sockets are pre-wired with peeled numbered cables.
Characteristics: fuses not included. Padlockable handle.

entry
Pg29 

fuses
10,3x38

entry
Pg29 

fuses
14x51

Thermosetting (GRP) 
heavy duty

Dimensions at page 405 Technical data at page 83 Spare parts at page 358

MODULE 125 MODULE 125

Technical accessories:

page 35 page 157

Technical accessories:

page 35 page 157

pre-wired socketspre-wired sockets

ULYSSE series
Pre-wired quick assembly interlocked sockets

Stitech Co., Ltd    
Tel: 080-556-5553
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EASY CONTACT

Switched sockets  
in thermosetting (GRP) with 
mechanical interlock  and
MCB, for wall mounting
IP66/IP67 

Switched sockets
in thermosetting (GRP) with 
mechanical interlock  and
MCB, for wall mounting
IP66/IP67 

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+! 4 400324 1

50-60Hz 110V ! 3P+! 4 400334 1

50-60Hz 110V ! 3P+N+! 4 400344 1

50-60Hz 230V ! 2P+! 6 400326 1

50-60Hz 230V ! 3P+! 9 400339 1

50-60Hz 230V ! 3P+N+! 9 400349 1

50-60Hz 400V ! 2P+! 9 400329 1

50-60Hz 400V ! 3P+! 6 400336 1

50-60Hz 400V ! 3P+N+! 6 400346 1

50-60Hz 500V ! 3P+! 7 400337 1

50-60Hz 500V ! 3P+N+! 7 400347 1

50-60Hz >50V �4�� ! 2P+! 12 401322 1

50-60Hz >50V �4�� ! 3P+! 12 401332 1

60Hz 440Ö460V ! 3P+! 11 400331 1

60Hz 440Ö460V ! 3P+N+! 11 400341 1

DC >50Ö250V ! 2P+! 3 400323 1

�4��For insulation transformer.

Equipment included: all the sockets are pre-wired with peeled numbered cables. 
Characteristics: 63A socket is perfectly modular with 16A and 32A versions (same height 
and double width) and is installed in the same way with the same accessories. Fuses not 
included. Padlockable handle.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 403124 1

50-60Hz 110V ! 3P+! 4 403134 1

50-60Hz 110V ! 3P+N+! 4 403144 1

50-60Hz 230V ! 2P+! 6 403126 1

50-60Hz 230V ! 3P+! 9 403139 1

50-60Hz 230V ! 3P+N+! 9 403149 1

50-60Hz 400V ! 2P+! 9 403129 1

50-60Hz 400V ! 3P+! 6 403136 1

50-60Hz 400V ! 3P+N+! 6 403146 1

60Hz 440Ö460V ! 3P+! 11 403131 1

60Hz 440-460V ! 3P+N+! 11 403141 1

32 50-60Hz 110V ! 2P+! 4 403224 1

50-60Hz 110V ! 3P+! 4 403234 1

50-60Hz 110V ! 3P+N+! 4 403244 1

50-60Hz 230V ! 2P+! 6 403226 1

50-60Hz 230V ! 3P+! 9 403239 1

50-60Hz 230V ! 3P+N+! 9 403249 1

50-60Hz 400V ! 2P+! 9 403229 1

50-60Hz 400V ! 3P+! 6 403236 1

50-60Hz 400V ! 3P+N+! 6 403246 1

60Hz 440Ö460V ! 3P+! 11 403231 1

60Hz 440-460V ! 3P+N+! 11 403241 1

50/60Hz 380/440V ! 3P+! 3 403233 1

Switched sockets
in thermosetting (GRP) with 
mechanical interlock  and
fuse-holder , for wall mounting
IP66/IP67 

entry
2xPg29

fuses
22x58

entry
Pg29 

MCB 
4,5kA

curve C

entry
Pg29 

MCB 
6kA

curve C

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 50-60Hz 110V ! 2P+! 4 403324 1

50-60Hz 110V ! 3P+! 4 403334 1

50-60Hz 110V ! 3P+N+! 4 403344 1

50-60Hz 230V ! 2P+! 6 403326 1

50-60Hz 230V ! 3P+! 9 403339 1

50-60Hz 230V ! 3P+N+! 9 403349 1

50-60Hz 400V ! 2P+! 9 403329 1

50-60Hz 400V ! 3P+! 6 403336 1

50-60Hz 400V ! 3P+N+! 6 403346 1

60Hz 440Ö460V ! 3P+! 11 403331 1

60Hz 440-460V ! 3P+N+! 11 403341 1

Equipment included: all the sockets are pre-wired with peeled numbered cables. 
Characteristics: 63A socket is perfectly modular with 16A and 32A versions (same height 
and double width) and is installed in the same way with the same accessories. Padlockable 
handle.

entry
2xPg29 

MCB 
10kA

curve C

Thermosetting (GRP) 
heavy duty

Dimensions at page 405 Technical data at page 83 Spare parts at page 358

MODULE 250

MODULE 250

MODULE 125

Technical accessories:

page 35 page 157

Technical accessories:

page 35 page 157

The multi-lamellar crown  in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

pre-wired sockets

pre-wired sockets

pre-wired sockets

ULYSSE series
Pre-wired quick assembly interlocked sockets
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Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 406126 1

400V ! 3P+! 6 406136 1

400V ! 3P+N+! 6 406146 1

32 230V ! 2P+! 6 406226 1

400V ! 3P+! 6 406236 1

400V ! 3P+N+! 6 406246 1

380/440V ! 3P+! 3 406233 1

Equipment included: all the sockets are pre-wired up to the EN 50022 rail.
Characteristics: padlockable handle.

Switched sockets
in thermosetting (GRP) with 
mechanical  interlock and  
EN 50022 rail, for wall mounting
50-60Hz IP66/IP67

Switched sockets
in thermosetting (GRP) with 
mechanical  interlock and  
EN 50022 rail, for wall mounting
50-60Hz IP66/IP67

Switched sockets
in thermosetting (GRP) with 
mechanical interlock ,
for wall mounting 
50-60Hz IP66/IP67

Switched sockets
in thermosetting (GRP) with 
mechanical interlock ,
for wall mounting
50-60Hz IP66/IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 230V ! 2P+! 6 406326 1

400V ! 3P+! 6 406336 1

400V ! 3P+N+! 6 406346 1

Equipment included: all the sockets are pre-wired up to the EN 50022 rail.
Characteristics: 63A socket is perfectly modular with 16A and 32A versions (same height 
and double width) and is installed in the same way with the same accessories. Padlockable 
handle.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 230V ! 2P+! 6 408326 1

400V ! 3P+! 6 408336 1

400V ! 3P+N+! 6 408346 1

Equipment included: all the sockets are pre-wired with peeled numbered cables.
Characteristics: 63A socket is perfectly modular with 16A and 32A versions (same height 
and double width) and is installed in the same way with the same accessories. Padlockable 
handle.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 408126 1

400V ! 3P+! 6 408136 1

400V ! 3P+N+! 6 408146 1

32 230V ! 2P+! 6 408226 1

400V ! 3P+! 6 408236 1

400V ! 3P+N+! 6 408246 1

380/440V ! 3P+! 3 408233 1

Equipment included: all the sockets are pre-wired with peeled numbered cables. 
Characteristics: padlockable handle.

entry
Pg29 

4,5 modules

entry
Pg29 

4,5 modules

entry
Pg29 

entry
Pg29 

entry
2xPg29

6 modules

entry
2xPg29

Thermosetting (GRP) 
heavy duty

pre-wired sockets

pre-wired sockets

pre-wired sockets

pre-wired sockets

Dimensions at page 405 Technical data at page 83 Spare parts at page 358

Technical accessories:

page 35 page 157

Technical accessories:

page 35 page 157

ULYSSE series
Pre-wired quick assembly interlocked sockets

MODULE 125

MODULE 250

MODULE 125

MODULE 250

Stitech Co., Ltd    
Tel: 080-556-5553
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EASY COMPOSER

Socket
in thermosetting (GRP) 
with safety  transformer (SELV)
for wall mounting 
50-60Hz IP66/IP67

Boxes
in thermosetting (GRP) 
with  blind cover for
composition of socket boards 
IP66/IP67

Boxes
in thermosetting (GRP) 
with transparent window for
composition of socket boards
IP66/IP67

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16
entry
Pg29

230/24V~ 2P 150 409873 1

Equipment included: all the sockets are pre-wired with peeled numbered cables.
Characteristics: transformer with built-in thermal protection, enabled by a plug-activated 
bipolar microswitch.

External
dimensions

(mm)

N. upper
entry

N. lower
entry

Palazzoli
code

Pack 
Q.ty

125x175x128 Blind 1 415001 1

250x175x128 Blind 2 415002 1

Equipment included: coupling Þtting. Gaskets for interlocked socket-outlets.
Characteristics: smooth side walls with references for drilling.

External
dimensions

(mm)

N.
EN 50022
modules

N. upper
entry

N. lower
entry

Palazzoli
code

Pack 
Q.ty

125x175x128 5 Blind 1 415101 1

250x175x128 12 Blind 2 415102 1

Equipment included: modular covers, coupler, gaskets for interlocked socket-outlets.
Characteristics: smooth side walls with references for drilling.
Padlockable window.

Thermosetting (GRP) 
heavy duty

pre-wired sockets

Dimensions at page 405 Technical data at page 83 Spare parts at page 358

1. Select the socket type 2. Compose your board 3. Download the certiÞcates

Software for easy combining 
of customized units.

It is available on
www.palazzoli.com

Technical accessories:

page 43 page157

Technical accessories:

page 157 page 102

ULYSSE series
Pre-wired quick assembly interlocked sockets

MODULE 125
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Switched sockets 
in thermosetting (GRP) with 
mechanical interlock  and 
fuse-holder , for wall mounting
50-60Hz IP66/IP67

Sockets
in thermosetting (GRP) 
with safety transformer  (SELV),
for wall mounting  
50-60Hz IP66/IP67

Boxes
in thermosetting (GRP)
with blind cover  for
composition of socket boards 
IP66/IP67

Boxes
in thermosetting (GRP)
with transparent window  for 
composition of socket boards 
IP66/IP67

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16
entry
Pg29

230/24V~ 2P 150 429873 1

Equipment included: all the sockets are pre-wired with peeled numbered cables.
Characteristics: transformer with built-in thermal protection, enabled by a plug-activated 
bipolar microswitch.

External
dimensions

(mm)

N. upper
entry

N. lower
entry

Palazzoli
code

Pack 
Q.ty

125x175x128 Blind 1 425001 1

250x175x128 Blind 2 425002 1

Equipment included: coupling Þtting. Gaskets for interlocked socket-outlets. 
Characteristics: smooth side walls with references for drilling.

External
dimensions

(mm)

N.
EN 50022
modules

N. upper
entry

N. lower
entry

Palazzoli
code

Pack 
Q.ty

125x175x128 5 Blind 1 425101 1

250x175x128 12 Blind 2 425102 1

Equipment included: modular covers, coupler, gaskets for interlocked socket-outlets. 
Characteristics: smooth side walls with references for drilling.
Padlockable window.

Thermosetting (GRP) 
heavy duty

Pre-wired quick assembly white interlocked sockets

Dimensions at page 405 Technical data at page 83

Technical accessories:

page 43 page157

Technical accessories:

page 35 page 157

Technical accessories:

page 157 page 102

pre-wired sockets

pre-wired sockets

Spare parts at page 358

entry
Pg29
fuses

10,3x38

entry
Pg29
fuses
14x51

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 420126 1

400V ! 3P+! 6 420136 1

400V ! 3P+N+! 6 420146 1

32 230V ! 2P+! 6 420226 1

400V ! 3P+! 6 420236 1

400V ! 3P+N+! 6 420246 1

Equipment included: all the sockets are pre-wired with peeled numbered cables.
Characteristics: padlockable handle.

ULYSSE series

MODULE 125

MODULE 125

Stitech Co., Ltd    
Tel: 080-556-5553
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Dimensions 
(mm)

N. installable devices Palazzoli
code

Pack 
Q.ty

Mod. 125 Mod. 250

125x500 1 - 415901 1

250x500 2 1 415902 1

375x500 3 1 415903 1

500x500 4 2 415904 1

Equipment included: small plates for side coupling of plates.

N.
EN 50022
modules

For boxes
with dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

5 125x175x128 415011 1

12 250x175x128 415012 1

Fitting
diameter

Mounting
hole (mm)

Palazzoli
code

Pack 
Q.ty

Pg21/29 29 415000 100

Uses: in realizing compositions, it allows lateral coupling of boxes.

Dimensions 
(mm)

N. installable devices Palazzoli
code

Pack 
Q.ty

Mod. 125 Mod. 250

125x540 1 - 415801 1

250x540 2 1 415802 1

Equipment included: built-in threaded metal dowels, supplied with screws and stainless 
steel washers for fastening devices.

Mounting  plates
in steel with  easy clipping for
composition of socket boards 

Mounting  plates
in thermosetting  (GRP) for
composition of socket boards 

EN 50022 rails  for Þxing 
modular devices 
in boxes with blind cover

Kit for coupling
boxes
IP66/IP67

Thermosetting (GRP) 
heavy duty

Technical accessories:

page 99

Dimensions at page 405 Technical data at page 83

ULYSSE series
Pre-wired quick assembly interlocked sockets
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TAIS series Thermosetting (GRP) 
heavy duty

Interlocked sockets with increased security

Suitable for wine cellars, port areas, airports, cold rooms and industrial facilities. 

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

TAIS series Thermosetting (GRP) 
heavy duty

Interlocked sockets with increased security

All the products of the TAIS series are made of 
thermosetting (GRP), the material by Palazzoli that  
eliminates the propagation of ßames, does not emit toxic 
gases and resists over time the reaction to chemical 
agents.

The TAIS ÒheartÓ is an isolator switch with the AC3-AC23A  
category at rated current that allows safe operation even 
with highly inductive loads.

The fuse-holder base in ceramic and interlock system in 
steel, which are tightly Þxed on the bottom of the socket, 
are the best materials for the maximum safety. 

TAIS operation is the only patented system that allows 
to identify the switch status even at far distance. It is 
predisposed to be padlocked in positions 0 and 1.

The most 
complete system 
of interlocked 
sockets and 
isolator switches. 
You can install 
and forget !
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Thermosetting (GRP) 
heavy duty

Easy Composer software allows for an easy combining of customized units. 
It is available on www.palazzoli.com or directly from the QR Code.

Fuses
 16A-32A-63A

Direct
16A-32A-63A

MCB
16A-32A-63A

EN 50022 rail
16A-32A-63A

Transformer Electrical interlock
63A-125A

Transformer

Page Page 96 Page 96 Page 97 Page 97 Page 100 Page100

Fused switches
16A-32A-63A

MCB
16A-32A-63A

Switches
 100A - 600A

Fused switches
100A - 250A

Page 98 Page 98 Page 184 Page 185

Page 99 Page 99 Page 98 Page 98 Page 101 Page 101

Page 99 Page 99 Page 101

TAIS series
Interlocked sockets with increased security

Stitech Co., Ltd    
Tel: 080-556-5553
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M25 538425
M32  538432

M95 M125 M95 M95M125

125 190 190

18
5

18
5

18
5

50
0

63
0

532200

532220

532300

538800 538801

532301 532311

532201 532211

250 290 380

532219

538802 538803 5388042x538801

532302 532303 532304

532202 532203 532204

532202
o

532302
o

532219

532200
o

532300
o

532220

532201/211
o

532301/311

532203
o

532303

532204
o

532304

532204
o

532304   

M25M25

M25M25

Thermosetting (GRP) 
heavy duty

INTERLOCKED SOCKETS

16A
230V 2P+! 470126 472620 

400V 3P+! 470136 472730 

400V 3P+N+! 470146 472830 

32A
230V 2P+! 469226 468226 

400V 3P+! 469236 468236 

400V 3P+N+! 470246  472831

63A
400V 3P+! 470336 472732

400V 3P+N+! 470336 472832

16A 24V 2P 150 VA 469873

COUPLING FITTINGS

COMPOSITIONS

entry
M25

entry
M32

entry
M25

entry
M25

entry
M32

TAIS series
Interlocked sockets with increased security
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Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body
material Thermosetting (GRP)

Protection rating 
(IP as per 

IEC/EN 60529)

IP66/IP67 (Module 95)
IP67 (Module 125-250)

Colour RAL5015 (cover) 
RAL7042 (base)

Resistance to
abnormal heat and Þre 

(ÒGlow WireÓas per 
IEC/EN 60695-2-10)

960¡C

Self-extinguishing
grade (as per UL94) V0

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK10

Rated
current 16A Ð 32A Ð 63A Ð 125A

Rated
voltage 24V - 690V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class II e

Storage
temperature -50¡C - +80¡C

Operating
temperature -25¡C - +50¡C

TAIS series low voltage switched sockets 
with mechanical or electrical interlock are 
a range of products in thermosetting (GRP) 
for heavy duty uses, in compliance with the  
IEC/EN 60309-1, IEC/EN 60309-2 and  
IEC/EN 60309-4 standards.
The system contains versions from 16A up 
to 125A, with or without fuses, with MCB 
integrated or with an EN 50022 rail that can 
be Þtted with modular devices.  All the sockets 
have an IP67 or IP66/IP67 protection rating 
and can be combined in compositions thanks 
to the boxes with blind cover or transparent 
window.
The versions above 32A are equipped with 
the Easy Contact receptacles to allow the 
best performance in time for the electric 
contact and to facilitate connection and 
disconnection operations.
The circuit protection, such as the fuses 
located in ceramic holder base and the MCBs 
Þxed on EN 50022 rail, are tightly Þxed on 
the bottom of the socket and accessible by 
opening the frontal lid made of thermosetting 
(GRP).
The interlock system is made of steel and the 
isolator switch is certiÞed with the AC3-AC23A 
category at rated current.

Rated operating current - isolator 
switch: 16A 32A 63A

Thermal current Ith A 16 32 63

AC21A
415V

A 16 32 63
500V

AC22A
415V

A 16 32 63
500V

AC23A

230V

A 16 32 63400V

500V

AC23A

230V

kW

4,5 8,5 20

400V 7,5 15 34

500V 8,5 17 44

AC3

230V

kW

4,5 8,5 18

400V 7,5 15 31

500V 8,5 17 40

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance

Terminal speciÞcations: 16A 32A 63A

Entry diameters mm2 1 - 10 6 - 16

Entry sections Nm 2

Thermosetting (GRP) 
heavy duty

TAIS series
Interlocked sockets with increased security

Stitech Co., Ltd    
Tel: 080-556-5553
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MODULE 95 MODULE 125

125
Module 125 sockets are predisposed for bottom entry

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 472610�� 1

50-60Hz 110V ! 3P+! 4 472710�� 1

50-60Hz 110V ! 3P+N+! 4 472810�� 1

50-60Hz 230V ! 2P+! 6 472620�� 1

50-60Hz 230V ! 3P+! 9 472720�� 1

50-60Hz 230V ! 3P+N+! 9 472820�� 1

50-60Hz 400V ! 2P+! 9 472630�� 1

50-60Hz 400V ! 3P+! 6 472730�� 1

50-60Hz 400V ! 3P+N+! 6 472830�� 1

50-60Hz 500V ! 3P+! 7 472750�� 1

50-60Hz 500V ! 3P+N+! 7 472840�� 1

50-60Hz >50V �4�� ! 2P+! 12 472640�� 1

50-60Hz >50V �4�� ! 3P+! 12 472760�� 1

100-300Hz >50V ! 2P+! 10 472650�� 1

100-300Hz >50V ! 3P+! 10 472780�� 1

100-300Hz >50V ! 3P+N+! 10 472870�� 1

>300-500Hz >50V ! 2P+! 2 472660�� 1

>300-500Hz >50V ! 3P+! 2 472790�� 1

>300-500Hz >50V ! 3P+N+! 2 472880�� 1

60Hz 440Ö460V ! 3P+! 11 472740�� 1

60Hz 440Ö460V ! 3P+N+! 11 472850�� 1

DC >50Ö250V ! 2P+! 3 472670�� 1

32 50-60Hz 110V ! 2P+! 4 468224�� 1

50-60Hz 110V ! 3P+! 4 468234�� 1

50-60Hz 230V ! 2P+! 6 468226�� 1

50-60Hz 230V ! 3P+! 9 468239�� 1

50-60Hz 400V ! 2P+! 9 468229�� 1

50-60Hz 400V ! 3P+! 6 468236�� 1

50/60Hz 380/440V ! 3P+! 3 468233�� 1

Characteristics: handle predisposed to be padlocked. Fuses not included.
Notes: special conÞgurations upon request.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 50-60Hz 110V ! 2P+! 4 472611�� 1

50-60Hz 110V ! 3P+! 4 472711�� 1

50-60Hz 110V ! 3P+N+! 4 472811�� 1

50-60Hz 230V ! 2P+! 6 472621�� 1

50-60Hz 230V ! 3P+! 9 472721�� 1

50-60Hz 230V ! 3P+N+! 9 472821�� 1

50-60Hz 400V ! 2P+! 9 472631�� 1

50-60Hz 400V ! 3P+! 6 472731�� 1

50-60Hz 400V ! 3P+N+! 6 472831�� 1

50-60Hz 500V ! 3P+! 7 472751�� 1

50-60Hz 500V ! 3P+N+! 7 472841�� 1

50-60Hz 690V ! 3P+! 5 472754�� 1

50-60Hz 690V ! 3P+N+! 5 472854�� 1

50-60Hz >50V �4�� ! 2P+! 12 472641�� 1

50-60Hz >50V �4�� ! 3P+! 12 472761�� 1

100-300Hz >50V ! 2P+! 10 472651�� 1

100-300Hz >50V ! 3P+! 10 472781�� 1

100-300Hz >50V ! 3P+N+! 10 472871�� 1

>300-500Hz >50V ! 2P+! 2 472661�� 1

>300-500Hz >50V ! 3P+! 2 472791�� 1

>300-500Hz >50V ! 3P+N+! 2 472881�� 1

60Hz 440Ö460V ! 3P+! 11 472741�� 1

60Hz 440Ö460V ! 3P+N+! 11 472851�� 1

DC >50Ö250V ! 2P+! 3 472671�� 1

50/60Hz 380/440V ! 3P+! 3 472771�� 1

50/60Hz 380/440V ! 3P+N+! 3 472861�� 1

63 50-60Hz 110V ! 2P+! 4 472612�� 1

50-60Hz 110V ! 3P+! 4 472712�� 1

50-60Hz 110V ! 3P+N+! 4 472812�� 1

50-60Hz 230V ! 2P+! 6 472622 1

50-60Hz 230V ! 3P+! 9 472722�� 1

50-60Hz 230V ! 3P+N+! 9 472822�� 1

50-60Hz 400V ! 2P+! 9 472632�� 1

50-60Hz 400V ! 3P+! 6 472732�� 1

50-60Hz 400V ! 3P+N+! 6 472832 1

50-60Hz 500V ! 3P+! 7 472752�� 1

50-60Hz 500V ! 3P+N+! 7 472842�� 1

50-60Hz 690V ! 3P+! 5 472755�� 1

50-60Hz 690V ! 3P+N+! 5 472855�� 1

50-60Hz >50V �4�� ! 2P+! 12 472642�� 1

50-60Hz >50V �4�� ! 3P+! 12 472762�� 1

60Hz 440Ö460V ! 3P+! 11 472742�� 1

60Hz 440Ö460V ! 3P+N+! 11 472852�� 1

DC >50Ö250V ! 2P+! 3 472672�� 1

Characteristics: handle predisposed to be padlocked. Fuses not included.
Notes: special conÞgurations upon request.

Switched sockets
in thermosetting (GRP) with 
mechanical interlock  and
fuse-holder , for wall mounting
IP66/IP67

Switched sockets
in thermosetting (GRP) with 
mechanical interlock  and
fuse-holder , for wall mounting
IP67

entry
M25

fuses
E16
NDZ

entry
M32

fuses
E33
DIII

entry
M32

fuses
E33
DIII

entry
M25

fuses
E16
NDZ

Technical accessories:

page 35 page 157 page 190 page 99

Technical accessories:

page 35 page 157 page 190 page 99

Thermosetting (GRP) 
heavy duty

Dimensions at page 406 Technical data at page 94 Spare parts at page 357-358

TAIS series
Interlocked sockets with increased security
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MODULE 95MODULE 125

MODULE 125

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 474210�� 1

50-60Hz 110V ! 3P+! 4 474310�� 1

50-60Hz 110V ! 3P+N+! 4 474410�� 1

50-60Hz 230V ! 2P+! 6 474220�� 1

50-60Hz 230V ! 3P+! 9 474320�� 1

50-60Hz 230V ! 3P+N+! 9 474420�� 1

50-60Hz 400V ! 2P+! 9 474230�� 1

50-60Hz 400V ! 3P+! 6 474330�� 1

50-60Hz 400V ! 3P+N+! 6 474430�� 1

60Hz 440Ö460V ! 3P+! 11 474340�� 1

60Hz 440Ö460V ! 3P+N+! 11 474450�� 1

32 50-60Hz 110V ! 2P+! 4 474611�� 1

50-60Hz 110V ! 3P+! 4 474711�� 1

50-60Hz 110V ! 3P+N+! 4 474811�� 1

50-60Hz 230V ! 2P+! 6 474621�� 1

50-60Hz 230V ! 3P+! 9 474721�� 1

50-60Hz 230V ! 3P+N+! 9 474821�� 1

50-60Hz 400V ! 2P+! 9 474631�� 1

50-60Hz 400V ! 3P+! 6 474731�� 1

50-60Hz 400V ! 3P+N+! 6 474831�� 1

60Hz 440Ö460V ! 3P+! 11 474741�� 1

60Hz 440Ö460V ! 3P+N+! 11 474851�� 1

50/60Hz 380/440V ! 3P+! 3 474771�� 1

63 50-60Hz 110V ! 2P+! 4 474612�� 1

50-60Hz 110V ! 3P+! 4 474712�� 1

50-60Hz 110V ! 3P+N+! 4 474812�� 1

50-60Hz 230V ! 2P+! 6 474622�� 1

50-60Hz 230V ! 3P+! 9 474722�� 1

50-60Hz 230V ! 3P+N+! 9 474822�� 1

50-60Hz 400V ! 2P+! 9 474632�� 1

50-60Hz 400V ! 3P+! 6 474732�� 1

50-60Hz 400V ! 3P+N+! 6 474832�� 1

60Hz 440Ö460V ! 3P+! 11 474742�� 1

60Hz 440Ö460V ! 3P+N+! 11 474852�� 1

Characteristics: handle predisposed to be padlocked. Lamp indicating presence of voltage.
Notes: special conÞgurations upon request.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 470126�� 1

400V ! 3P+! 6 470136�� 1

400V ! 3P+N+! 6 470146�� 1

32 230V ! 2P+! 6 469226���� 1

  400V ! 3P+! 6 469236�� 1

380/440V ! 3P+! 3 469233�� 1

Characteristics: handle predisposed to be padlocked. 
Notes: special conÞgurations upon request.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 110V ! 2P+! 4 467124�� 1

230V ! 2P+! 6 467126�� 1

400V ! 3P+! 6 467136�� 1

400V ! 3P+N+! 6 467146�� 1

32 230V ! 2P+! 6 470226�� 1

400V ! 3P+! 6 470236�� 1

400V ! 3P+N+! 6 470246�� 1

380/440V ! 3P+! 3 470233�� 1

63 230V ! 2P+! 6 470326�� 1

400V ! 3P+! 6 470336�� 1

400V ! 3P+N+! 6 470346�� 1

Characteristics: handle predisposed to be padlocked. 
Notes: special conÞgurations upon request.

Switched sockets
in thermosetting (GRP) with 
mechanical interlock  and
MCB, for wall mounting
IP67

Switched sockets
in thermosetting (GRP) with 
mechanical interlock ,
for wall mounting 
50-60Hz IP66/IP67

Switched sockets
in thermosetting (GRP) with 
mechanical interlock ,
for wall mounting 
50-60Hz IP67

entry
M25

MCB 4,5kA
curve C

entry
M25

entry
M25

entry
M25

entry
M32

entry
M32

entry
M32

MCB 6kA
curve C

entry
M32

MCB 10kA
curve C

Thermosetting (GRP) 
heavy duty

Dimensions at page 406 Technical data at page 94 Spare parts at page 357-358

125
Module 125 sockets are predisposed for bottom entry

125
Module 125 sockets are predisposed for bottom entry

Technical accessories:

page 35 page 157 page 99

Technical accessories:

page 35 page 157 page 99

TAIS series
Interlocked sockets with increased security

Stitech Co., Ltd    
Tel: 080-556-5553
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EASY COMPOSER

MODULE 125 MODULE 95

MODULE 125

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 472020 1

400V ! 3P+! 6 472130 1

400V ! 3P+N+! 6 472240 1

32 230V ! 2P+! 6 472021 1

400V ! 3P+! 6 472131 1

400V ! 3P+N+! 6 472241 1

380/440V ! 3P+! 3 472133 1

63 230V ! 2P+! 6 472022 1

400V ! 3P+! 6 472132 1

400V ! 3P+N+! 6 472242 1

Equipment included: all the sockets are pre-wired up to the EN 50022 rail.
Characteristics: padlockable window and with tamper-proof screw.
Notes: special conÞgurations upon request.

Switched sockets
in thermosetting (GRP) with 
mechanical interlock and
EN 50022 rail , for wall mounting
50-60Hz IP67

Sockets
in thermosetting (GRP)
with safety transformer  (SELV), 
for wall mounting 
50-60Hz IP67

Sockets
in thermosetting (GRP)
with safety transformer  (SELV), 
for wall mounting 
50-60Hz IP67

entry
M25

4 modules

entry
M32

4 modules

entry
M32

4 modules

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16
entry
M25

230/24V 2P 150 469873 1

Characteristics: continuous class II duty safety transformer enabled by the plug-activated 
microswitch.

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16
entry
M25

230/24V 2P 144 471873 1

400/24V 2P 144 471893 1

Characteristics: continuous class II duty safety transformer enabled by the plug-activated 
microswitch.

Thermosetting (GRP) 
heavy duty

Dimensions at page 406 Technical data at page 94 Spare parts at page 357-358

125
Module 125 sockets are predisposed for bottom entry

1. Select the socket type 2. Compose your board 3. Download the certiÞcates

Software for easy combining of customized units.

It is available on www.palazzoli.com

Technical accessories:

page 35 page 157 page 99

Technical accessories:

page 43 page 157 page 99

TAIS series
Interlocked sockets with increased security

IN
T

E
R

LO
C

K
E

D
 

S
O

C
K

E
T

S

Stitech Co., Ltd    
Tel: 080-556-5553



98

MODULE 95

Switches
in thermosetting (GRP)
with fuse-holder base
for wall mounting 
IP66/IP67

Switches
in thermosetting (GRP)
with fuse-holder base
for wall mounting 
IP67

MCBs
in thermosetting (GRP) 
with signalling lamp, 
for wall mounting 
IP67

Boxes
in thermosetting (GRP)
predisposed for  
TAIS-MIGNON devices

Boxes
in thermosetting (GRP) 
with P17/P30 schuko sockets  
plugged-in in watertight caps
IP66

Rated
current

(A)

Poles Entry/exit Palazzoli
code

Pack 
Q.ty

16 3P M25 290163 1

fuses E16 NDZ 4P M25 290164 1

32 3P M25 290323 1

fuses E33 NDZ 4P M25 290324 1

Characteristics: handle predisposed to be padlocked. Fuses not included.

External
dimensions

(mm)

Installable
devices

Palazzoli
code

Pack 
Q.ty

125x185 1 532210 1

250x185 2 532209 1

Characteristics: the box can be directly wall mounted or installed in compositions. 
Supplied with drilling template.

External
dimensions

(mm)

Socket
type

Palazzoli
code

Pack 
Q.ty

125x185 1 x P30/P17 532220 1
250x185 2 x P30/P17 532219 1

Characteristics: the box can be directly wall mounted or installed in compositions. 
Supplied with drilling template.

Rated
current

(A)

Poles Entry/exit Palazzoli
code

Pack 
Q.ty

16 3P M25 291163 1

MCB 4,5kA curve C 4P M25 291164 1

32 3P M32 291323 1

MCB 6kA curve C 4P M32 291324 1

63 3P M32 291633 1

MCB 10kA curve C 4P M32 291634 1

Characteristics: handle predisposed to be padlocked.

Rated
current

(A)

Poles Entry/exit Palazzoli
code

Pack 
Q.ty

63 3P M32 290762 1

fuses E33 DIII 4P M32 290763 1

Characteristics: handle predisposed to be padlocked. Fuses not included.

Thermosetting (GRP) 
heavy duty

Dimensions at page 422 Technical data at page 94 Spare parts at page 357

MODULE 125

MODULE 125

Technical accessories:

page 156 page 178 page 102

Technical accessories:

page 157 page 102

Technical accessories:

page 157 page 99

Technical accessories:

page 157 page 190 page 99

TAIS series
Interlocked sockets with increased security

Stitech Co., Ltd    
Tel: 080-556-5553
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Boxes
in thermosetting (GRP) 
with blind cover  for
composition of socket boards 
IP66/IP67

Boxes
in thermosetting (GRP) 
with transparent window for
composition of socket boards 
IP66/IP67

Fitting for rapid coupling
in technopolymer, for 
composition of socket boards 
IP66/IP67

Mounting  plates
in thermosetting (GRP) 
with guided system  for
composition of socket boards 

Hole
type

Mounting
hole
(mm)

Max diameter
for cable passage

(mm)

Palazzoli
code

Pack 
Q.ty

M25 25,5 16 538425 1

M32 32,5 20 538432 1 

Thermosetting (GRP) 
heavy duty

Dimensions at page 407-416 Technical data at page 94

External
dimensions

(mm)

Holes Max number 
of installable sockets

Palazzoli
code

Pack 
Q.ty

Mod. 95 Mod. 125

125x185x125 - 1 1 532200 1

190x185x125 - 2 - 532201 1

190x185x125 2xM25 2 - 532211 1

250x185x125 - 2 2 532202 1

290x185x125 - 3 - 532203 1

380x185x125 - 4 3 532204 1

Equipment included: code 532211 with 2 Þttings M25 for rapid coupling.
Characteristics: supplied with drilling template.

External
dimensions

(mm)

Max number
of installable sockets

Palazzoli
code

Pack 
Q.ty

Mod. 95 Mod. 125

125x630 1 1 538800 1

190x500 2 - 538801 1

250x630 2 2 538802 1

290x500 3 - 538803 1

380x630 3 3 538804 1

Equipment included: built-in threaded metal dowels, supplied with screws and stainless 
steel washers for fastening.

External
dimensions

(mm)

Holes Max number 
of installable sockets

N.
EN 50022
modules

Palazzoli
code

Pack 
Q.ty

Mod. 95 Mod. 125

125x185x150 - 1 1 5 532300 1

190x185x150 - 2 - 8 532301 1

190x185x150 2xM25 2 - 8 532311 1

250x185x150 - 2 2 12 532302 1

290x185x150 - 3 - 14 532303 1

380x185x150 - 4 3 19 532304 1

Equipment included: code 532311 with 2 Þttings M25 for rapid coupling.
Characteristics: supplied with drilling template.

Technical accessories:

page 157 page 102 page 155

Coupling Þtting 
for mounting plates

For plates
code

Palazzoli
code

Pack 
Q.ty

538701, 538702, 538703, 538711, 538712 538791 50

Uses: these snap-on devices are Þxed into their housings on the base plates for interlocked 
socket-outlets.

TAIS series
Interlocked sockets with increased security
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MODULE 250 MODULE 250

Socket
in thermosetting (GRP)
with safety transformer  (SELV), 
for wall mounting 
50-60Hz IP67

Switched sockets
in thermosetting (GRP) with 
electrical interlock and 
MCB, for wall mounting
50-60Hz IP65

Switched sockets
in thermosetting (GRP) with 
electrical interlock, MCB and 
RCD, for wall mounting
50-60Hz IP65

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+! 6 478336 1

window b 400V ! 3P+N+! 6 478346 1

500V ! 3P+! 7 478337 1

500V ! 3P+N+! 7 478347 1

125 400V ! 3P+! 6 478436 1

window b 400V ! 3P+N+! 6 478446 1

500V ! 3P+! 7 478437 1

500V ! 3P+N+! 7 478447 1

Characteristics: complete with pilot contact for electrical interlock. The screws can be 
sealed.

Rated
current

(A)

Rated
voltage

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 230/48V~ 2P 720 471819 1

window b 400/48V~ 2P 720 471839 1

Characteristics: continuous class II duty safety transformer enabled by the plug-activated 
microswitch. The screws can be sealed.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+! 6 476336 1

window b 400V ! 3P+N+! 6 476346 1

500V ! 3P+! 7 476337 1

500V ! 3P+N+! 7 476347 1

125 400V ! 3P+! 6 476436 1

window b 400V ! 3P+N+! 6 476446 1

500V ! 3P+! 7 476437 1

500V ! 3P+N+! 7 476447 1

Characteristics: complete with pilot contact for electrical interlock. The screws can be 
sealed.

Thermosetting (GRP) 
heavy duty

Dimensions at page 407 Technical data at page 94

Technical accessories:

page 35 

ELECTRICALLY INTERLOCKED SOCKET PROTECTION CHARACTERISTICS

MCB  
Rated impulse seal voltage Ui 500V 
Rated impulse-withstand voltage Uimp 800V 
Breaking capacity Icu (400V) 18kA 
Breaking capacity Icu (500V) 8kA 
Mechanical duration 25000 operations 
Electrical duration 8000 operations 
Overload protection regulation 0,7-1 x In 
Short circuit protection 10 x In 
Neutral protection 100%
  
RCD  
Protection type A - AC 
Operating voltage 85-500V 
Operating frequency 45-66Hz 
Failure frequency 50-60Hz 
Intervention threshold regulation 0,03A - 0,1A - 0,3A - 0,5A - 1A - 3A 
Intervention time instantaneous

CONNECTING SCHEME

 USER EXTENSION SHAFT CEE SOCKET WITH
   ELECTRICAL INTERLOCK

PLUG PLUG

CABLE

CONNECTOR

MODULE 250

TAIS series
Interlocked sockets with increased security

Technical accessories:

page 43

Stitech Co., Ltd    
Tel: 080-556-5553
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Boxes
in thermosetting (GRP) for 
compositions of socket 
boards 
IP67

Blind ßanges
ßat, in thermosetting (GRP), 
for windowed walls 
IP67

Blind ßanges
raised, in thermosetting 
(GRP), for windowed walls 
IP67

Supports for bus bars
for TAIS boxes

Type Window
dimensions

(mm)

Flange
height
(mm)

Palazzoli
code

Pack 
Q.ty

a 110x60 15 538110 2

b 175x60 15 538210 2

Uses: closing the cable entry windows. Holes can be made for applying cable glands. 

Type Window
dimensions

(mm)

Flange
height
(mm)

Palazzoli
code

Pack 
Q.ty

a 110x60 45 538130 2

b 175x60 45 538230 2

Uses: closing the cable entry windows.
Holes can be drilled for applying cable glands.
The increased height aids entry of large cables or pipes and facilitates easier cabling.

Installable
on window

type

Installable
bus bars

(mm)

Palazzoli
code

Pack 
Q.ty

a 3 of 16x4 (16x5 - 20x4 - 20x5), 
2 of 16x4 (earth and neutral), 

3 of ¿ 9 (auxiliary circuits)
538180 1

b 3 of 25x5 (25x6 - 32x5 - 32x6),
2 of 25x5 (earth and neutral)
3 of ¿ 11 (auxiliary circuits)

538280 1

Uses: used for locating conducting busbars Ð suited only to the TAIS range with windows 
type ÒaÓ and ÒbÓ.

Thermosetting (GRP) 
heavy duty

Technical data at page 94

Technical accessories:

page 155 page 145

Technical accessories:

page 157

Spare parts at page 360

Blind covers
low, in thermosetting (GRP) 
for TAIS boxes 
IP67

Windowed covers 
in polycarbonate 
for TAIS boxes
IP67

For boxes
with dimensions

(mm)

Cover
height
(mm)

Palazzoli
code

Pack 
Q.ty

250x185 25 535321 1

Equipment included: screws that can be sealed.

For boxes
with dimensions

(mm)

Cover
height
(mm)

N.
EN 50022
modules

Palazzoli
code

Pack 
Q.ty

250x185 80 11 535643 1

Equipment included: screws that can be sealed, EN 50022 rail and scre for mounting on 
the plate.
Characteristics: padlockable window with tamper-proof screws. 

External
dimensions

(mm)

Window
type

Installable socket module Palazzoli
code

Pack 
Q.ty

250x185x115

h 2x95/2x125 531220 1

f 1 x Win. ÒbÓ 
2x95/2x125/1x250 531221 1

f 1 x Win. ÒbÓ 
2x95/2x125/1x250 531331 1

Equipment included: back plate. Drilling template
Notes: complete series at page 145.

�E

�E

TAIS series
Interlocked sockets with increased security
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Back plates
in galvanized steel 
for junction boxes 

Tamper-proof kit
for sealing

Milling cutters,  cup shaped, 
in steel, for quick drill 
connection, tungsten carbide 
gear teeth, speciÞc for 
thermosetting  

Locknuts
in insulating material 
with metric threading

Cable gland
in insulating material 
with metric threading
with  long thread
IP68

For quick mounting
boxes with dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

125x185 532700 1

190x185 532701 1

250x185 532702 1

290x185 532703 1

380x185 532704 1

Uses: for fastening terminal blocks or non-modular Þxtures.

Threading Palazzoli
code

Pack 
Q.ty

M12x1,5 581212 50

M16x1,5 581216 50

M20x1,5 581220 50

M25x1,5 581225 50

M32x1,5 581232 50

M40x1,5 581240 20

M50x1,5 581250 10

M63x1,5 581263 5

Uses: for Þxing cable glands with metric thread on walls with holes.

Screw
type

Description Palazzoli
code

Pack 
Q.ty

M5x20 stainless steel screws 532100 1

Characteristics: cylindrical head hexagonal slot screws and 90¡ double crossed drilling.

Hole
type

Diameter
(mm)

Palazzoli
code

Pack 
Q.ty

Pg13,5 20

538400 1
Pg16 22

Pg21 29

Pg29 38

Pg36 46

M20 20,5

538410 1
M25 25,5

M32 32,5

M40 40,5

Threading Mounting
hole
(mm)

Closing
diameter

(mm)

Thread
length
(mm)

Palazzoli
code

Pack 
Q.ty

M12x1,5 12,5 2,5-6,5 15 581112 100

M16x1,5 16,5 3,5-10 15 581116 50

M20x1,5 20,5 7-14 15 581120 50

M25x1,5 25,5 9-18 15 581125 25

M32x1,5 32,5 14-25 15 581132 20

M40x1,5 40,5 18-32 16 581140 10

M50x1,5 50,5 24-38,5 16 581150 5

M63x1,5 63,5 35-48 16 581163 5

Thermosetting (GRP) 
heavy duty

Transparent lid
in polycarbonate 
for modular devices

N. 
EN 50022
modules

Dimensions
(mm)

Palazzoli
code

Pack 
Q.ty

4 92x84x30 538610 10

6,5 or 7,5 152x84x30 538620 10

9 or 11 214x84x30 538630 5

Characteristics: tamper-proof screws and padlockable window.

Technical data at page 94

TAIS series
Interlocked sockets with increased security

Stitech Co., Ltd    
Tel: 080-556-5553
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Boxes 
in thermosetting (GRP) 
with blind cover for
compositions of socket 
boards 
IP67

Boxes 
in thermosetting (GRP) 
with  transparent window for
compositions of socket 
boards 
IP67

Mounting  plates
in thermosetting (GRP) for 
composition of socket boards 

Back plates
in galvanized steel 
for TAIS junction boxes

Adaptors 
from Pg hole to metric hole 
IP67

Dimensions
(mm)

N. 
installable 

socket

Installable
device
module

Palazzoli
code

Pack 
Q.ty

185x501 2 2X95 538703 1

125x630 1 95/125 538711 1

250x630 2 125+125/125+95/95+125 538712 1

Equipment included: built-in threaded metal dowels, supplied with screws and stainless 
steel washers for fastening.

For boxes
with dimensions

For boxes
with code

Palazzoli
code

Pack 
Q.ty

125x125 532016, 532016EX 532716 1

185x125 532017, 532017EX 532717 1

250x125 532018 532718 1

Uses: for fastening terminal blocks or non-modular devices.

Thermosetting (GRP) 
heavy duty

External
dimensions

(mm)

Window
type

Installable
socket
module

Power 
dissipation 

(W)

Palazzoli
code

Pack 
Q.ty

125x125x125
Blind walls

95 / 125 13 532016 1

185x125x125
Blind walls

95 + 95 15   532017 1

250x125x125
Blind walls

125 + 125 20   532018 1

Characteristics: supplied with drilling template.

External
dimensions

(mm)

Window
type

Installable 
socket 
module

EN 50022 
module 
number

Power 
dissipation 

(W)

Palazzoli
code

Pack 
Q.ty

125x125x125
Blind walls

95 / 125 4 13  532516 1

185x125x125
Blind walls

95 + 95 6,5 15  532557 1

250x125x125
Blind walls

125 + 125 9 20  532658 1

Characteristics: supplied with drilling template.
Padlockable window and with tamper-proof screws.

Technical accessories:

page 155

Technical accessories:

page 157 page 102

Dimensions at page 411-416 Technical data at page 94 Spare parts at page 360

TAIS series
Interlocked sockets with increased security

From hole To hole
metric

Palazzoli
code

Pack 
Q.tyPg Metric

21 M25 M25 538421 1

29 M32 M32 538429 1

36 M40 M40 538436 1

Characteristics: they allow to couple sockets with Pg or Metric entry and viceversa.
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ALUPRES series
Interlocked sockets with high resistance

Aluminium 
heavy duty

Suitable for steel works, canning and deep freeze industries, foundries, blast furnaces, carpentries and, generally, areas with 
presence of highly abrasive substances.

Stitech Co., Ltd    
Tel: 080-556-5553
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THE ADVANTAGES

ALUPRES series
Interlocked sockets with high resistance

Aluminium 
heavy duty

ALUPRES products in aluminium alloy are passivized with 
ßuoro-zirconium and powder painting surface treatment 
to improve the characteristics of resistance to impacts 
(30J) and chemical agents.  

The ALUPRES ÒheartÓ is an isolator switch with the 
AC3-AC23A category at rated current that allows a safe 
operation even with highly inductive loads.

The fuse-holder base in ceramic and the interlock system 
in steel, which are tightly Þxed on the bottom of the socket, 
are the best materials for the maximum safety. 

The operation is padlockable in positions 0 and 1 to avoid 
that non-authorized personnel can activate or deactivate.

The most powerful series 
on the market, with 
versions from 16A 
up to 250A
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Aluminium 
heavy duty

Easy Composer software allows for an easy combining of customized units. 
It is available on www.palazzoli.com or directly from the QR Code.

Fuses
16A-32A-63A

MCB
16A-32A-63A

EN 50022 rail
16A-32A-63A

Transformer
16A

Fuses
125A

Transformer
32A

Electrical 
interlock

63A-125A

Flat poles socket
250A-500A

Page 109 Page 110 Page 112 Page 112 Page 109 Page 112 Page 111 Page 110

Page 113 Page 113 Page 114 Page 149 Page 150

Page 114 Page 115 Page 152 Page 151

Page 114

ALUPRES series
Interlocked sockets with high resistance

Stitech Co., Ltd    
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M125 M125 M92 M125M125

125
M92

125
M125

185
M92+M92

250
M125+M92

250
M125+M125

12
5

12
5

12
5

4M 6,5M 9M

55
8

42
1

M125
M92

o
M125

M92
o

M125

M92 M92

310

M92

M125

M92

Aluminium 
heavy duty

COMPOSITIONS

F1

F0
F1F1

  

F1

F1
F1F1

F1

F0 F0
F1F1

  

F2

F1 F0
F1F1

  

F2

F1 F1
F1F1

MOST USED INTERLOCKED SOCKETS

16A
230V 2P+! ! 466126 472333

400V 3P+! ! 466136 472443 

400V 3P+N+! ! 466146 472453 

32A
230V 2P+! ! 460226 472336

400V 3P+! ! 460236 472446

400V 3P+N+! ! 460246  472456

63A
400V 3P+! ! 460336 472447

400V 3P+N+! ! 460346 472457

16A 24V 2P 230 VA ! 471812

IP67 steel closing ßange

Window Projection

F1 5 540091

F2 5,5 540032

Fast Diazed fuses - 500V

Current
(A)

Fuse
type

16 E16 (NDz) 348117

32
E33 (DIII)

348326

63 348333

Box

511217

Blind cover

515214

Transparent window

518204

Blind cover

515224

Transparent window

518206

Blind cover

515234

Transparent window

518209

Box

511214
Box

511227
Box

511236
Box

511237

Mounting plate

532876
Mounting plate

532826
Mounting plate

532836
Mounting plate

532856

Entry
F1

Entry
F1

Entry
F0

Entry
F1

Entry
F1

F
us

es

F
us

es

D
ire

ct

D
ire

ct

ALUPRES series
Interlocked sockets with high resistance
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Aluminium 
heavy duty

Conformity
to standards

IEC/EN 60309-1
IEC/EN 60309-2
IEC/EN 60309-4
IEC/EN 60947-3

Body material Aluminium alloy

Surface treatment Passivation with
ßuoro-zirconium

Painting Hot polymerized non-toxic 
polyester

Protection rating 
(IP as per 

IEC/EN 60529)

IP67 (version 16A/32A)
IP55 (version 63AÖ500A)

Colour RAL5012 (cover) 
RAL7035 (base)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK10

Rated
current

16A Ð 32A Ð 63A
125A Ð 250A - 500A

Rated
voltage 24V - 690V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class I

Storage
temperature -30¡C - +70¡C

Operating
temperature -25¡C - +50¡C

ALUPRES series low voltage switched sockets 
with mechanical or electrical interlock are 
a range of products in aluminium alloy for 
heavy duty uses, in compliance with the 
IEC/EN 60309-1, IEC/EN 60309-2 and 
IEC/EN 60309-4 standards.
The system contains versions from 16A up to 
250A, with or without fuses, with MCB integrated 
or with an EN 50022 rail that can be Þtted with 
modular devices. All the sockets have an IP67 
protection rating and can be combined in 
compositions thanks to the dedicated boxes 
with blind cover or transparent window.
The versions above 32A are equipped with 
the Easy Contact receptacles to allow the 
best performance in time for the electric 
contact and to facilitate connection and 
disconnection operations.
The circuit protection, such as the fuses 
located in ceramic holder base and the 
MCBs Þxed on EN 50022 rail are tightly Þxed on 
the bottom of the socket and accessible by 
opening the frontal lid.
The casing is treated with ecological 
anticorrosion passivation with ßuoro-zirconium 
and Þnished with hot polymerized scratch-
resistant non-toxic polyester painting.
The interlock system is made of steel and the 
isolator switch is certiÞed with the AC3-AC23A 
category at rated current.

Rated operating 
current - isolator switch: 16A 32A 63A 125A 250A

Thermal current Ith A 16 32 63 125 250

AC21A
415V

A 16 32 63 125 200
500V

AC22A
415V

A 16 32 63 125 200
500V

AC23A

230V

A 16 32 63 125 200400V

500V

AC23A

230V

kW

4,5 8,5 20 30 30

400V 7,5 15 34 52 52

500V 8,5 17 44 64 64

AC3

230V

kW

4,5 8,5 18 30 30

400V 7,5 15 31 52 52

500V 8,5 17 40 64 64

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Terminal 
speciÞcations: 16A 32A 63A 125A 250A

Entry diameters mm2 1 - 10 6 - 16 16 - 70

Entry sections Nm 2 3

ALUPRES series
Interlocked sockets with high resistance

Stitech Co., Ltd    
Tel: 080-556-5553
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Switched sockets
in aluminium alloy with 
mechanical interlock  and
fuse-holder , wall mounted
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 472233�� 1

50-60Hz 110V ! 3P+! 4 472243�� 1

50-60Hz 110V ! 3P+N+! 4 472253�� 1

50-60Hz 230V ! 2P+! 6 472333�� 1

50-60Hz 230V ! 3P+! 9 472343�� 1

50-60Hz 230V ! 3P+N+! 9 472353�� 1

50-60Hz 400V ! 2P+! 9 472433�� 1

50-60Hz 400V ! 3P+! 6 472443�� 1

50-60Hz 400V ! 3P+N+! 6 472453�� 1

50-60Hz 500V ! 3P+! 7 472543�� 1

50-60Hz 500V ! 3P+N+! 7 472553�� 1

50-60Hz >50V �4�� ! 2P+! 12 472323�� 1

50-60Hz >50V �4�� ! 3P+! 12 472473�� 1

100-300Hz >50V ! 2P+! 10 472263�� 1

100-300Hz >50V ! 3P+! 10 472363�� 1

100-300Hz >50V ! 3P+N+! 10 472283�� 1

>300-500Hz >50V ! 2P+! 2 472273�� 1

>300-500Hz >50V ! 3P+! 2 472373�� 1

>300-500Hz >50V ! 3P+N+! 2 472293�� 1

60Hz 440Ö460V ! 3P+! 11 472463�� 1

60Hz 440-460V ! 3P+N+! 11 472533�� 1

DC >50Ö250V ! 2P+! 3 472383�� 1

�4 For insulation transformer
 
Characteristics: handle predisposed to be padlocked. Fuses not included. 16A sockets 
92mm wide; 32A sockets 125mm wide.
Notes: special conÞgurations upon request.

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

32 50-60Hz 110V ! 2P+! 4 472236�� 1

50-60Hz 110V ! 3P+! 4 472246�� 1

50-60Hz 110V ! 3P+N+! 4 472256�� 1

50-60Hz 230V ! 2P+! 6 472336�� 1

50-60Hz 230V ! 3P+! 9 472346�� 1

50-60Hz 230V ! 3P+N+! 9 472356�� 1

50-60Hz 400V ! 2P+! 9 472436�� 1

50-60Hz 400V ! 3P+! 6 472446�� 1

50-60Hz 400V ! 3P+N+! 6 472456�� 1

50-60Hz 500V ! 3P+! 7 472546�� 1

50-60Hz 500V ! 3P+N+! 7 472556�� 1

50-60Hz 690V ! 3P+! 5 472560�� 1

50-60Hz 690V ! 3P+N+! 5 472561 1

50-60Hz >50V �4�� ! 2P+! 12 472326�� 1

50-60Hz >50V �4�� ! 3P+! 12 472496�� 1

100-300Hz >50V ! 2P+! 10 472266�� 1

100-300Hz >50V ! 3P+! 10 472116�� 1

100-300Hz >50V ! 3P+N+! 10 472286�� 1

>300-500Hz >50V ! 2P+! 2 472276�� 1

>300-500Hz >50V ! 3P+! 2 472126�� 1

>300-500Hz >50V ! 3P+N+! 2 472296�� 1

60Hz 440Ö460V ! 3P+! 11 472466�� 1

60Hz 440-460V ! 3P+N+! 11 472536�� 1

DC >50Ö250V ! 2P+! 3 472386�� 1

50/60Hz 380/440V ! 3P+! 3 472486�� 1

50/60Hz 380-440V ! 3P+N+! 3 472586�� 1

63 50-60Hz 110V ! 2P+! 4 472237�� 1

50-60Hz 110V ! 3P+! 4 472247�� 1

50-60Hz 110V ! 3P+N+! 4 472257�� 1

50-60Hz 230V ! 2P+! 6 472337�� 1

50-60Hz 230V ! 3P+! 9 472347�� 1

50-60Hz 230V ! 3P+N+! 9 472357�� 1

50-60Hz 400V ! 2P+! 9 472437�� 1

50-60Hz 400V ! 3P+! 6 472447�� 1

50-60Hz 400V ! 3P+N+! 6 472457�� 1

50-60Hz 500V ! 3P+! 7 472547�� 1

50-60Hz 500V ! 3P+N+! 7 472557�� 1

50-60Hz 690V ! 3P+! 5 472558�� 1

50-60Hz 690V ! 3P+N+! 5 472559 1

50-60Hz >50V �4�� ! 2P+! 12 472327�� 1

50-60Hz >50V �4�� ! 3P+! 12 472367�� 1

60Hz 440Ö460V ! 3P+! 11 472387�� 1

60Hz 440-460V ! 3P+N+! 11 472397�� 1

DC >50Ö250V ! 2P+! 3 472377�� 1

�4 For insulation transformer
 
Characteristics: handle predisposed to be padlocked. Fuses not included. 63A sockets - 
125mm wide; 125A sockets - 185mm wide.
Notes: special conÞgurations upon request.

entry
F1

fuses
DIII
E33

Aluminium 
heavy duty

Dimensions at page 408 Technical data at page 108 Spare parts at page 357-358

entry
F0

fuses
E16
NDZ

entry
F1

fuses
DIII
E33

MODULE 92 MODULE 125

Switched sockets 
in aluminium alloy with
mechanical  interlock and
fuse-holder, for wall mounting
IP67

Technical accessories:

page 115 page 35 page 149 page 190

ALUPRES series
Interlocked sockets with high resistance

IN
T

E
R

LO
C

K
E

D
 

S
O

C
K

E
T

S

Stitech Co., Ltd    
Tel: 080-556-5553



110

EASY CONTACT

Plug in aluminium alloy,
with cable gland,  
with ßat poles
50-60Hz IP55

Rated
current

(A)

Rated
voltage

Poles Palazzoli
code

Pack 
Q.ty

250 500V 3P+! 427019 1

Rated
current

(A)

Rated
voltage

Poles Box
dimensions

(mm)

Palazzoli
code

Pack 
Q.ty

250
entry
F5

fuses
ACR GR1

500V~ max 3P+! 315x507 422039 1

500
entry
F6 

fuses
ACR GR3

500V~ max 3P+! 630x630 422079 1

Equipment included: equipped with gaskets and screws for fastening accessories. Earth 
screws inside and outside the box.   
Characteristics: Fuses not supplied. The 500A socket-outlet is composed of two 250A 
sockets in parallel. Upper passage F5 window for 250A sockets and F6 window for 500A 
sockets. 250A sockets 315mm wide. 500A sockets 630mm wide.
Notes: special conÞgurations upon request.

Switched sockets  
in aluminium alloy, with ßat 
poles, mechanical interlock  
fuse-holder , for wall mounting
50-60Hz IP55

Aluminium 
heavy duty

Technical accessories:

page 151 page 149 page 190

Technical accessories:

page 47

Dimensions at page 408-410 Technical data at page 108 Spare parts at page 357-358-360

Switched sockets
in aluminium alloy with 
mechanical interlock  and
fuse-holder , wall mounted
IP67

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

125 50-60Hz 110V ! 3P+! 4 472248�� 1

50-60Hz 110V ! 3P+N+! 4 472258�� 1

50-60Hz 230V ! 3P+! 9 472348�� 1

50-60Hz 230V ! 3P+N+! 9 472358�� 1

50-60Hz 400V ! 3P+! 6 472418�� 1

50-60Hz 400V ! 3P+N+! 6 472428�� 1

50-60Hz 500V ! 3P+! 7 472518�� 1

50-60Hz 500V ! 3P+N+! 7 472528�� 1

50-60Hz 690V ! 3P+! 5 472529�� 1

50-60Hz 690V ! 3P+N+! 5 472530 1

60Hz 440Ö460V ! 3P+! 11 472388�� 1

60Hz 440-460V ! 3P+N+! 11 472398�� 1

�4 For insulation transformer
 
Characteristics: handle predisposed to be padlocked. Fuses not included. 63A sockets - 
125mm wide; 125A sockets - 185mm wide.
Notes: special conÞgurations upon request.

entry
F3 

fuses
ACR 

GR 00

MODULE 185 MODULE 315-630

Technical accessories:

page 115 page 35 page 149 page 190

The multi-lamellar crown  in silver 
plated copper guarantees:

- wider pin-plug contact surface;
- easy removal of the plugs from the 

sockets;
- perfect cleaning of the pin;
- hard-wearing, long-lasting 

electrical contact

ALUPRES series
Interlocked sockets with high resistance

Stitech Co., Ltd    
Tel: 080-556-5553
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Switched sockets
in aluminium alloy with 
mechanical interlock  and
MCB, for wall mounting
IP67

Switched sockets
in aluminium alloy with 
electrical interlock  and
MCB, for wall mounting
50-60Hz IP55

Switched sockets
in aluminium alloy with 
electrical interlock, MCB 
and  RCD, for wall mounting
50-60Hz IP55

Rated
current

(A)

Frequency Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 50-60Hz 110V ! 2P+! 4 474633�� 1

50-60Hz 110V ! 3P+! 4 474643�� 1

50-60Hz 110V ! 3P+N+! 4 474653�� 1

50-60Hz 230V ! 2P+! 6 474733�� 1

50-60Hz 230V ! 3P+! 9 474743�� 1

50-60Hz 230V ! 3P+N+! 9 474753�� 1

50-60Hz 400V ! 2P+! 9 474833�� 1

50-60Hz 400V ! 3P+! 6 474843�� 1

50-60Hz 400V ! 3P+N+! 6 474853�� 1

60Hz 440Ö460V ! 3P+! 11 474863�� 1

60Hz 440-460V ! 3P+N+! 11 474133�� 1

32 50-60Hz 110V ! 2P+! 4 474236�� 1

50-60Hz 110V ! 3P+! 4 474246�� 1

50-60Hz 110V ! 3P+N+! 4 474256�� 1

50-60Hz 230V ! 2P+! 6 474336�� 1

50-60Hz 230V ! 3P+! 9 474346�� 1

50-60Hz 230V ! 3P+N+! 9 474356�� 1

50-60Hz 400V ! 2P+! 9 474436�� 1

50-60Hz 400V ! 3P+! 6 474446�� 1

50-60Hz 400V ! 3P+N+! 6 474456�� 1

60Hz 440Ö460V ! 3P+! 11 474466�� 1

60Hz 440-460V ! 3P+N+! 11 474536�� 1

50/60Hz 380/440V ! 3P+! 3 474486�� 1

50/60Hz 380-440V ! 3P+N+! 3 474586�� 1

63 50-60Hz 110V ! 2P+! 4 474237�� 1

50-60Hz 110V ! 3P+! 4 474247�� 1

50-60Hz 110V ! 3P+N+! 4 474257�� 1

50-60Hz 230V ! 2P+! 6 474337�� 1

50-60Hz 230V ! 3P+! 9 474347�� 1

50-60Hz 230V ! 3P+N+! 9 474357�� 1

50-60Hz 400V ! 2P+! 9 474437�� 1

50-60Hz 400V ! 3P+! 6 474447�� 1

50-60Hz 400V ! 3P+N+! 6 474457�� 1

60Hz 440Ö460V ! 3P+! 11 474387�� 1

60Hz 440-460V ! 3P+N+! 11 474397�� 1
 
Characteristics: handle predisposed to be padlocked.
16A, 32A and 63A sockets 125mm wide. Lamp indicating presence of voltage.
Notes: special conÞgurations upon request.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+! 6 475336 1

400V ! 3P+N+! 6 475346 1

500V ! 3P+! 7 475337 1

500V ! 3P+N+! 7 475347 1

125 400V ! 3P+! 6 475436 1

400V ! 3P+N+! 6 475446 1

500V ! 3P+! 7 475437 1

500V ! 3P+N+! 7 475447 1
 
Characteristics: handle predisposed to be padlocked.
63A and 125A sockets 252mm wide. Lamp indicating presence of voltage.
Notes: special conÞgurations upon request.

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

63 400V ! 3P+! 6 473336 1

400V ! 3P+N+! 6 473346 1

500V ! 3P+! 7 473337 1

500V ! 3P+N+! 7 473347 1

125 400V ! 3P+! 6 473436 1

400V ! 3P+N+! 6 473446 1

500V ! 3P+! 7 473437 1

500V ! 3P+N+! 7 473447 1
 
Characteristics: complete with pilot contact for electrical interlock.
63A and 125A sockets 252mm wide.
Notes: special conÞgurations upon request.

entry
F1 

MCB
4,5kA

curve C

entry 
F5

entry 
F5

entry 
F5

entry 
F5

entry
F1 

MCB
6kA

curve C

entry
F1 

MCB
10kA

curve C

Aluminium 
heavy duty

Dimensions at page 409 Technical data at page 108

Technical accessories:

page 115 page 35 page 113

Technical accessories:

page 151 page 35 page 149

MODULE 125 MODULE 250

MODULE 250

ALUPRES series
Interlocked sockets with high resistance

ELECTRICALLY INTERLOCKED SOCKET PROTECTION CHARACTERISTICS

MCB  
Rated impulse seal voltage Ui 500V 
Rated impulse-withstand voltage Uimp 800V 
Breaking capacity Icu (400V) 18kA 
Breaking capacity Icu (500V) 8kA 
Mechanical duration 25000 operations 
Electrical duration 8000 operations 
Overload protection regulation 0,7-1 x In 
Short circuit protection 10 x In 
Neutral protection 100%
  
RCD  
Protection type A - AC 
Operating voltage 85-500V 
Operating frequency 45-66Hz 
Failure frequency 50-60Hz 
Intervention threshold regulation 0,03A - 0,1A - 0,3A - 0,5A - 1A - 3A 
Intervention time instantaneous
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Switched sockets
in aluminium alloy with 
mechanical interlock  and
EN 50022 rail , for wall mounting
50-60Hz IP67

Sockets
in aluminium alloy 
with safety transformer  (SELV),
for wall mounting 
50-60Hz IP67

Switched sockets
in aluminium alloy with 
mechanical interlock ,
for wall mounting 
50-60Hz IP67

Sockets
in aluminium alloy 
with safety transformer  (SELV),
for wall mounting
50-60Hz IP67

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 472623 1

400V ! 3P+! 6 472733 1

400V ! 3P+N+! 6 472843 1

32 230V ! 2P+! 6 472624 1

400V ! 3P+! 6 472734 1

400V ! 3P+N+! 6 472844 1

380/440V ! 3P+! 3 472735 1

63 230V ! 2P+! 6 472027 1

400V ! 3P+! 6 472137 1

400V ! 3P+N+! 6 472647 1

125 400V ! 3P+! 6 472648 1

400V ! 3P+N+! 6 472649 1

Equipment included: all the sockets are pre-wired up to the EN 50022 rail.
Characteristics:  handle predisposed to be padlocked.
16A, 32A and 63A sockets 125mm wide. 125A sockets 185 mm wide. 
63A sockets with IP55 protection rating.
Notes: special conÞgurations upon request

Rated
current

(A)

Rated
voltage

Voltage
colour

Poles h.
ref.

Palazzoli
code

Pack 
Q.ty

16 230V ! 2P+! 6 466126 1

400V ! 3P+! 6 466136 1

400V ! 3P+N+! 6 466146 1

32 230V ! 2P+! 6 460226 1

400V ! 3P+! 6 460236 1

400V ! 3P+N+! 6 460246 1

63 400V ! 3P+! 6 460336 1

400V ! 3P+N+! 6 460346 1

125 400V ! 3P+! 6 460436 1

400V ! 3P+N+! 6 460446 1

Characteristics: handle predisposed to be padlocked. 16A, 32A and 63A sockets 125mm 
wide. 125A sockets 185 mm wide.
Notes: special conÞgurations upon request

entry
F1

4 modules

entry
F1

entry
F1

entry
F1

entry
F5

entry
F1

4 modules

entry
F1

4 modules

entry
F5

6,5 modules

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

16
entry
F1

230/24V 2P 144 471812 1

400/24V 2P 144 471832 1

Characteristics: continuous duty, class II safety transformer enabled by the plug-activated 
microswitch.

Rated
current

(A)

Rated
voltage

Poles Power
(VA)

Palazzoli
code

Pack 
Q.ty

32
entry
M25

230/48V~ 2P 720 471818 1

400/48V~ 2P 720 471838 1

Equipment included: cable glands and screwcaps M2.
Characteristics: continuous duty, class II safety transformer enabled by the plug-
activated microswitch 32A sockets 252mm wide. Predisposed for coupling with F2 
window. The socket is equipped with M25 top and bottom entry.

Aluminium 
heavy duty

Technical accessories:

page 115 page 35

Dimensions at page 409 Technical data at page 108 Spare parts at page 357-358-360

Technical accessories:

page 115 page 43

MODULE 125-185 MODULE 125

MODULE 250

MODULE 125-185

ALUPRES series
Interlocked sockets with high resistance
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Blind covers
low, for ALUPRES boxes
IP67

Blind covers
high, for ALUPRES boxes
IP67

External
dimensions

(mm)

Window
type

Installable
socket
module

Palazzoli
code

Pack 
Q.ty

92x92x42
z 92 511112 1

= 92 511114 1

125x92x42
a  92 511122 1

l 92 511124 1

185x92x42

a  92 511142 1

l 92 511144 1

k 92 + 92 511147 1

125x125x63

0 125 511212 1

Ò 125 511214 1

? 92 511217 1

185x125x63 m 92 + 92 511227 1

252x125x63
p 125 + 92 511236 1

q 125 + 125 511237 1

Equipment included: free windows with gaskets in non-ageing elastomer and screws for 
applying accessories or for coupling with other boxes. Internal and external earth screws. 
Codes from 511147 to 511237 complete with mounting plates.
Note: the boxes indicated are only those that can be used in compositions of socket 
boards. The complete list is at page 149.

For boxes
with dimensions

(mm)

Cover
height
(mm)

Palazzoli
code

Pack 
Q.ty

92x92 23 515111 1

125x125 10 515200 1

185x125 25 515221 1

Equipment included: complete with non-ageing gasket and captive stainless steel Þxing 
screws

For boxes
with dimensions

(mm)

Cover
height
(mm)

Palazzoli
code

Pack 
Q.ty

92x92 35 515112 1

125x92 50 515124 1

185x92 50 515144 1

125x125 50 515214 1

185x125 50 515224 1

252x125 50 515234 1

Equipment included: complete with non-ageing gasket and captive stainless steel Þxing 
screws.

Aluminium 
heavy duty

Dimensions at page 409-415 Technical data at page 108

Technical accessories:

page 115 page 155 page 114 page 149

Spare parts at page 360

�)��

�)��������

Boxes 
in aluminium alloy for 
composition of socket boards 
IP67

Covers with  transparent 
window for boxes in 
aluminium alloy
IP67

For boxes with 
dimensions

(mm)

N.
EN 50022
modules

Cover
height
(mm)

Lid
height 
(mm)

Palazzoli
code

Pack 
Q.ty

125x125 4 50 30 518204 1

185x125 6,5 50 30 518206 1

252x125 9 50 30 518209 1

Equipment included: complete with non-ageing gasket, captive stainless steel Þxing 
screws and EN 50022 rail.
Characteristics: when Þtted on the box they allow for the installation of modular devices. 
Padlockable window and with tamper-proof screw.

ALUPRES series
Interlocked sockets with high resistance
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Tel: 080-556-5553
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Control units
in aluminium alloy
for wall mounting 
IP67

Blind ßanges
ßat, in steel 
for windowed walls 
IP67

Blind ßanges
raised, in aluminium alloy 
for windowed walls 
IP67

Pair of junction plates
with screws 
for coupling plates 

Mounting  plates
in painted steel for 
composition of socket boards

Dimensions
(mm)

N.
installable

devices

Installable
device
module

Palazzoli
code

Pack 
Q.ty

125x558 1 1x92 / 1x125 532876 1

185x389 2 2x92 532806 1

276x389 3 3x92 532816 1

185x421 2 2x92 532826 1

250x558 2 2x125 / 125+92 532836 1

375x558 3 3x125 532846 1

310x558 3 125+2x92 532856 1

435x558 4 2x125+2x92 / 125+3x92 532866 1

Equipment included: designed with threaded holes and includes stainless steel screws for 
fastening devices.

Dimensions
(mm)

N.
EN 50022
modules

Power
dissipation

(W)

Palazzoli
code

Pack 
Q.ty

125x125 4 13 512204 1

185x125 6,5 15 512206 1

250x125 11 20 512211 1

Equipment included: designed with threaded holes and includes stainless steel screws for 
fastening devices.
Characteristics: padlockable window and with tamper-proof screw. 

For mounting
plate code

Palazzoli
code

Pack 
Q.ty

532806, 532816, 532826, 532836, 
532846, 532856, 532866

532895 1

For
windows

Projection
(mm)

Palazzoli
code

Pack 
Q.ty

F0 (insulating material) 5 540030 1

F1 (insulating material) 6 540031 5

F0 2,5 540090 5

F1 5,5 540091 5

F2 5,5 540032 1

F3 6 540033 2

F4 6 540034 2

F5 7 540035 2

F6 8 540036 1

Uses: closes unused windows. They can be drilled for cable gland installation.

For
windows

Projection
(mm)

Palazzoli
code

Pack 
Q.ty

F1 32 540061 1

F2 32 540062 1

F3 50 540063 1

F4 50 540064 1

F5 80 540065 1

F6 80 540066 1

Uses: they close unused windows.They make wiring easier as they increase box internal 
volume.

Aluminium 
heavy duty

Dimensions at page 409-416 Technical data at page 108 Spare parts at page 360

Table for selecting the boxes to install on the mounting plates

Mounting plate
code

Box
dimensions

(mm)

532876 125x125

532806 185x92

532816 92x92 / 185x92

532826 185x125

532836 250x125

532846 125x125 / 250x125

532856 125x125 / 185x125

532866 250x125 / 185x125

ALUPRES series
Interlocked sockets with high resistance

Stitech Co., Ltd    
Tel: 080-556-5553
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[

]
Applicative example of steel reducers for windows

Flat blind ßange for 
F1 window closing 

code 540091

Device with F1 window on upper part.
It is coupled directly with the 

enclosure.

Flat ßange with cable gland 
for F1 window closing 
code 541011

Reducer ßanges 
from F2 window 
to F1 window 
code 547021

Enclosure code 511237 
with window type: 
F2 on upper part 
F1 on L and R side 
F1+F1 on lower part

Device 
with F0 window 
on upper part. 
It is coupled 
with the enclosure 
with F1 window 
by means of reducer 
ßange code 547010

Flanges
in aluminium alloy 
with metric threading , 
for windowed walls 
IP67

Flanges
in aluminium alloy
with cable gland
for windowed walls 
IP67

Reducers in steel
for windows 
IP67

For
windows

Threading
type

Palazzoli
code

Pack 
Q.ty

F0 M25 541050 1

F1 M25 541055 1

Shape From
window

To
window

Thickness
(mm)

Palazzoli
code

Pack 
Q.ty

F1 F0 3 547010 1

F2 F0 4 547020 1

F2 F1 4 547021 1

F3 F0 4 547030 1

F3 F1 4 547031 1

F3 F2 4 547032 1

F3 2xF0 5 547300 1

F4 F1 4 547041 1

F4 F2 4 547042 1

F4 F3 4 547043 1

F4 F1+F0 6 547410 1

F4 2xF1 5 547411 1

F5 F3 5 547053 1

F5 F4 5 547054 1

F6 F3 5 547063 1

F6 F4 5 547064 1

F6 F5 5 547065 1

F5 F1 5 547151 1

F5 F2 5 547152 1

F6 F1 5 547161 1

F6 F2 5 547162 1

Uses: boxes and socket-outlets can be interfaced with different windows. 
Characteristics: codes 547151, 547152, 547161, 547162 are used to couple the boxes 
with the ßanges with cable gland.

Aluminium 
heavy duty

Technical accessories:

page 157

Dimensions at page 410 Technical data at page 108

For
windows

Threading
type

Entry cable 
diameter 

(mm)

Projection
(mm)

Palazzoli
code

Pack 
Q.ty

F0 (insulating material) 1/2Ó 9Ö12 23 541010 1

F0 (insulating material) 3/4Ó 14Ö16 29 541020 1

F0 1/2Ó 9Ö12 31 541080 1

F0 3/4Ó 14Ö16 33 541090 1

F0 1Ó 17Ö20 34 541030 1

F1 1/2Ó 9Ö12 29 541011 1

F1 3/4Ó 14Ö16 33 541021 1

F1 1Ó 16Ö22 63 540151 1

F1 1Ó 1/4 25Ö26 63 540141 1

F2 1Ó 16Ö22 63 540152 1

F2 1Ó 1/4 25Ö26 64 540142 1

F3 1Ó 1/2 34Ö35 82 540153 1

F4 1Ó 1/2 25Ö35 88 540154 1

F5 2Ó 33Ö44 124 540145 1

F6 2Ó 3/4 63Ö64 154 540156 1

Uses: suitable for threaded tubes.They make wiring easier as they increase box internal 
volume.

ALUPRES series
Interlocked sockets with high resistance
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ALUMAX series
Connections for high amperages

Aluminium 
high resistance 

ALUMAX series low voltage switched sockets 
with electrical interlock are a range of 
products in 15/10 steel sheet, Þnished with 
hot polymerized scratch-resistant non-
toxic polyester painting, equipped with an 
aluminium alloy socket for heavy duty uses, 
from 250A up to 400A, with IP65 protection 
rating.
The coupling system of plug and receptacle is 
equipped with the technology of Easy Contact 
to allow the best performance in time for the 
electric contact and to facilitate connection 
and disconnection operations.
Each connection is equipped with a double 
pilot contact. 
The sockets are equipped with MCCB with 36 
kA breaking capacity.
The operation can be padlocked both at 0 
and 1 position.

Conformity
to standards

IEC/EN 60309-1
IEC/EN 60947-3

Material Aluminium alloy (connections) 
Steel (boxes)

Surface
treatment

Passivation with
ßuoro-zirconium

Painting Hot polymerized non-toxic 
polyester

Protection rating 
(IP as per 

IEC/EN 60529)

IP67 (connections) 
IP65 (wall mounted sockets)

Colour RAL5015 (cover) 
RAL7035 (box)

Resistance to impacts 
(IK rating as per 

IEC/EN 62262)
IK10

Rated
current 250A - 400A

Rated
voltage Fino a 1000V

Rated
frequency 50-60Hz

Rated
insulation voltage 690V

Insulation
class I

Mobile connection
cable entry diameter 42mm Ö 62mm

Contacts
clamping range 50mm 2 Ö 70mm 2

Pilot
contacts 2

Pilot contact
sections

10mm 2 (3P+ ! )
6mm 2 (3P+N+ ! )

Wall mounted
socket switch 250A 400V 50-60Hz 36kA

Operating
temperature -30¡C - +60¡C

Resistance to chemical agents

WATER
SALINE 

ATMOSPHERES

ACIDS CHEMICAL BASES SOLVENTS

CONCENTRATED DILUTED CONCENTRATED DILUTED ALCOHOL ACETONEPERCHLOROETHYLENEBENZENE

OILS FATS
AMMONIA OXIDIZERS INORGANIC SALTS GASOLINE DETERGENTS U.V. RAYS

MINERAL VEGETABLE ANIMAL SYNTETHIC

Legend: high resistance partial resistance low resistance

Stitech Co., Ltd    
Tel: 080-556-5553


