
LED Flood Light

IP66

LED Flood Light Product Range

Part Number

Lumen Output

Wattage

Luminous Efficacy

CCT

CRI

Input Voltage

IP Rating

LED Driver

HID Equivalent

Certification Pending

 SFL08-180

180W

400W-600W

SFL08-150

150W

260W-400W

SFL08-120

120W

260W

SFL08-100

100W

220W

SFL08-80

80W

160W

SFL08-40

40W

90W

SFL08-200

200W

650W

SFL08-240

240W

700W

CE, CB, SAA

>Ra70, >Ra80

100-240Vac/100-277Vac 50-60Hz PF≥0.92

IP66

MeanWell

3000K, 4000K, 5000K

IP66

V2.8

• High performance design with Nichia SMD

• Luminous flux up to 32,400lm (240W)

• Efficacy up to 135lm/W

• Electrical: 100-240Vac/100-277Vac, 50/60Hz, PF≥0.92

• Energy saving up to 90%

• CCT : 5000K ( 4000K & 3000K available to special order )

• CRI > Ra70 (CRI>Ra80 optional)

• Superior uniformity

• Superior temperature stability

• Temperature test at toughest conditions

• Meanwell driver

• Body: Aluminum alloy

• Stainless steel screws

• IP66 protection rating

• 5 years warranty

LED Flood Light

• LED Lifespan > 50,000 hours (Ta=25°C@L70)

• Operating temp: -30~+45°C

All info here ONLY for reference, please confirm with our sales before order.

ISO9001: 2008
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Mounting Options

SFL08-60

60W

120W

24,300lm

135lm/W

20,250lm

135lm/W

16,200lm

135lm/W

13,500lm

135lm/W

10,800lm

135lm/W

5,400lm

135lm/W

27,000lm

135lm/W

32,400lm

135lm/W

8,100lm

135lm/W

F00801 F01601 F01602 F01603 F01604

30000

24000

18000

12000

6000

15000

12000

9000

6000
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180W/200W/240W      100W/120W/150W     40W/60W/80W        

LED Flood Lighting

LED Flood Light

SFL08-240 F01601 5000K Ra70 

Dialux Simulation

Applications

1. The buckle design is very 
convenient to do internal 

maintenance for fixture.

2. The external respirator can avoid 
internal fogging and frosting.

3. The rotating shaft is made of high 
precision stainless steel, which has 

high strength and corrosion resistance.

4. Every 10°with a scale can help 
adjust lighting area accurately.

Structure Features:

Installation Method
Fixtures are installed equally on both sides, usually4, 6 rows in symmetrical way.

Designed for small-and-medium-sized stadium and plaza with high performance

and high protection.

Whole fixture adopts buckle and tempered glass flip design without 
any screws in the surface, which is convenient to install and maintain.

Easy Maintenance

Fixture has a reserved cord grip for 

future dimming demand. 

Strong Applicability

Whole fixture uses outdoor electrophoresis and powder coating 

with strong anti-corrosion performance. Especially, bracket surface 
uses hot galvanizing processing, providing strong corrosion 

resistance even in coastal areas.

Its corrosion resistance 

can ensure 5 years warranty

Optic structure adopts PC Lens+Tempered Glass with IK08 

protection grade and IP66.

IK08 & IP66

Adopting polarized light design with minimized light pollution and light loss.

Useful light

Area to be lit.

Dark sky

*Different class means different suitable area.
Class I - Professional, international, national, and college.
Class II - College, regional, municipal, club, and residential.
Class III - Club, high school, instructional, parks, and residential.
Class IV - Parks and recreational.

Installation method A

Case study: Tennis court-Pole Heights

HEIGHT

14.02 TO 15.24M
(46 TO 50FT.)

11.56 TO 12.80M
(38 TO 42FT.)
9.76 TO 11.56M
(32 TO 50FT.)

BEAM ANGLE

F01603

F01601, F01604

F00801

CLASS

CLASS I*

CLASS II

CLASS III OR IV

Installation method B

HEIGHT

6.10 TO 7.93M
(20 TO 26FT.)

BEAM ANGLE

F01602

CLASS

CLASS II, III OR IV

CLASS I
CLASS IICLASS III OR IV

CLASS II, III OR IV

30°

25°

Installation method A

Installation method B

CENTER LINE OF COURT

OR PLAYING AREA

14.02 TO 15.24M
(46 TO 50FT.)

11.56 TO 12.80M
(38 TO 42FT.)

9.76 TO 11.56M
(32 TO 50FT.)

6.10 TO 7.93M
(20 TO 26FT.)


