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Palazzoli ATEX equipments are designed and manufactured in order to avoid the risk of ignition.

Each equipment is approved and certified by a notified body in compliance with the Directive 
2014/34/EU which guarantees the conformity for installation in hazardous areas. 
Each ATEX enclosure is tested as follows in compliance with EN 60079-0 standards:

The technical characteristics of the equipments included in this catalogue are defined after the 
sequence of the above reported tests, in the indicated order and on the same sample piece.

1) Operating temperature
 in order to determine the maximum operating temperature of the 

equipment.

2) Temperature Endurance Test
 in climatic room at the maximum service temperature measured 

with the previous test with 90% humidity for 4 weeks, and at the 
minimum temperature -25° C ÷ -30° C for one day.

3) Impact test
 tested at +10° C ÷ 15° C and -5° C ÷ 10° C of the maximum operating 

temperature.

4) IPXX protection rating test
 (dust and water).

5) Tests on specific methods of protection
 (pressure test, restricted breathing test, dielectric tests).

Tested Quality
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Certified Quality

In compliance with the 
Directive 2014/34/EU of the European
Parliament, IMQ notified that Palazzoli
has a production quality system
according to the Annex VII of the Directive. 

Palazzoli products for Zones 1, 2, 21, 22 
are approved by a notified body
and have IECEx certification.
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Watertight bulkhead  fixtures in aluminium suitable for 
applications in areas at risk of explosive atmospheres as 
defined in ATEX Directive 2014/34/EU.
The body of the bulkhead  fixture is treated with ecological 
anti-corrosion passivation with fluoro-zirconium and 
finished with hot polymerized scratch-resistant non-toxic 
polyester painting. The colour of the body is RAL 7035 light 
grey. The diffuser is in prismatic tempered glass. 
The protection cage is RAL 2011 deep orange and is 
attached to the body by means of stainless steel screws, 
while the sealing is guaranteed by a gasket in non-ageing 
elastomer. Predisposed for entry through M20 cable 
gland. Complete with internal and external earth screw.

Zones 2, 21, 22
RINO-EX Series

GAS DUST

ZONE 0 1 2 20 21 22

USABLE X X X

CERTIFICATES INSTRUCTIONS

Conformity to 
standards 

ATEX Directive 2014/34/EU
EN 60079-0:2009
EN 60079-15:2010
EN 60079-31:2014

Directive 2014/35/EU
EN 60598-1:2015
EN 60598-2-1:1997

ATEX 
execution

 II  3G 2D

Ex nA IIC T3 Gc
Ex tb IIIC T 75/85/90 °C Db

Body 
material Aluminium alloy

Surface
treatment Passivation with fluoro-zirconium

Painting Hot polymerized non-toxic 
polyester 

Colour

RAL 7035 (light grey) 
Back box

RAL 2011 (deep orange)
Protection cage

Diffuser
material Prismatic tempered glass

Protection rating
(IP as per

IEC/EN 60529)
IP65

Protective 
cage material Painted tropicalized steel wire

Rated
voltage 230V

Frequency 50-60Hz

Max cable 
section 2,5 mm2

Entry cable 
diameter 10 - 14 mm

Lampholder
type E27 in porcelain

Insulation
class I

Operating 
temperature -20°C ÷ +40°C

LIGHTING FIXTURES IN STAILESS STEEL
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SUITABLE FOR ZONES 2 (GAS) AND 21-22 (DUST)

RINO-EX SERIES
Oval bulkhead  fixtures
in aluminium alloy
with steel protective cage
230V IP65

RINO-EX SERIES
Round bulkhead  fixtures
in aluminium alloy
with steel protective cage
230V IP65

Power
(W)

Dimensions 
(mm)

Palazzoli
code

Pack 
Q.ty

18 199x112 831072EX 1

28 226x130 831172EX 1

53 295x170 831272EX 1

Equipment included: internal and external earth screw and cable gland.

Power
(W)

Dimensions 
(mm)

Palazzoli
code

Pack 
Q.ty

28 200x182 830072EX 1

Equipment included: internal and external earth screw and cable gland.

Lamp/Bulkhead correspondence

 Fixtures
type

Power
(W)

A
(mm)

B
(mm)

18 90 38

28 110 40

53 168 43

28 90 38

Dimensions

A

B
B

Dimensions at page 50

LIGHTING DEVICES  

M20 cable gland
technopolymer

M20 cable gland
technopolymer
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Power
(W)

A
(mm)

B
(mm)

C
 (mm)

D
(mm)

E
(mm)

F
(mm)

18 199 119 100 184 112 42
28 226 122 105 210 130 42
53 295 142 127 278 170 52

RINO-EX Series

TAIS MIGNON-EX Series RONDÒ-EX Series

Fluorescent lamp type A
(mm)

B
(mm)

 18W T8 690 480
36W T8 1300 1090
58W T8 1600 1395

LED
type

A
(mm)

B
(mm)

19W - 24W 690 480
 36W - 38W 1300 1090

44W 1600 1395

Fixing

Fixing



GAS DUST

ZONE 1 ZONE 2 ZONE 21 ZONE 22

PO
W

ER
 S

UP
PL

Y

Industrial plugs in antistatic material

Interlocked sockets in antistatic thermosetting (GRP)

Interlocked sockets in aluminium alloy

JU
NC

TI
ON

Boxes in antistatic thermosetting (GRP)             

Boxes in aluminium alloy

Cable glands and adaptors

CO
NT

RO
L 

- S
IG

NA
LL

IN
G

Rotary control devices in antistatic thermosetting (GRP)

Rotary control devices in aluminium alloy

Sirens and bells in aluminium alloy

Small control devices in antistatic thermosetting (GRP) 
and in aluminium alloy

LI
GH

TI
NG

High-bay led lighting fixtures in aluminium alloy

Lighting fixtures in stainless steel

Oval and round bulkhead lamps in aluminium alloy

Palazzoli range for ATEX zones

Palazzoli S.p.A. Via F. Palazzoli, 31 - 25128 Brescia - Italy - Tel. +39 030 2015.1 - Fax +39 030 2015.258 - www.palazzoli.com - export@palazzoli.com
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